
HQP7-RF-2
48 V-  100 mA
lutron.com +1.844.LUTRON1

Assembled | Ensamblado | Assemblé : U.S.A. | E.U.A. | É.-U.
This device complies with part 15 of the FCC Rules. Operation is 
subject to the following two conditions: (1) This device may not cause 
interference. (2) This device must accept any interference, including 
interference that may cause undesired operation. 
CAN ICES-3 (B)/NMB-3(B)

Serial #: 00000000

Wi-Fi MAC: ab:12:cd:34:ef
Ethernet MAC: ab:12:cd:34:ef IC: 2851A-JPZ0129

FCC ID: JPZ0129

HVIN: JWP1



HQREP-RF
48 V-  100 mA
lutron.com +1.844.LUTRON1

Assembled | Ensamblado | Assemblé : U.S.A. | E.U.A. | É.-U.
This device complies with part 15 of the FCC Rules. Operation is 
subject to the following two conditions: (1) This device may not cause 
interference. (2) This device must accept any interference, including 
interference that may cause undesired operation. 
CAN ICES-3 (B)/NMB-3(B)

IC: 2851A-JPZ0129
FCC ID: JPZ0129

HVIN: JWP1



RR-PROC3
48 V-  100 mA
lutron.com +1.844.LUTRON1

Assembled | Ensamblado | Assemblé : U.S.A. | E.U.A. | É.-U.
This device complies with part 15 of the FCC Rules. Operation is 
subject to the following two conditions: (1) This device may not cause 
interference. (2) This device must accept any interference, including 
interference that may cause undesired operation. 
CAN ICES-3 (B)/NMB-3(B)

IC: 2851A-JPZ0129
FCC ID: JPZ0129

HVIN: JWP1



RR-REP3
48 V-  5 mA
lutron.com +1.844.LUTRON1

Assembled | Ensamblado | Assemblé : U.S.A. | E.U.A. | É.-U.
This device complies with part 15 of the FCC Rules. Operation is 
subject to the following two conditions: (1) This device may not cause 
interference. (2) This device must accept any interference, including 
interference that may cause undesired operation. 
CAN ICES-3 (B)/NMB-3(B)

IC: 2851A-JPZ0129
FCC ID: JPZ0129

HVIN: JWP1




