
Note:
1. Material: Polyester (#75)
2. The Manufacturing process of handling of this material 
 may require special health and/or safety precaution.
3. The adhesive base should be acrylic.
 coating thickness:0.022mm
4. The material color (background color): Silver,
 The printing color (words color): Black.
5. According to Official journal of EU releases RoHS (2002/95/CE).
 Abate/ Reduce Hazardous Substance in Components
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5RANGE A(   ) B(   ) C(   ) EXTRA

0 - 10 ±0.05 ±0.1 ±0.2

10 -50 ±0.10 ±0.15 ±0.5

50 -100 ±0.15 ±0.2 ±1.0

100 - ±0.2 ±0.25 ±2.0 

 DIMENSION TOLERANCE
HOLE : ±0.05  ANGLES : ±0.5°

DESCRIPTION

Label,Device,PET,43.5*64*t0.2,WWE,TN630

ZONE REV DATE

MODEL TN630

Polyester (#75) Chris Huang

610-00001-00B

Chris Huang

MATERIAL

SCALE

UNITS

Q'TY

DESIGNER

CHECKER

APP'D

DRW.NAME

DRW.FILE

NOTE

mm

1:1

WWE v01 20081014

√

Model No. : Juno SC
Part No. : 66400-00
FCC ID : JUP66400
IC : 1756A-66400
Input : DC 5V     2.6A (2600mA)

TN 630 Device Label - WWE

TTTTTYYWWXXXXX

(D)(C)(B)(A)

S/N Barcode: total is 14 numbers，code128

(A) TTTTT:
 Customer’s P/N last 5 No.，Juno SC: 66400-00 → 40000

(B) YY:
 Year, ext: 2008→08, 2009→09........... .

(C) WW: 
 Manufacture week.

(D) Serial No.: 
 From 00001~99999
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Made in Taiwan

TTTTTYYWWXXXXXS/N: 

QD ID : B014594
This device complies with part 15 of the FCC Rules.
Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and
(2) this device must accept any interference received, 

including interference that may cause undesired operation.

Fonts are 6.5P

Fonts are 4.7P/ Vertical 90%  
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