
L55BA-P01-J12206-V1.0

底色丝印颜色：白色
尺寸： 160*80mm R=0.5mm  材质：合成纸，背胶。

工艺参数：

V1.0

RP552H铭牌贴纸

內容丝印颜色：黑色

合成纸

型号、样式、电气参数、料号都是不变的，除非是不同的产品
制造日期、版本、序号是变化的，具体见右侧说明

打印文字颜色： 黑色

  贴纸需做成卷装来料，以便工厂打印
  所有内容由工厂打印
  做卷装出料时，为侧出料。
  贴纸间距： 左右间隔3mm, 跳距3mm

80mm

160mm

S/N 编码规则：

1. S/N的格式： ZZDMYXXXXXPPO
2. ZZ： 代表Product ID, L55BA 的代码是EI
3. D：代表 Day,  是指生产的日期， 按照以下编码原则进行（1-9 和A-Z，其中0、I、O、Q、U除外）
  例如： 1~9/A=10/B=11/C=12.........H=17 / I除外 / J=18.........Z=31
4. M： 代表月份，就是生产时所在的月份， 1=Jan. / 2=Feb.  ........9=Sept. /A=Oct. / B= Nov. / C=Dec.
5. Y: 代表年份（year code, 从2010年开始计算， A-Z 代表不同的年份（I、O、Q、U 除外）
   例如： A=10, B=11,C=12.....H=17,J=18......N=22,P=23,R=24,S=25,T=26,V=27....Z=31)
6. XXXXX: 序列号， 每天都需要重置，也就是每天都从00001-99999
7. PPO： 工厂代码：这个根据不同的供应商有不同的代码，固定不变的

8. 以2016年1月29日为例： L55BA在璨宇工厂生产的序列号就应该是： EIX1G0000103M

CVTE(中山)代码为： 02K
CVTE(佛山)代码为： 02Y
CVTE(广州)代码为： 03M

Rev 版本的编码规则：

   1. Rev. 的格式： HH-SSS-PT
   2. HH： 代表硬件的版本： 默认从00-ZZ，
   3. SSS： 软件的版本，默认从000-999， 取决与供应商内部软件的变更
   4. PT： P代表供应商、T代表面板的供应商， CVTE的代码是4， L55BA使用面板的代码是N， 

  综合以上信息： L55BA 第一次生产的版本是00-000-4N    

内容仅提供参考，具体内容需要根据客户的订单实际状况而定

Made in China/中國製造/Fabriqué en Chine

Apparatets stikprop skal tilsluttes en stikkontakt med jord,
som giver forbindelse til stikproppens jord

This device complies with Part 15 of the FCC Rules. Operation is subject to the 
following two conditions: (1) this device may not cause harmful interference, 
and (2) this device must accept any interference received, including interference 
that may cause undesired operation.

RP552H

January 2016

100-240V～ 50-60Hz, 2.0A

9H.F2FTC.DE2

00-000-4N

RP552H

EIX1G0000103M Model name Part number EAN code UPC code Factory code(工廠) Panel code(Panel maker)

RP750K 9H.F2KTC.DE2 471 8755 06279 7 8400460-3426-9 S (Samsung)

RP750 9H.F2JTC.DE2 471 8755 06275 9 8400460-3425-2 S (Samsung)

RP703 9H.F2VTC.DE2 471 8755 06360 2 8400460-3475-7 03M(璨宇)

03M(璨宇)

03M(璨宇)

N

RP653 9H.F2YTC.DE2 471 8755 06394 7 8400460-3478-8 03M(

RP552H 9H.F2FTC.DE2 471 8755 06486 9 8400460-3499-3

璨宇)

03M(璨宇)

N

N

9.5mm

7.0mm

7.86mm

7.0mm

4.82mm

7.0mm

6.78mm

7.0mm

FCC ID: JVPRP552



粘贴位置： 机器左后壳处

Made In China/中國製造/Fabriqué en Chine

This device complies with Part 15 if the FCC Rules. Operation is subject to the following two conditions: 
(1) this device may not cause harmful interference, and (2) this device must accept any interference 
received, including interference that may cause undesired operation.

FCC ID: JVPRP552

Made In China/中國製造/Fabriqué en Chine

Apparatets stikprop skal tilsluttes en stikkontakt med jord,
som giver forbindelse til stikproppens jord

This device complies with Part 15 of the FCC Rules. Operation is subject to the 
following two conditions: (1) this device may not cause harmful interference, 
and (2) this device must accept any interference received, including interference 
that may cause undesired operation.

RP552

September 2014

100-240V~, 50-60Hz, 1.9A

9H.F2FTC.RE2

00-000-4L

RP552

EI 45F0000102Y

FCC ID: JVPRP552

Made In China/中國製造/Fabriqué en Chine

Apparatets stikprop skal tilsluttes en stikkontakt med jord,
som giver forbindelse til stikproppens jord

This device complies with Part 15 of the FCC Rules. Operation is subject to the 
following two conditions: (1) this device may not cause harmful interference, 
and (2) this device must accept any interference received, including interference 
that may cause undesired operation.

RP552

September 2014

100-240V~, 50-60Hz, 1.9A

9H.F2FTC.RE2

00-000-4L

RP552

EI 45F0000102Y


