
Owner's/ Installation Manual

Rear view camera

Connect the camera

Maintenance
* Although this Rear View Camera requires little care, you can still maintain its condition and performance by following these steps:
* Occasionally clean the camera lens with damp soft cloth.
* Should you experience any problem with the camera please refer to the troubleshooting guide below prior to returning your camera

for repair.
* Note: The user should not attempt to service the unit beyond that described in the operating instructions. All other servicing should be
        referred to qualified personnel. 

Photosensitive module:   1/2.9  GC2063
Resolution:   2MP(1920*1080)/(1280*720)
Video frame rate: 1-25 frames
Ethernet:
Signal to noise ratio: ＞69db
Minimum illumination:   Day mode 1LUX, night vision mode 0.01LUX
Video output:   Easytool/EasyVMS client/mobile APP client
Motion Detection: Support
Capture function: 
Coding standard: G.711U

Operating Voltage.: DC12V-24V
Operating temperature: -20℃+70℃

Audio function:

Warranty and Support Information 
 Thanks for selecting our  product.

Please retain proof of purchases and warranty information. 

Product 
Serial No./Ex-fty date

Hardware Warranty
* Subject to the provisions described below, our product is protected for One year against defects in material and workmanship.
* Should a product fail to perform as described above within the warranted period, it will be repaired or replaced with the same or functionally

equivalent product by us.
* This warranty does not apply if , in the judgement of us, the product fails due to damage from shipment, handling, storage, accident,

abuse or misuse, or if it has been used or maintained in a manner not conforming to product manual instructions, has been modified in any way.
Repair by anyone other than us or an approved agent will void this warranty.
The maximum liability of our company under this warranty is limited to the purchase price of the product covered by the warranty.

* All defective products should be returned to our company with shipping charges prepaid. we will not accept collect shipments.

RJ-45 10M/100M adaptive

Specifications

Accessories
1xAntenna 1xUser manual

Support

Support



* This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These
limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates uses
and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to
radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause
harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to
try to correct the interference by one or more of the following measures:
-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.
This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) This device may not cause harmful interference, and (2) this device must accept any interference received, including interference that may
cause undesired operation.
Changes or modifications not expressly approved by the party responsible for compliance could void the user's authority to operate the
equipment

FCC Statement

The distance between user and products should be no less than 20cm
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