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TECHNICAL DATA 
● Electrical Properties                                         

Frequency Range     ：2.4∼2.5GHz 

    Impedance          ：50 Ohm nominal 

    VSWR             ：≦2.0 

    Gain               ：3dBi 

    Radiation           ：Omni 

    Polarization         ：Vertical 

    Electrical Wave      ：λ/4 Dipole  

    Connector          ：I-PEX

 

 

 

 

 

 

● Mechanical Properties                                  

Antenna Cover       ：PU 

Color              ：BLACK

Operation Temperature：－20℃∼＋60℃ 

Storage Temperature  ：-30℃∼＋75℃ 
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SPECIFICATION OF  
 

COAX 50 Ohms AWG32 
 CORE PTFE D=1.13 mm 
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I – Scope 
 
This specification presents a PTFE jacketed COAXIAL cable AWG32, 1.13 mm O.D.for internal wiring of 
electronic equipment, such as Computer / Notebook with wireless communication systems. 
 

II – Construction 

 
Item Unit Details  

Material - Silver Plated Copper  
Composition No./mm AWG32 or 7 x 0.079  

1-Inner Conductor 

Nom. O.D.  mm 0.237 
Material - Extruded PTFE 
Nom. O.D.  mm 0.68 

2-Dielectric 

Color - Natural 
Material - Tin Plated Copper  
Composition - Braided  Shield AWG44 

3-Outer Conductor  

Approx. O.D. mm 0.90 
Material - Extruded FEP 
O.D. (mm) mm 1.13±0.05 

5-Outer Jacket 

Color - P530738A^  
P530738A^V1 
P530738A^V2 

: Light Grey 
: Black 
: Dark Grey  

III – Characteristics 
 
Item Unit Nom. Value 
Inner Conductor resistance @20°C  Ω/km 525 max. 
Characteristic Impedance Ω  50 ± 2 
Capacitance PF/m 98 

@ 1.0 GHz 1.8 
@ 1.5 GHz 2.3 
@ 2.0 GHz 2.6 
@ 2.45 GHz 3.0 
@ 5.2 GHz 4.6 

Nom. Attenuation (dB/m) 

@ 5.8 GHz 5.0 
Temperature Rating °C 150 
Approx. Weight  g/m 3.5 
 












































