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Elements within red boxes are to be printed in
IDA-000107 BLACK on pre-printed label at the factory.
F7C028 *** Please try to use the same font and keep
WeMo MOTION SENSOR the printed element within the red boxes’
dimensions. ***

CERTIFICATION LABEL
56.600

REVISION: A0O DATE: 2011.11.28

REVISION NOTES:
A0O INITIAL RELEASE belkin.

wemo | ' WeMo ID: B.XXX
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Model: F7C028

For Indoor Use Only
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Hold Restcre button fo ‘
5 seconds while

inserting into socket. Input: 120V-~, 50mA, 60Hz
See User Guide.

Certified by CSA STD IEC E730-1
and C22.2 No. 42
. FCC ID: K7SF7C028
IE' G 3623 F1C028
[SSS RoHS Intertek Made inChina or

DES'GNER mw This device complies with Part 15 of the FCC Rules. Operation is subject to the following two

condtions: (1) this device may not cause hamful interference, and (2) this device must
‘acoept any interference received, including interference that may cause undesired operation.

ALL DIMENSIONS IN mm. @ @ @ @
SCALE 1:1

LABEL MATERIAL:
Mylar with Matte PP finish

ELEMENTS SHOWN IN DARK GRAY:
PANTONE 425C

ELEMENTS SHOWN IN LIGHT GRAY:
PANTONE COOL GRAY 1C

ELKIN CONFIDENTIAL
ELEMENTS SHOWN IN BLACK: ® CONFID

BLACK THIS DOCUMENT & THE INFORMATION CONTAINED THIS IS AN EDITABLE PDF DRAWING
CORPORATION AN MU NOT 3 comen oM ARTWORK TO PRINT ON LAYER ‘ARTWORK’
DO NOT MAKE CHANGES WITHOUT REPRODUCED OR USED IN ANY MANNER WITHOUT LABEL OUTLINES ON LAYER ‘LABEL OUTLINE’

THE WRITTEN CONSENT OF BELKIN CORPORATION.
PERMISSION FROM BELKIN IDG. IT MUST BE RETURNED UPON REQUEST.




