
Customizing TuneBase FM for your iPod

1. Identify your iPod. 2. Select correct cradle 
for your iPod. Cradles 
are marked in front 
with compatible iPod.

Car Installation
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IPOD: 4TH
Generation

IPOD: 5TH
Generation

Use pad:Ipod: Capacity:

40 Gig
60 Gig

60 Gig
80 Gig

20 Gig
30 Gig

30 Gig

7.101

5.98

5.98

5.98

3. Slide cradle into open 
slot in TuneBase FM 
until it latches in. 
Test-fi t your iPod.

4. Choose correct pad 
for your iPod. (iPod 
nano, skip to step 6).

5. Snap pad into place. 6. Test-fi t iPod. 1. Remove iPod and 
insert TuneBase FM 
into power outlet.

2. Insert iPod into 
TuneBase FM.

3. CLEARSCAN (Automatic 
frequency selection) 
Press “ClearScan”. 
TuneBase FM displays 
the best frequency.

4. Match frequency 
on car stereo.

5. Play music. 6. Manual Frequency 
Selection—Optional
(to select your own 
station for transmission)

7. Match station using up 
and down buttons.

8. Press and hold memory 
button for 3 seconds 
until you hear a beep.
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Start
Here

TuneBase™ FM for iPod
Quick Start Guide

Belkin Tech Support
US: 800-223-5546, ext. 2263

310-898-1100, ext. 2263
UK: 0845 607 77 87

Australia: 1800 235 546
New Zealand: 0800 235 546

Singapore: 800 616 1790 
Europe: www.belkin.com/support
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