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Belkin International, Inc. 
12045 East Waterfront Drive, Playa Vista, CA 90094   

Tel: 1-310-751-2816 / Fax: 1-310-751-5912 

Tune Up Procedure 

Date: 2012/12/13 
FEDERAL COMMUNICATIONS COMMISSION 

Authorization and Evaluation Division 

7435 Oaklamd Mills Road 

Columbia, MD 21046 

U.S.A. 

To whom it may concern, 

FCC ID: K7SF9L1106V2 
The output power setting of EUT is set in the factory and followed the max level in below.  

There is no tune up procedure except factory default setting.  

Target output power setting in factory:  

For DTS Band: 

2.4GHz Band: 

802.11b : 16.5dBm ± 1dB 

802.11g: 16dBm ± 1dB 

802.11n (20MHz): 18dBm ± 1dB 

802.11n (40MHz): 17.5dBm ± 1dB 

5GHz Band: 

802.11a: 15dBm ± 1dB 

802.11n (20MHz): 21dBm ± 1dB 

802.11n (40MHz): 20.5dBm ± 1dB 

802.11ac (20MHz): 21dBm ± 1dB 

802.11ac (40MHz): 20.5dBm ± 1dB 

802.11ac (80MHz): 20.5dBm ± 1dB 

For NII Band: 

802.11a: Band 1: 15dBm ± 1dB  

802.11n (20MHz): Band 1: 15dBm ± 1dB 

802.11n (40MHz): Band 1: 15dBm ± 1dB 

802.11ac (20MHz): Band 1: 15dBm ± 1dB 

802.11ac (40MHz): Band 1: 15dBm ± 1dB 

802.11ac (80MHz): Band 1: 14dBm ± 1dB 

 


