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BAR CODE PRINTS HERE

 MOD: RIG00-15265 REV: XXX
BOUNDARY PLUS  GEN2 RECEIVER

Material: PET
Color: White
Printing: Black
Process: Inkjet Printed
Coating: Anti-friction

RSC Part #: 402-15635
Description:  LABEL UNIT SERIAL BARCODE RIG00-15265
Created by: Kendy Lai
Initial Creation Date: DEC.18.2014 
Approved by: Kevin Tolliver  

Date Approved: 
Program used: ILLUSTRATOR CS6
Revision: 000 ECO: RSC11368
Revision Description: RELEASE TO PRODUCTION
Revision Date: N/A  

DEC.22.2014 

® 

VENDOR TO ADD (IF APPLICABLE)
1. SERIALIZED BARCODE.
2. VENDOR CODE BEFORE LABEL PN.
3. REV: XXX (XXX IS THE SKU# REVISION, IT SHOULD CHANGE EVERY TIME WHEN SKU BE ECO’D)

NOTE: 
1. SERIALIZED BARCODE DEFINED BY U000019.
2. BARCODE FORMAT IS CODE 128.
3. CE MARK AS PROVIDED BY THE EUROPEAN COMMISION.  A MIMIMUM HEIGHT OF 5mm IS REQUIRED. 
    CE MARK CONFORMITY MARKING SHALL BE IN ACCORDANCE WITH COUNCIL DECISION 93/465/EC.
3. MUST MEET ALL REQUIREMENTS OF RoHS DIRECTIVE 2002/95/EC AS AMENDED
4. SCALE: 1 TO 1.
5. FILLER CURVE: R=2MM (X4)

US Patents:
7046152, 7068174 , 7117822

7779788, 8047161, NZ578437
AU S2008205534, CAN2675582
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