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PRINT TEXT
PER NOTE 2.

NOTES:

 LABEL TYPE AND MATERIAL:1.
  TYPE:  ONE-COLOUR (BLACK TEXT ON WHITE BACKGROUND) PRINTED PAPER.
  FINISH:  CLEAR PLASTIC FILM SHALL BE LAMINATED TO TOP SURFACE.
  TOTAL THICKNESS (INCLUDING ADHESIVE):  0.10mm MIN - 0.12mm MAX.

LABEL SHALL BE PRINTED USING ARTWORK SUPPLIED FROM ADOBE ILLUSTRATOR2.
  FILE 8101-01414_RevA.ai, SUPPLIED SEPARATELY.
  NOTE: THE ABOVE ARTWORK FILE CONTAINS THE LABEL OUTLINE FOR REFERENCE. 
  THIS OUTLINE SHALL APPEAR ON THE FINAL PRINTED LABEL.

ADHESIVE: 3M TYPE 467 ADHESIVE SHALL BE APPLIED TO THE REAR FACE OF 3.
  THE LABEL. DO NOT SUBSTITUTE ANY OTHER TYPE OF ADHESIVE.

INCLUDING ADHESIVE
 MAX. (REF.)0.12

APPLY ADHESIVE TO REAR
FACE OF LABEL PER NOTE 3.
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