
CHANGE HSP SETTINGS

TX OUTPUT GAIN = 0 dB
TX BASEBAND GAIN = 3 dB

START 
CALIBRATION

CHANGE HSP SETTINGS

TX OUTPUT GAIN = 0 dB
TX BASEBAND GAIN = 0 dB

POWER > 30.0 dBm

FAIL DEVICE

SET HSP TO 
DEFAULT 
SETTINGS

MEASURE
TX POWER

POWER: 28.0 to 30.0 dBm

PASS DEVICE

CHANGE HSP SETTINGS

TX OUTPUT GAIN = 3 dB
TX BASEBAND GAIN = 3 dB

POWER < 28.0 dBm

MEASURE
TX POWER

CHANGE HSP SETTINGS

TX OUTPUT GAIN = 0 dB
TX BASEBAND GAIN = 6 dB

POWER < 28.0 dBm

MEASURE
TX POWER

CHANGE HSP SETTINGS

TX OUTPUT GAIN = -3 dB
TX BASEBAND GAIN = 0 dB

POWER > 30.0 dBm

DEFAULT HSP SETTINGS

TX OUTPUT GAIN = 3 dB
TX BASEBAND GAIN = 0 dB

MEASURE
TX POWER

POWER > 30.0 dBm

POWER > 30.0 dBm
OR

POWER < 28.0 dBm

POWER > 30.0 dBm
MEASURE
TX POWER

POWER < 28.0 dBm

POWER > 30.0 dBm
OR

POWER < 28.0 dBm

POWER: 26.0 to 28.0 dBm

FAIL DEVICE
DO NOT 

CALIBRATE

TX POWER?

POWER < 26.0 dBm

FAIL DEVICE

SET HSP TO 
DEFAULT 
SETTINGS

M90 Tuning Procedure for Transmit Output Power


