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RF Test Setup Photograph 

 

Description: Radiated Spurious Emission Test Setup for 9kHz - 30MHz 

For Wi-Fi 

 

Description: Radiated Spurious Emission Test Setup for 30MHz - 1GHz 

For Wi-Fi 
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Description: Radiated Spurious Emission Test Setup for 1GHz - 18GHz 

For Wi-Fi 

 

Description: Radiated Spurious Emission Test Setup for 18GHz - 26GHz 

For Wi-Fi 
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Description: Radiated Spurious Emission Test Setup for 9kHz - 30MHz 

For Co-location 

 

Description: Radiated Spurious Emission Test Setup for 30MHz - 1GHz 

For Co-location 

 

 



Report No.: 2110RSU051-UT 

 

4 of 7 

 

Description: Radiated Spurious Emission Test Setup for 1GHz - 18GHz 

For Co-location 

 

Description: Radiated Spurious Emission Test Setup for 18GHz - 26GHz 

For Co-location 
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 SAR Test Setup Photograph 

 

Description: Body Front position with 0mm gap 

 

Description: Body Back position with 0mm gap 
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Description: Body Left position with 0mm gap 

 

Description: Body Right position with 0mm gap 
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Description: Body Top position with 0mm gap 

 

Description: Body Bottom position with 0mm gap 

 

 

 

 


