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2.)

1.) Reference drawing: 6510-00067 for die cut and material
specifications.

For font types see below font size at vendor discretion. Vendor must choose
a size that is clear and readable by the human eye.

3.) Artwork should be centered top to bottom and
left to right on the label. See below for reference
of placing the artwork in relationship to the label.

4.) Artwork of the label should be oriented and
laid out like Detail A.
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FCC ID: LUBCRS002
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Cordless Ring Scanner
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Arial Black

Arial Bold

Place tolerance of the printing +/- 0.3

To be printed in NMP production
using (min. 300DPI) thermal transfer printer
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Code 128,(P/N and Revision)
type Auto, height at vendor discretion

Code 128,(Serial Number)
type Auto, height at vendor discretion

Serial Number Label
Code 128

Manufacturer
ID Label Area

6 Digit Increment Serial#
will be provided by Socket
Communications at the
Manufacturing StageYear(2 Digit#)

Week(2 Digit#)

S
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Revision placement holder.

See below for barcode info.

Placement holder should be replaced
with the Revision letter provided by
Socket Mobile.

01/26/09Tom Noggle

Revision placement holder.

See below for barcode info.

Placement holder should be replaced
with the Revision letter provided by
Socket Mobile.

See page 2 for dimension
specification for this symbol.
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