
Z-COM_XI-325H;  Flat (body) position; Frequency: 2462MHz (Antenna B)

Frequency: 2450 MHz; Crest factor: 1.0
Medium: Muscle 2450 MHz: σ = 2.03 mho/m εr = 51.4 ρ = 1.00 g/cm3

SAM Phantom; Flat Section; Position: (180°,180°)
Probe: ET3DV6 - SN1578; ConvF(4.10,4.10,4.10); 
SAR:Cube 5x5x7: Peak: 2.03   mW/g, SAR (1g): 1.05   mW/g, SAR (10g): 0.554  mW/g, (Worst-case extrapolation)
Penetration depth: 7.6 (7.0, 8.8) [mm]; Powerdrift: 0.01 dB
Coarse: Dx = 14.0, Dy = 14.0, Dz = 10.0

Ambient Temperature (degree C): 22.5
Liquid Temperature (degree C): 20.2

SAR
Tot

[mW/g]

1.14E-1

3.42E-1

5.71E-1

7.99E-1

1.03E+0
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COMPLIANCE CERTIFICATION SERVICES



Z-COM_XI-325H;  Flat (body) position; Frequency: 2462MHz (Antenna B)

Frequency: 2450 MHz; Crest factor: 1.0
Medium: Muscle 2450 MHz: σ = 2.03 mho/m εr = 51.4 ρ = 1.00 g/cm3

SAM Phantom;  Section; Position: 
Probe: ET3DV6 - SN1578; ConvF(4.10,4.10,4.10); 
SAR:: , , ()
Penetration depth: 7.7 (7.1, 8.9) [mm]; 
Z-Axis: Dx = 0.0, Dy = 0.0, Dz = 2.0

Ambient Temperature (degree C): 22.5
Liquid Temperature (degree C): 20.2
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COMPLIANCE CERTIFICATION SERVICES
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Z-COM_XI-325H;  Flat (body) position; Frequency: 2462MHz (Antenna B)

Frequency: 2450 MHz; Crest factor: 1.0
Medium: Muscle 2450 MHz: σ = 2.03 mho/m εr = 51.4 ρ = 1.00 g/cm3

SAM Phantom; Flat Section; Position: (90°,180°)
Probe: ET3DV6 - SN1578; ConvF(4.10,4.10,4.10); 
SAR:Cube 5x5x7: Peak: 2.57   mW/g, SAR (1g): 1.32   mW/g, SAR (10g): 0.681  mW/g, (Worst-case extrapolation)
Penetration depth: 7.4 (6.9, 8.5) [mm]; Powerdrift: 0.01 dB
Coarse: Dx = 14.0, Dy = 14.0, Dz = 10.0

Ambient Temperature (degree C): 22.5
Liquid Temperature (degree C): 20.1

SAR
Tot

[mW/g]

1.29E-1

3.88E-1

6.46E-1

9.04E-1

1.16E+0
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Z-COM_XI-325H;  Flat (body) position; Frequency: 2462MHz (Antenna B)

Frequency: 2450 MHz; Crest factor: 1.0
Medium: Muscle 2450 MHz: σ = 2.03 mho/m εr = 51.4 ρ = 1.00 g/cm3

SAM Phantom;  Section; Position: 
Probe: ET3DV6 - SN1578; ConvF(4.10,4.10,4.10); 
SAR:: , , ()
Penetration depth: 7.5 (6.9, 8.8) [mm]; 
Z-Axis: Dx = 0.0, Dy = 0.0, Dz = 2.0

Ambient Temperature (degree C): 22.5
Liquid Temperature (degree C): 20.1
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COMPLIANCE CERTIFICATION SERVICES
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