
 

                                    (Fig. 1)  FCC ID: MCLT77H566 

FCC LABEL LOCATION 
 
 
 

The label will be permanently affixed at a conspicuous location on the device. 
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Human readable:
All font:  2 pt,
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IC: XXXXX-XXXXXXX

FCC ID: MCLXXXXXXX

Model: T77H566
CCAIXXXXXXXXXX

XXX-XXXXXXR
XXXXXXXXX

MO
VVSS

3mm 3.2mm

4.Scannable
Barcode content:XXXXXXXXXXXX

2D barcode: Data Matrix ECC200 3*3 mm
WiFi MAC address,follow Foxconn standard 

2. MO is Foxconn MO,follow Foxconn standard

1. Module：T77H566，foxconn part number

3.VV:the engineering version
(refer to Foxconn label Rev column in the cover of the MFG document)

  SS:the version of A300/A400 product
(refer to Doc Rev.in the cover of MFG document)

Remark:
2MAC/Product,
odd number for Wifi MAC ,
even number for BT MAC (Namely wifi MAC +1=BT MAC).

Laser on the shielding:

IC: XXXXX-XXXXXXX

FCC ID: MCLXXXXXXX

Model: T77H566
CCAIXXXXXXXXXX

XXX-XXXXXXR
XXXXXXXXX
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eku
文字方塊
MCLT77H566

eku
文字方塊
2878D-T77H566

eku
文字方塊
MCLT77H566 

eku
文字方塊
2878D-T77H566
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