
SAR Test Report   
 

Report Format Version 5.0.0 Issued Date : Jan. 19, 2021 

Report No. : SFBEDW-WTW-P20110657    

    

 

Appendix D. Photographs of EUT and Setup 
 

The setup photographs for SAR testing are shown as follows. 
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<Photographs of EUT>  

Security 

  

Non-Security 
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<Antenna Location> 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The separation distance for antenna to edge: 

Antenna 
To Top Side 

(mm) 
To Bottom Side 

(mm) 
To Left Side 

(mm) 
To Right Side 

(mm) 

WWAN Ant 2.59 200.00 240.00 36.44 

WLAN Main Ant 0 2.00 200.00 110.00 164.00 

WLAN/BT Aux Ant 1 2.00 200.00 21.00 252.00 

 
 
 
 
 
  

Top Side 

Left Side 
Right Side 

Bottom Side 

<EUT Front View> 

WLAN/BT Aux Ant 1 

WLAN Main Ant 0 WWAN Ant  
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<Photographs of SAR Setup - Security> 

  

Body - Rear Face of EUT at 0 mm Body - Rear Face of EUT at 18 mm 

  

Body -  Rear Face Curve of EUT at 0 mm Body - Bottom Side of EUT at 0 mm 
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Body - Left Side of EUT at 0 mm Body - Right Side of EUT at 0 mm 

  

Body - Top Side of EUT at 0 mm Body - Top Side of EUT at 18 mm 
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<Photographs of SAR Setup – Non-Security> 

  

Body - Rear Face of EUT at 0 mm Body - Rear Face of EUT at 18 mm 

  

Body - Left Side of EUT at 0 mm Body - Right Side of EUT at 0 mm 
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Body - Top Side of EUT at 0 mm Body - Top Side of EUT at 18 mm 

 

 

Body - Bottom Side of EUT at 0 mm  

 
 




