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11. SETUP PHOTOS

ANTENNA PORT CONDUCTED RF MEASUREMENT SETUP

ANTENNA PORT CONDUCTED PHOTO
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RADIATED RF MEASUREMENT SETUP
EUT AT X POSITION

RADIATED FRONT PHOTO

| RADIATED CLOSE UP PHOTO |
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EUT AT Y POSITION

RADIATED FRONT PHOTO

RADIATED CLOSE UP PHOTO
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EUT AT Z POSITION —- WORST-CASE

RADIATED FRONT PHOTO

RADIATED CLOSE UP PHOTO

Page 81 of 82

COMPLIANCE CERTIFICATION SERVICES (UL CCS) FORM NO: CCSUP4701C
47173 BENICIA STREET, FREMONT, CA 94538, USA TEL: (510) 771-1000 FAX: (510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL CCS.



REPORT NO: 10J13451-1 DATE: OCTOBER 13, 2010
FCC ID: MCLWINB1 IC: 2878D-WINB1

POWERLINE CONDUCTED EMISSIONS MEASUREMENT SETUP

LINE CONDUCTED FRONT PHOTO

LINE CONDUCTED BACK PHOTO
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END OF REPORT
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