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Presenting the GSM/GPRS 

Wireless Portfolio!  Enfora’s 

Patent Pending case design 

enhances your Pocket PC or 

Palm PDA by giving you access 

to worldwide GSM networks. 

 
Here are just a few of the benefits 

of using Enfora’s GSM/GPRS 

Wireless Portfolio with your 

Pocket PC or PalmOne PDA: 

 
• Browse the internet, send and 

receive emails, communicate by 

instant message or SMS! 

 

• Make and receive calls using 

your PDA, just as you would 

from your phone. 

 

• InfraRed connection allows the 

Wireless Portfolio to work with 

a wide variety of PDA’s. 

 

• BVRP pocket PhoneTools 

provides easy set up and 

configuration with the majority 

of worldwide carrier settings 

already preconfigured. 
 

• Integrated battery provides 

extended wireless data useage. 
 

• Handy carrying a case protects 

your PDA. 

 
Call your Enfora representative 

today or visit our website below.  
 

 

ENFORA L.P. 661 E 18th STREET PLANO, TEXAS 75074                     MAIN NUMBER: 972-633-4400 FAX: 972-633-4444 
 www.enfora.com 

GPRS Packet Data 

Environment Certifications 

Part Numbers 

Interface:     InfraRed (IRDa) 

L x W x H:   6.0 x 4.0 x 1.75 in (Closed) 

Case:            Durable Mesh/Leather 

Wireless: GSM/GPRS 

Operating System Support:  PPC2000, 

 PPC2002, PPC2003, Palm OS 4.0 

 

Utilizes BVRP pocket PhoneTools PPC 

Software for access to: 

    Dialer, Internet Explorer, SMS Manager,  

    Instant Messenger and Phone Book. 

 

FCC:  Part 15, 22 &24 

GCF:  Version 3.11.1 

PTCRB:  Version 2.9.1 

Industry Canada 

- Power ON 

- Activity/Registration 

Operating: -10°C to 55°C 

Storage  -20°C to 70°C 

Humidity: Up to 90% non-

condensing 

SIM Access: External 

GSM Antenna: Internal 

LED:  2 Status Indicators 

Audio:  Headset Connector, 

2.5mm 

GSM3208 

Power 

Internal:               650 maH LiPolymer                      

                            Battery, Rechargable: 

Typical Data Usage     24Hours 

Talk Time          3 Hours 

Standby                          5 Days 
 

SIM Card/Interface/I/O 

Status Indicators 

System Information 

 

 

 

GSM/ GPRS Wireless 

Portfolio 

Application Interface 

 

RADIO PERFORMANCE 

Radio Frequency:    850/900/1800/1900 

Sensitivity:    -106 dB(Typical) 

Transmit Power:     Class 4 (2W) 

                                Class 2 (1W) 

Multislot Class:       MS-8 

 
DATA TRANSFER 

Protocol:     GPRS Release 99 & 97 

Coding Scheme:      CS1-CS4 

Packet Channel:       PBCCH/PCCCH 

 
GSM FUNCTIONALITY 

Voice:                       Full Rate, Enhanced full 

                                  rate, and half rate 

CS Data:                   Asynchronous, trans- 

                                  Parent, and non trans- 

                                  Parent to 9.6 KB 

GSM/SMS:               Text, PDU, MO/MT 

 
 

7/8/04 


