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Appendix B. Test Photos 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  
 
 
 

Report No.: FR072101 
 

FCC ID: MQ4WR5560 Page No. : 2 of 10 
    
 

1. Photographs of Conducted Emissions Test Configuration 

Test Mode: Mode 2 with Dipole Antenna 

FRONT VIEW 

 

REAR VIEW 
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Test Mode: Mode 4 with PIFA antenna 
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2. Photographs of Radiated Emissions Test Configuration 

<For WLAN Function>: 

Test Configuration: 9kHz ~30MHz  
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<For WLAN Function>: 

Test Configuration: 30MHz~1GHz / CTX / Mode 1 with Dipole Antenna 
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<For WLAN Function>: 

Test Configuration: 30MHz~1GHz / CTX / Mode 3 with PIFA Antenna 
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<For WLAN Function>:  

Test Configuration: Above 1GHz / Mode 2 with Dipole Antenna 
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Test Configuration: Above 1GHz / Mode 3 with PIFA Antenna 
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<For Co-Location >:  

Mode 1 with Dipole Antenna 
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Mode 2 with PIFA Antenna 

FRONT VIEW 

 

REAR VIEW 

 
 


