
Appendix D. Photographs of EUT and Setup 
 

The setup photographs for SAR testing are shown as follows. 
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<Photographs of EUT> 
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<Antenna Location> 

 

 

 
 

 

 

The separation distance for antenna to edge: 

Antenna 
Antenna 
Function 

To Top Side 
(mm) 

To Bottom Side 
(mm) 

To Left Side 
(mm) 

To Right Side 
(mm) 

Ant 0 WWAN 128 0 49 0 

Ant 1 WWAN 172 0 0 49 

Ant 2 WWAN 0 172 12 10.5 

Ant 3 WLAN  0 150 0 65 

Ant 4 WLAN  0 149 66 0 

Ant 5 WWAN 15.5 147 3.5 64 

Ant 6 WLAN 75.5 78.5 60 0 

Ant 7 WWAN 154 7 6 53.5 

Ant 8 WWAN 115 35 0 71.5 

Ant 9 WWAN 28 122.5 0 71.5 

Ant 10 WWAN 90 70.5 67.5 5 

Ant 11 WWAN 102 59 0 71.5 

 

 
  

EUT Top Side 
 

EUT Left Side EUT Right Side 

EUT Bottom Side 

<EUT Rear View> 
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<Photographs of SAR Setup> 

  

Head - Right Cheek Head - Right Tilted 

  

Head - Left Cheek Head - Left Tilted 
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Body - Front Face of EUT at 10 mm Body - Rear Face of EUT at 10 mm 

  

Body - Left Side of EUT at 10 mm Body - Right Side of EUT at 10 mm 

  

Body - Top Side of EUT at 10 mm Body - Bottom Side of EUT at 10 mm 
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Body - Front Face of EUT at 0 mm Body - Rear Face of EUT at 0 mm 

  

Body - Left Side of EUT at 0 mm Body - Right Side of EUT at 0 mm 

  

Body - Top Side of EUT at 0 mm Body - Bottom Side of EUT at 0 mm 
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Body - Front Face of EUT at 15 mm Body - Rear Face of EUT at 15 mm 

 




