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Appendix D. Photographs of EUT and Setup 
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<Photographs of EUT> 

<Antenna Location> 

The separation distance for antenna to edge: 

Antenna 
To Top Side 

(mm) 
To Bottom Side 

(mm) 
To Left Side 

(mm) 
To Right Side 

(mm) 

WWAN 175 1.37 3 39.2 

WLAN / BT 1.28 175 1.3 68.21 

Note:  

Since the technical document related to the design of proximity sensor and power reduction is confidential, the detail 

is described in the separate document, not in this SAR report, and please refers to the technical documents as “The 

Proximity Sensor Technical Description” for the details. 

P-sensor 
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EUT Bottom Side 

EUT Right Side EUT Left Side 
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<EUT Rear View> 

WWAN Antenna 
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<Photographs of SAR Setup> 

Right Cheek Right Tilted 

Left Cheek Left Tilted 

Rear Face of EUT with 0 cm Gap Rear Face of EUT with 1 cm Gap 
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Left Side of EUT with 0 cm Gap Left Side of EUT with 1 cm Gap 

Right Side of EUT with 0 cm Gap Top Side of EUT with 0 cm Gap 

Bottom Side of EUT with 0 cm Gap Bottom Side of EUT with 0.4 cm Gap 




