
Date/Time: 4/11/2007 9:47:19 AM

Test Laboratory: Compliance Certification Services 

Cell Band 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.955 mho/m; εr = 52.7; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Primary Landscape - 1xRTT - M ch/Area Scan (7x21x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.014 mW/g 
 
Primary Landscape - 1xRTT - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 2.41 V/m; Power Drift = 0.160 dB 
Peak SAR (extrapolated) = 0.019 W/kg 
SAR(1 g) = 0.013 mW/g; SAR(10 g) = 0.011 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.013 mW/g 



Date/Time: 4/11/2007 10:21:23 AM

Test Laboratory: Compliance Certification Services 

Cell Band 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.955 mho/m; εr = 52.7; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Primary Landscape - 1xEVDO Rel 0 - M ch/Area Scan (6x11x1): Measurement grid: dx=15mm, 
dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.012 mW/g 
 
Primary Landscape - 1xEVDO Rel 0 - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 
dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 2.39 V/m; Power Drift = 0.166 dB 
Peak SAR (extrapolated) = 0.017 W/kg 
SAR(1 g) = 0.013 mW/g; SAR(10 g) = 0.010 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.013 mW/g 



Date/Time: 4/11/2007 10:43:13 AM

Test Laboratory: Compliance Certification Services 

Cell Band 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.955 mho/m; εr = 52.7; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Primary Landscape - 1xEVDO Rev A - M ch/Area Scan (6x11x1): Measurement grid: dx=15mm, 
dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.013 mW/g 
 
Primary Landscape - 1xEVDO Rev A - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 
dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 2.33 V/m; Power Drift = 0.190 dB 
Peak SAR (extrapolated) = 0.016 W/kg 
SAR(1 g) = 0.013 mW/g; SAR(10 g) = 0.011 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 



Date/Time: 4/11/2007 11:43:17 AM

Test Laboratory: Compliance Certification Services 

Cell Band 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.955 mho/m; εr = 52.7; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Primary Portriat - 1xRTT - M ch/Area Scan (7x21x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.046 mW/g 
 
Primary Portriat - 1xRTT - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 1.56 V/m; Power Drift = -0.162 dB 
Peak SAR (extrapolated) = 0.079 W/kg 
SAR(1 g) = 0.043 mW/g; SAR(10 g) = 0.025 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.047 mW/g 



Date/Time: 4/11/2007 12:10:02 PM

Test Laboratory: Compliance Certification Services 

Cell Band 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.955 mho/m; εr = 52.7; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Primary Portriat - 1xEVDO Rel 0 - M ch/Area Scan (7x11x1): Measurement grid: dx=15mm, 
dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.043 mW/g 
 
Primary Portriat - 1xEVDO Rel 0 - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 
dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 6.83 V/m; Power Drift = -0.134 dB 
Peak SAR (extrapolated) = 0.070 W/kg 
SAR(1 g) = 0.039 mW/g; SAR(10 g) = 0.023 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.042 mW/g 



Date/Time: 4/11/2007 12:29:16 PM

Test Laboratory: Compliance Certification Services 

Cell Band 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.955 mho/m; εr = 52.7; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Primary Portriat - 1xEVDO Rev A - M ch/Area Scan (7x11x1): Measurement grid: dx=15mm, 
dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.049 mW/g 
 
Primary Portriat - 1xEVDO Rev A - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 
dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 7.39 V/m; Power Drift = -0.170 dB 
Peak SAR (extrapolated) = 0.088 W/kg 
SAR(1 g) = 0.045 mW/g; SAR(10 g) = 0.027 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 



Date/Time: 4/11/2007 1:59:23 PM

Test Laboratory: Compliance Certification Services 

Cell Band 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.955 mho/m; εr = 52.7; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Secondary Portriat - 1xRTT - M ch/Area Scan (7x23x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.198 mW/g 
 
Secondary Portriat - 1xRTT - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 5.80 V/m; Power Drift = 0.183 dB 
Peak SAR (extrapolated) = 0.273 W/kg 
SAR(1 g) = 0.189 mW/g; SAR(10 g) = 0.130 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.201 mW/g 



Date/Time: 4/11/2007 2:30:07 PM

Test Laboratory: Compliance Certification Services 

Cell Band 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.955 mho/m; εr = 52.7; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Secondary Portriat - 1xEVDO Rel 0 - M ch/Area Scan (7x15x1): Measurement grid: dx=15mm, 
dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.189 mW/g 
 
Secondary Portriat - 1xEVDO Rel 0 - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 
dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 5.73 V/m; Power Drift = 0.168 dB 
Peak SAR (extrapolated) = 0.252 W/kg 
SAR(1 g) = 0.177 mW/g; SAR(10 g) = 0.123 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.185 mW/g 



Date/Time: 4/11/2007 2:54:52 PM

Test Laboratory: Compliance Certification Services 

Cell Band 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.955 mho/m; εr = 52.7; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Secondary Portriat - 1xEVDO Rev A - M ch/Area Scan (7x15x1): Measurement grid: dx=15mm, 
dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.186 mW/g 
 
Secondary Portriat - 1xEVDO Rev A - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 
dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 5.81 V/m; Power Drift = 0.197 dB 
Peak SAR (extrapolated) = 0.253 W/kg 
SAR(1 g) = 0.177 mW/g; SAR(10 g) = 0.123 mW/g 
 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.185 mW/g 



Date/Time: 4/11/2007 5:00:41 PM

Test Laboratory: Compliance Certification Services 

Cell Band -Lap held position 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.955 mho/m; εr = 52.7; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Lap-held - 1xRTT - M ch/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.305 mW/g 
 
Lap-held - 1xRTT - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, 
dz=5mm 
Reference Value = 8.41 V/m; Power Drift = 0.144 dB 
Peak SAR (extrapolated) = 0.439 W/kg 
SAR(1 g) = 0.297 mW/g; SAR(10 g) = 0.199 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.318 mW/g 

0 dB = 0.318mW/g



Date/Time: 4/11/2007 7:16:41 PM

Test Laboratory: Compliance Certification Services 

Cell Band -Lap held position 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 824.7 MHz;Duty Cycle: 1:1 
Medium parameters used: f = 825 MHz; σ = 0.943 mho/m; εr = 52.8; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Lap-held - 1xEVDO Rel - 0 - L ch/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 0.332 mW/g 
 
Lap-held - 1xEVDO Rel - 0 - L ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 8.16 V/m; Power Drift = -0.076 dB 
Peak SAR (extrapolated) = 0.446 W/kg 
SAR(1 g) = 0.302 mW/g; SAR(10 g) = 0.200 mW/g 
Maximum value of SAR (measured) = 0.323 mW/g 

0 dB = 0.323mW/g



Date/Time: 4/11/2007 5:58:03 PM

Test Laboratory: Compliance Certification Services 

Cell Band -Lap held position 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.955 mho/m; εr = 52.7; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Lap-held - 1xEVDO Rel - 0 - M ch/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.285 mW/g 
 
Lap-held - 1xEVDO Rel - 0 - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 7.36 V/m; Power Drift = 0.116 dB 
Peak SAR (extrapolated) = 0.459 W/kg 
SAR(1 g) = 0.307 mW/g; SAR(10 g) = 0.201 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.331 mW/g 

0 dB = 0.331mW/g



Date/Time: 4/11/2007 6:16:17 PM

Test Laboratory: Compliance Certification Services 

Cell Band -Lap held position 

DUT: Think Pad X61 Tablet; Type: Tablet; Serial: N/A 

Communication System: CDMA; Frequency: 836.52 MHz;Duty Cycle: 1:1 

Lap-held - 1xEVDO Rel - 0 - M ch/Z Scan (1x1x41): Measurement grid: dx=20mm, dy=20mm, 
dz=2.5mm 
 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.225 mW/g 



Date/Time: 4/11/2007 7:49:16 PM

Test Laboratory: Compliance Certification Services 

Cell Band -Lap held position 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 848.31 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 848.31 MHz; σ = 0.965 mho/m; εr = 52.6; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Lap-held - 1xEVDO Rel - 0 - H ch/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.224 mW/g 
 
Lap-held - 1xEVDO Rel - 0 - H ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 6.38 V/m; Power Drift = 0.132 dB 
Peak SAR (extrapolated) = 0.349 W/kg 
SAR(1 g) = 0.232 mW/g; SAR(10 g) = 0.150 mW/g 
 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.251 mW/g 

0 dB = 0.251mW/g



Date/Time: 4/11/2007 8:20:29 PM

Test Laboratory: Compliance Certification Services 

Cell Band -Lap held position 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.955 mho/m; εr = 52.7; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Lap-held - 1xEVDO Rel - 0 - M ch (Co-Tx w BT)/Area Scan (9x15x1): Measurement grid: 
dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.274 mW/g 
 
Lap-held - 1xEVDO Rel - 0 - M ch (Co-Tx w BT)/Zoom Scan (5x5x7)/Cube 0: Measurement 
grid: dx=7.5mm, dy=7.5mm, dz=5mm 
Reference Value = 7.35 V/m; Power Drift = 0.182 dB 
Peak SAR (extrapolated) = 0.420 W/kg 
SAR(1 g) = 0.280 mW/g; SAR(10 g) = 0.184 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.302 mW/g 

0 dB = 0.302mW/g



Date/Time: 4/11/2007 6:36:14 PM

Test Laboratory: Compliance Certification Services 

Cell Band -Lap held position 

DUT: Think Pad X61 Tablet; Type: Tablet;Serial: N/A 

Communication System: CDMA;Frequency: 836.52 MHz;Duty Cycle: 1:1 
Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.955 mho/m; εr = 52.7; ρ = 1000 kg/m3  
Phantom section: Flat Section  
 
Room AmbientTemperature: 22.0deg. C; Liquid Temperature: 21.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  witha peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn427; Calibrated: 11/16/2006 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1003 
- Measurement SW: DASY4, V4.7 Build 53; Postprocessing SW: SEMCAD, V1.8 Build 172 

Lap-held - 1xEVDO Rev A - M ch/Area Scan (9x15x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.230 mW/g 
 
Lap-held - 1xEVDO Rev A - M ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 6.85 V/m; Power Drift = -0.252 dB 
Peak SAR (extrapolated) = 0.333 W/kg 
SAR(1 g) = 0.223 mW/g; SAR(10 g) = 0.147 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.240 mW/g 

0 dB = 0.240mW/g




