
Date/Time: 12/19/2006 11:53:55 AM

Test Laboratory: Compliance Certification Services 

Host # 1 Toshiba PSAA8U-14N02K 

DUT: Sierra Wireless ; Type: AirCard 597E; Serial: 01829 

Communication System: CDMA; Frequency: 824.7 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 825 MHz; σ = 0.943 mho/m; εr = 53; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 1; Type: SAM 1; Serial: 1185 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

 
d=18mm, 1xRtt, L-Ch/Area Scan (11x7x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 0.638 mW/g 
 
d=18mm, 1xRtt, L-Ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm
Reference Value = 25.6 V/m; Power Drift = -0.246 dB 
Peak SAR (extrapolated) = 0.884 W/kg 
SAR(1 g) = 0.630 mW/g; SAR(10 g) = 0.441 mW/g 
Maximum value of SAR (measured) = 0.675 mW/g 



Date/Time: 12/19/2006 11:12:43 AM

Test Laboratory: Compliance Certification Services 

Host # 1 Toshiba PSAA8U-14N02K 

DUT: Sierra Wireless ; Type: AirCard 597E; Serial: 01829 

Communication System: CDMA; Frequency: 836.52 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.956 mho/m; εr = 52.8; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 1; Type: SAM 1; Serial: 1185 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

 
d=18mm, 1xRtt, M-Ch/Area Scan (11x7x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.775 mW/g 
 
d=18mm, 1xRtt, M-Ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm
Reference Value = 28.1 V/m; Power Drift = -0.107 dB 
Peak SAR (extrapolated) = 1.000 W/kg 
SAR(1 g) = 0.725 mW/g; SAR(10 g) = 0.514 mW/g 
 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.767 mW/g 



Date/Time: 12/19/2006 12:42:44 PM

Test Laboratory: Compliance Certification Services 

Host # 1 Toshiba PSAA8U-14N02K 

DUT: Sierra Wireless ; Type: AirCard 597E; Serial: 01829 

Communication System: CDMA; Frequency: 848.31 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 848.31 MHz; σ = 0.966 mho/m; εr = 52.7; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 1; Type: SAM 1; Serial: 1185 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

d=18mm, 1xRtt, Hi-Ch/Area Scan (11x7x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.667 mW/g 
 
d=18mm, 1xRtt, Hi-Ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, dz=5mm
Reference Value = 25.4 V/m; Power Drift = 0.035 dB 
Peak SAR (extrapolated) = 0.857 W/kg 
SAR(1 g) = 0.637 mW/g; SAR(10 g) = 0.452 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.678 mW/g 



Date/Time: 12/19/2006 9:40:14 AM

Test Laboratory: Compliance Certification Services 

Host # 1 Toshiba PSAA8U-14N02K 

DUT: Sierra Wireless ; Type: AirCard 597E; Serial: 01829 

Communication System: CDMA; Frequency: 824.7 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 825 MHz; σ = 0.943 mho/m; εr = 53; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 1; Type: SAM 1; Serial: 1185 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

d=18mm, 1xEv-DO Rev A, L-Ch/Area Scan (11x7x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 0.682 mW/g 
 
d=18mm, 1xEv-DO Rev A, L-Ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 26.0 V/m; Power Drift = -0.147 dB 
Peak SAR (extrapolated) = 0.915 W/kg 
SAR(1 g) = 0.668 mW/g; SAR(10 g) = 0.472 mW/g 
Maximum value of SAR (measured) = 0.713 mW/g 



Date/Time: 12/19/2006 9:28:44 AM

Test Laboratory: Compliance Certification Services 

Host # 1 Toshiba PSAA8U-14N02K 

DUT: Sierra Wireless ; Type: AirCard 597E; Serial: 01829 

Communication System: CDMA; Frequency: 836.52 MHzFrequency: 824.7 MHz;Duty Cycle: 1:1 

d=18mm, 1xEv-DO Rev A, M-Ch/Z Scan (1x1x41): Measurement grid: dx=20mm, dy=20mm, dz=2.5mm
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.697 mW/g 
 
d=18mm, 1xEv-DO Rev A, L-Ch/Z Scan (1x1x41): Measurement grid: dx=20mm, dy=20mm, dz=2.5mm 
Maximum value of SAR (measured) = 0.496 mW/g 



Date/Time: 12/19/2006 9:16:33 AM

Test Laboratory: Compliance Certification Services 

Host # 1 Toshiba PSAA8U-14N02K 

DUT: Sierra Wireless ; Type: AirCard 597E; Serial: 01829 

Communication System: CDMA; Frequency: 836.52 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.956 mho/m; εr = 52.8; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 1; Type: SAM 1; Serial: 1185 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

 
d=18mm, 1xEv-DO Rev A, M-Ch/Area Scan (11x7x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.979 mW/g 
 
d=18mm, 1xEv-DO Rev A, M-Ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 31.5 V/m; Power Drift = -0.175 dB 
Peak SAR (extrapolated) = 1.22 W/kg 
SAR(1 g) = 0.928 mW/g; SAR(10 g) = 0.697 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.969 mW/g 



Date/Time: 12/19/2006 10:24:01 AM

Test Laboratory: Compliance Certification Services 

Host # 1 Toshiba PSAA8U-14N02K 

DUT: Sierra Wireless ; Type: AirCard 597E; Serial: 01829 

Communication System: CDMA; Frequency: 848.31 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 848.31 MHz; σ = 0.966 mho/m; εr = 52.7; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 1; Type: SAM 1; Serial: 1185 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

 
d=18mm, 1xEv-DO Rev A, H-Ch/Area Scan (11x7x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.757 mW/g 
 
d=18mm, 1xEv-DO Rev A, H-Ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, 
dy=7.5mm, dz=5mm 
Reference Value = 27.6 V/m; Power Drift = 0.395 dB 
Peak SAR (extrapolated) = 0.976 W/kg 
SAR(1 g) = 0.709 mW/g; SAR(10 g) = 0.499 mW/g 
 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.756 mW/g 



Date/Time: 12/19/2006 1:46:12 PM

Test Laboratory: Compliance Certification Services 

Host # 2 HP Pavilion dv8000 

DUT: Sierra Wireless ; Type: AirCard 597E; Serial: 01829 

Communication System: CDMA; Frequency: 836.52 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.956 mho/m; εr = 52.8; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 1; Type: SAM 1; Serial: 1185 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

d=19 mm, 1xRtt, M-Ch/Area Scan (11x7x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.834 mW/g 
 
d=19 mm, 1xRtt, M-Ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, 
dz=5mm 
Reference Value = 28.0 V/m; Power Drift = -0.169 dB 
Peak SAR (extrapolated) = 1.02 W/kg 
SAR(1 g) = 0.736 mW/g; SAR(10 g) = 0.521 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.773 mW/g 



Date/Time: 12/19/2006 2:45:51 PM

Test Laboratory: Compliance Certification Services 

Host # 2 HP Pavilion dv8000 

DUT: Sierra Wireless ; Type: AirCard 597E; Serial: 01829 

Communication System: CDMA; Frequency: 824.7 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 825 MHz; σ = 0.943 mho/m; εr = 53; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 1; Type: SAM 1; Serial: 1185 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

d=19 mm, 1xEv-Do, L-Ch/Area Scan (11x7x1): Measurement grid: dx=15mm, dy=15mm 
Maximum value of SAR (measured) = 0.747 mW/g 
 
d=19 mm, 1xEv-Do, L-Ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, 
dz=5mm 
Reference Value = 26.7 V/m; Power Drift = 0.005 dB 
Peak SAR (extrapolated) = 0.915 W/kg 
SAR(1 g) = 0.676 mW/g; SAR(10 g) = 0.483 mW/g 
Maximum value of SAR (measured) = 0.718 mW/g 



Date/Time: 12/19/2006 2:25:19 PM

Test Laboratory: Compliance Certification Services 

Host # 2 HP Pavilion dv8000 

DUT: Sierra Wireless ; Type: AirCard 597E; Serial: 01829 

Communication System: CDMA; Frequency: 836.52 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.956 mho/m; εr = 52.8; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 1; Type: SAM 1; Serial: 1185 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

d=19 mm, 1xEv-Do, M-Ch/Area Scan (11x7x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.794 mW/g 
 
d=19 mm, 1xEv-Do, M-Ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, 
dz=5mm 
Reference Value = 28.3 V/m; Power Drift = 0.465 dB 
Peak SAR (extrapolated) = 1.17 W/kg 
SAR(1 g) = 0.817 mW/g; SAR(10 g) = 0.556 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.896 mW/g 



Date/Time: 12/19/2006 3:10:37 PM

Test Laboratory: Compliance Certification Services 

Host # 2 HP Pavilion dv8000 

DUT: Sierra Wireless ; Type: AirCard 597E; Serial: 01829 

Communication System: CDMA; Frequency: 848.31 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 848.31 MHz; σ = 0.966 mho/m; εr = 52.7; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 1; Type: SAM 1; Serial: 1185 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

d=19 mm, 1xEv-Do, H-Ch/Area Scan (11x7x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.846 mW/g 
 
d=19 mm, 1xEv-Do, H-Ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, 
dz=5mm 
Reference Value = 28.2 V/m; Power Drift = 0.234 dB 
Peak SAR (extrapolated) = 1.10 W/kg 
SAR(1 g) = 0.798 mW/g; SAR(10 g) = 0.564 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.852 mW/g 



Date/Time: 12/20/2006 10:27:27 AM

Test Laboratory: Compliance Certification Services 

Host # 3 Sony VGN-C140G 

DUT: Sierra Wireless ; Type: AirCard 597E; Serial: 01829 

Communication System: CDMA; Frequency: 836.52 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.954 mho/m; εr = 52.6; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 1; Type: SAM 1; Serial: 1185 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

d=19.5 mm, 1xRtt, M-Ch/Area Scan (11x7x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.651 mW/g 
 
d=19.5 mm, 1xRtt, M-Ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, 
dz=5mm 
Reference Value = 25.0 V/m; Power Drift = -0.229 dB 
Peak SAR (extrapolated) = 0.806 W/kg 
SAR(1 g) = 0.583 mW/g; SAR(10 g) = 0.414 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.616 mW/g 



Date/Time: 12/20/2006 9:48:17 AM

Test Laboratory: Compliance Certification Services 

Host # 3 Sony VGN-C140G 

DUT: Sierra Wireless ; Type: AirCard 597E; Serial: 01829 

Communication System: CDMA; Frequency: 836.52 MHz;Duty Cycle: 1:1 

Medium parameters used (interpolated): f = 836.52 MHz; σ = 0.954 mho/m; εr = 52.6; ρ = 1000 kg/m3  

Phantom section: Flat Section  
 
Room Ambient Temperature: 23.0deg. C; Liquid Temperature: 22.0 deg. C 
 
DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Probe: EX3DV4 - SN3552; ConvF(9.57, 9.57, 9.57); Calibrated: 5/30/2006 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 SN558; Calibrated: 1/20/2006 
- Phantom: SAM 1; Type: SAM 1; Serial: 1185 
- Measurement SW: DASY4, V4.7 Build 44; Postprocessing SW: SEMCAD, V1.8 Build 171 

 
d=19.5 mm, 1xEv-Do, M-Ch/Area Scan (11x7x1): Measurement grid: dx=15mm, dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.649 mW/g 
 
d=19.5 mm, 1xEv-Do, M-Ch/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=7.5mm, dy=7.5mm, 
dz=5mm 
Reference Value = 24.6 V/m; Power Drift = -0.026 dB 
Peak SAR (extrapolated) = 0.795 W/kg 
SAR(1 g) = 0.579 mW/g; SAR(10 g) = 0.408 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.623 mW/g 


