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2. Specification

. Product Number : VM501-

. Version : 1.0

Electrical Character

. Frequency (MHz) : 2400-5

. S.W.R. : <= 2.5  
Effi i 61 9 % @ 2 4G. Efficiency : 61.9 % @ 2.4G

62.5 % @ 5GH
. Peak Gain : 6.7dBi @ 2.4G

5.1dBI @ 5G
. Impedance : 50 ohm

Polarization : Linear. Polarization : Linear

Mechanical Charact

. Cable / Connector : O.D. 1
Cover Material :PCB. Cover Material :PCB

. Material : RoHS Compatib
RoHS 2011/65/E

Environmental Cond

. Operation Temperature : -

. Storage Temperature : -30

-00300-00-0

ristics

5850 MHz

GHGHz
Hz
GHz
Hz

teristics

1.13mm / IPEX

ble / 
EU with IEC 62321:2008 Method 

dition

-30 ~ +65 ºC
0 ~ +75 ºC
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3.  SWR Test Data
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4. Gain / Efficiency Tes

Frequency 
(MHz)

2400 2437 2450 2484 2500

Peak Gain 
(dBi)

6.19 6.79 6.91 6.92 6.80 
( )

Directivity 
(dBi)

8.47 8.79 8.84 8.95 8.97 

Efficiency 
(dB)

-2.28 -2.00 -1.93 -2.03 -2.17 

Efficiency 
(%)

59.15 63.05 64.09 62.72 60.70 

st Data

5150 5250 5350 5470 5600 5725 5850

3.44 4.12 5.07 5.65 6.71 5.29 5.55 

5.72 6.14 6.61 7.30 8.39 8.18 7.91 

-2.29 -2.02 -1.55 -1.65 -1.68 -2.89 -2.36 

59.06 62.74 70.02 68.32 67.90 51.42 58.04 
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Radiation PatternWiFi Main

2400 MHz 2450 MHz 2500 MHz

5150 MHz 5350 MHz 5850 MHz




