
 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.20

#13_WLAN5.5GHz_802.11n-HT40 MCS0_Left Tilted_0mm_Ch126 

 
 

  
 

 
     
   
   
   
 

                                

Communication System: UID 0, WIFI (0); Frequency: 5630 MHz;Duty Cycle: 1:1.054
Medium: HSL_5000 Medium parameters used: f = 5630 MHz;

 

σ

 

=

 

5.023 S/m;

 

εr

 

= 35.701;

 

ρ

 

=

 

1000

 

kg/m3

Ambient Temperature：23.4

 

℃;  Liquid Temperature：22.6

 

℃

DASY5 Configuration:
-

 

Probe: EX3DV4

 

-

 

SN3857; ConvF(5.04, 5.04, 5.04); Calibrated: 2017.5.26;
-

 

Sensor-Surface: 1.4mm (Mechanical Surface Detection)
-

 

Electronics: DAE4 Sn1210; Calibrated: 2017.5.25
-

 

Phantom: SAM2; Type: SAM; Serial: TP-1644
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
 

 
 

 
 

 
 

   

Ch126/Area Scan (91x101x1):

 

Interpolated grid: dx=1.000 mm, dy=1.000 mm

 

Maximum value of SAR (interpolated) = 2.04 W/kg

Ch126/Zoom Scan (7x7x7)/Cube 0:

 

Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 8.073 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 4.10 W/kg
SAR(1 g) = 0.758 W/kg; SAR(10 g) = 0.199 W/kg
Maximum value of SAR (measured) = 2.21 W/kg 

0 dB = 2.21 W/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.20

#14_WLAN5.8GHz_802.11n-HT40 MCS0_Left Tilted_0mm_Ch159 

 
 

  
 

 
     
   
   
   
 

                

Communication System: UID 0, WIFI (0); Frequency: 5795 MHz;Duty Cycle: 1:1.054
Medium: HSL_5000 Medium parameters used: f = 5795 MHz;

 

σ

 

=

 

5.459 S/m;

 

εr

 

= 36.467;

 

ρ

 

=

 

1000

 

kg/m3
Ambient Temperature：23.4

 

℃;  Liquid Temperature：22.6

 

℃

DASY5 Configuration:
-

 

Probe: EX3DV4

 

-

 

SN3857; ConvF(5.34, 5.34, 5.34); Calibrated: 2017.5.26;
-

 

Sensor-Surface: 1.4mm (Mechanical Surface Detection)
-

 

Electronics: DAE4 Sn1210; Calibrated: 2017.5.25
-

 

Phantom: SAM2; Type: SAM; Serial: TP-1644
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch159/Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 1.28 W/kg 
 
Ch159/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 6.804 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 2.51 W/kg 
SAR(1 g) = 0.457 W/kg; SAR(10 g) = 0.119 W/kg 
Maximum value of SAR (measured) = 1.32 W/kg 

0 dB = 1.32 W/kg 



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.21

#15_GSM850_GPRS 4 Tx slots_Back_10mm_Ch189 

 

 

  
 

 
     
   
   
   
 

        

         
     
     
      

 

Communication System: UID 0, GPRS/EDGE (4 Tx slots) (0); Frequency: 836.4 MHz;Duty Cycle:1:2.08
Medium: MSL_850 Medium parameters used: f = 836.4 MHz;

 

σ

 

=

 

0.999 S/m;

 

εr

 

= 54.234;

 

ρ

 

=

 

1000kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.8

 

℃

DASY5 Configuration:
-

 

Probe:

 

EX3DV4

 

-

 

SN3898;

 

ConvF(10.4,

 

10.4,

 

10.4);

 

Calibrated:

 

2017.6.27;
-

 

Sensor-Surface:

 

2mm

 

(Mechanical

 

Surface

 

Detection)
-

 

Electronics:

 

DAE4

 

Sn915;

 

Calibrated:

 

2017.6.16
-

 

Phantom:

 

SAM3;

 

Type:

 

SAM;

 

Serial:

 

TP-1696
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)
 

 
Ch189/Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.361 W/kg 
 
Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 19.38 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.409 W/kg 
SAR(1 g) = 0.319 W/kg; SAR(10 g) = 0.247 W/kg 
Maximum value of SAR (measured) = 0.367 W/kg 

0 dB = 0.367 W/kg 



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.21

#16_GSM1900_GPRS 4 Tx slots_Top Side_10mm_Ch810 

 

 

  
 

 
     
   
   
   
 

                                                                     

Communication System: UID 0, GPRS/EDGE (4 Tx slots) (0); Frequency: 1909.8 MHz;Duty Cycle:1:2.08
Medium: MSL_1900 Medium parameters used: f = 1909.8MHz;

 

σ

 

=

 

1.543 S/m;

 

εr

 

= 53.625;

 

ρ

 

=1000kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7

 

℃

DASY5 Configuration:
-

 

Probe:

 

ES3DV3

 

-

 

SN3293;

 

ConvF(4.86,

 

4.86,

 

4.86);

 

Calibrated:

 

2017.9.25;
-

 

Sensor-Surface:

 

2mm

 

(Mechanical

 

Surface

 

Detection)
-

 

Electronics:

 

DAE4

 

Sn1338;

 

Calibrated:

 

2017.12.4
-

 

Phantom:

 

SAM2;

 

Type:

 

SAM;

 

Serial:

 

TP-1489
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)
 

 
Ch810/Area Scan (41x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.25 W/kg 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 22.42 V/m; Power Drift = 0.12 dB 
Peak SAR (extrapolated) = 1.62 W/kg 
SAR(1 g) = 0.880 W/kg; SAR(10 g) = 0.440 W/kg 
Maximum value of SAR (measured) = 1.27 W/kg 

0 dB = 1.27 W/kg 



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.21

#17_WCDMA Band V_RMC 12.2Kbps_Back_10mm_Ch4132 

 

  

 

          

Communication System: UID 0, UMTS (0);

 

Frequency: 826.4 MHz;Duty Cycle: 1:1
Medium: MSL_850 Medium parameters used: f = 826.4 MHz;

 

σ

 

= 0.988 S/m;

 

ε
r

 

= 54.339;

 

ρ

 

= 1000

 

kg/m3

A i  T ： .  ℃;  Li i  T ： .8

 

℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3898; ConvF(10.4, 10.4, 10.4); Calibrated: 2017.6.27;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4

 

Sn915; Calibrated: 2017.6.16
- Phantom: SAM3; Type: SAM; Serial: TP-1696
- Measurement SW: DASY52, Version 52.8

 

(8); SEMCAD X Version 14.6.10 (7372)

 

Ch4132/Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.420 W/kg 
 

Ch4132/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 20.26 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.461 W/kg 
SAR(1 g) = 0.367 W/kg; SAR(10 g) = 0.284 W/kg 
Maximum value of SAR (measured) = 0.421 W/kg 

0 dB = 0.420 W/kg = -3.77 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.21

#18_WCDMA Band IV_RMC 12.2Kbps_Back_10mm_Ch1513 

  

 

  
 

 
     
   
   
   
 

                                 

Communication System: UID 0, UMTS (0); Frequency: 1752.6 MHz;Duty Cycle: 1:1
Medium: MSL_1750 Medium parameters used: f = 1752.6 MHz;

 

σ

 

=

 

1.461 S/m;

 

εr

 

= 54.003;

 

ρ

 

=

 

1000kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6

 

℃

DASY5 Configuration:
-

 

Probe: ES3DV3

 

-

 

SN3293; ConvF(5.05, 5.05, 5.05); Calibrated: 2017.9.25;
-

 

Sensor-Surface: 2mm (Mechanical Surface Detection)
-

 

Electronics: DAE4 Sn1338; Calibrated: 2017.12.4
-

 

Phantom: SAM2; Type: SAM; Serial: TP-1489
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
 

 
 

 
 

 
 

Ch1513/Area Scan (61x41x1):

 

Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.19 W/kg

Ch1513/Zoom Scan (5x5x7)/Cube 0:

 

Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.70 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 1.47 W/kg
SAR(1 g) = 0.832 W/kg; SAR(10 g) = 0.473 W/kg
Maximum value of SAR (measured) = 1.09 W/kg 

0 dB = 1.09 W/kg 



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.21

#19_WCDMA Band II_RMC 12.2Kbps_Front_10mm_Ch9262 

 
 

  
 

 
     
   
   
   
 

               

Communication System: UID 0, UMTS (0); Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: MSL_1900 Medium parameters used: f = 1852.4 MHz;

 

σ

 

=

 

1.473 S/m;

 

εr

 

= 53.819;

 

ρ

 

=

 

1000 kg/m3
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7

 

℃

DASY5 Configuration:
-

 

Probe: ES3DV3

 

-

 

SN3293; ConvF(4.86, 4.86, 4.86); Calibrated: 2017.9.25;
-

 

Sensor-Surface: 2mm (Mechanical Surface Detection)
-

 

Electronics: DAE4 Sn1338; Calibrated: 2017.12.4
-

 

Phantom: SAM2; Type: SAM; Serial: TP-1489
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
 

 
 

 
 

 
 

Ch9262/Area Scan (61x131x1):

 

Interpolated grid: dx=1.500 mm, dy=1.500 mm

 

Maximum value of SAR (interpolated) = 1.39 W/kg

Ch9262/Zoom Scan (5x5x7)/Cube 0:

 

Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 13.06 V/m; Power Drift =

 

-0.05 dB
Peak SAR (extrapolated) = 1.79 W/kg
SAR(1 g) = 0.910 W/kg; SAR(10 g) = 0.455 W/kg
Maximum value of SAR (measured) = 1.36 W/kg 

0 dB = 1.36 W/kg 



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.21

#20_LTE Band 5_10M_QPSK_1RB_25Offset_Back_5mm_Ch20525 

 
 

  
 

 
     
   
   
   
 

         

         
     
     
      

 

Communication System: UID 0, FDD_LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: MSL_850 Medium parameters used: f = 836.5 MHz;

 

σ

 

=

 

0.999 S/m;

 

εr

 

= 54.232;

 

ρ

 

=

 

1000

 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.8

 

℃

DASY5 Configuration:
-

 

Probe:

 

EX3DV4

 

-

 

SN3898;

 

ConvF(10.4,

 

10.4,

 

10.4);

 

Calibrated:

 

2017.6.27;
-

 

Sensor-Surface:

 

2mm

 

(Mechanical

 

Surface

 

Detection)
-

 

Electronics:

 

DAE4

 

Sn915;

 

Calibrated:

 

2017.6.16
-

 

Phantom:

 

SAM3;

 

Type:

 

SAM;

 

Serial:

 

TP-1696
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch20525/Area Scan (61x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.392 W/kg 
 
Ch20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 20.07 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.452 W/kg 
SAR(1 g) = 0.363 W/kg; SAR(10 g) = 0.281 W/kg 
Maximum value of SAR (measured) = 0.412 W/kg 

0 dB = 0.412 W/kg 



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.21

#21_LTE Band 12_10M_QPSK_1RB_25Offset_Back_5mm_Ch23095 

 
 

  
 

 
     
   
   
   
 

         

         
     
     
      

 

Communication System: UID 0, FDD_LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: MSL_750 Medium parameters used: f = 707.5 MHz;

 

σ

 

=

 

0.938 S/m;

 

εr

 

= 56.279;

 

ρ

 

=

 

1000

 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6

 

℃

DASY5 Configuration:
-

 

Probe:

 

EX3DV4

 

-

 

SN3857;

 

ConvF(9.96,

 

9.96,

 

9.96);

 

Calibrated:

 

2017.5.26;
-

 

Sensor-Surface:

 

2mm

 

(Mechanical

 

Surface

 

Detection)
-

 

Electronics:

 

DAE4

 

Sn1210;

 

Calibrated:

 

2017.5.25
-

 

Phantom:

 

SAM1;

 

Type:

 

SAM;

 

Serial:

 

TP-1644
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
 

 
 

 
 

 
 

Ch23095/Area Scan (61x121x1):

 

Interpolated grid: dx=1.500 mm, dy=1.500 mm

 

Maximum value of SAR (interpolated) = 0.278 W/kg

Ch23095/Zoom Scan (5x5x7)/Cube 0:

 

Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 16.80 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.303 W/kg
SAR(1 g) = 0.249 W/kg; SAR(10 g) = 0.198 W/kg
Maximum value of SAR (measured) = 0.276 W/kg 

0 dB = 0.276 W/kg 



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.21

#22_LTE Band 4_20M_QPSK_1RB_49Offset_Back_10mm_Ch20175 

 
 

  
 

 
     
   
   
   
 

                                  

Communication System: UID 0, FDD_LTE (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: MSL_1750 Medium parameters used: f = 1732.5 MHz;

 

σ

 

=

 

1.438 S/m;

 

εr

 

= 54.067;

 

ρ

 

=

 

1000 kg/m3
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6

 

℃

DASY5 Configuration:
-

 

Probe:

 

ES3DV3

 

-

 

SN3293;

 

ConvF(5.05,

 

5.05,

 

5.05);

 

Calibrated:

 

2017.9.25;
-

 

Sensor-Surface:

 

2mm

 

(Mechanical

 

Surface

 

Detection)
-

 

Electronics:

 

DAE4

 

Sn1338;

 

Calibrated:

 

2017.12.4
-

 

Phantom:

 

SAM2;

 

Type:

 

SAM;

 

Serial:

 

TP-1489
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch20175/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.01 W/kg 
 
Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 12.26 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 1.19 W/kg 
SAR(1 g) = 0.747 W/kg; SAR(10 g) = 0.470 W/kg 
Maximum value of SAR (measured) = 0.948 W/kg 

0 dB = 0.948 W/kg 



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.21

#23_LTE Band 2_20M_QPSK_1RB_49Offset_Back_10mm_Ch19100  

 
 

  
 

 
     
   
   
   
 

         

         
     
     
      

 

Communication System: UID 0, FDD_LTE (0); Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: MSL_1900 Medium parameters used: f = 1900 MHz;

 

σ

 

=

 

1.516 S/m;

 

εr

 

= 52.758;

 

ρ

 

=

 

1000

 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7

 

℃

DASY5 Configuration:
-

 

Probe:

 

ES3DV3

 

-

 

SN3293;

 

ConvF(4.86,

 

4.86,

 

4.86);

 

Calibrated:

 

2017.9.25;
-

 

Sensor-Surface:

 

2mm

 

(Mechanical

 

Surface

 

Detection)
-

 

Electronics:

 

DAE4

 

Sn1338;

 

Calibrated:

 

2017.12.4
-

 

Phantom:

 

SAM2;

 

Type:

 

SAM;

 

Serial:

 

TP-1489
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch19100/Area Scan (61x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.35 W/kg 
 
Ch19100/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 14.53 V/m; Power Drift = 0.17 dB 
Peak SAR (extrapolated) = 1.87 W/kg 
SAR(1 g) = 1.08 W/kg; SAR(10 g) = 0.572 W/kg 
Maximum value of SAR (measured) = 1.49 W/kg 

0 dB = 1.49 W/kg = 1.73 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.22

#24_LTE Band 7_20M_QPSK_1RB_49Offset_Back_10mm_Ch20850  

 
 

  
 

 
     
   
   
   
 

         

         
     
     
      

 

Communication System: UID 0, FDD_LTE (0); Frequency: 2510 MHz;Duty Cycle: 1:1
Medium: MSL_2600 Medium parameters used: f = 2510 MHz;

 

σ

 

=

 

2.116 S/m;

 

εr

 

= 52.515;

 

ρ

 

=

 

1000

 

kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9

 

℃

DASY5 Configuration:
-

 

Probe:

 

ES3DV3

 

-

 

SN3293;

 

ConvF(4.16,

 

4.16,

 

4.16);

 

Calibrated:

 

2017.9.25;
-

 

Sensor-Surface:

 

2mm

 

(Mechanical

 

Surface

 

Detection)
-

 

Electronics:

 

DAE4

 

Sn1338;

 

Calibrated:

 

2017.12.4
-

 

Phantom:

 

SAM1;

 

Type:

 

SAM;

 

Serial:

 

TP-1488
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch20850/Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 1.59 W/kg 
 
Ch20850/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 11.69 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 2.31 W/kg 
SAR(1 g) = 1.11 W/kg; SAR(10 g) = 0.504 W/kg 
Maximum value of SAR (measured) = 1.65 W/kg 

0 dB = 1.65 W/kg = 2.17 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.21

#25_WLAN2.4GHz_802.11b 1Mbps_Top Side_10mm_Ch6 

 
 

  
 

 
     
   
   
   
 

                

Communication System: UID 0, WIFI (0); Frequency: 2437 MHz;Duty Cycle: 1:1
Medium: MSL_2450 Medium parameters used: f = 2437 MHz;

 

σ

 

=

 

1.972 S/m;

 

εr

 

= 52.871;

 

ρ

 

=

 

1000

 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7

 

℃

DASY5 Configuration:
-

 

Probe: ES3DV3

 

-

 

SN3293; ConvF(4.39, 4.39, 4.39); Calibrated: 2017.9.25;
-

 

Sensor-Surface: 2mm (Mechanical Surface Detection)
-

 

Electronics: DAE4 Sn1338; Calibrated: 2017.12.4
-

 

Phantom: SAM1; Type: SAM; Serial: TP-1488
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch6/Area Scan (41x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 0.138 W/kg 
 
Ch6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 6.387 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.184 W/kg 
SAR(1 g) = 0.088 W/kg; SAR(10 g) = 0.043 W/kg 
Maximum value of SAR (measured) = 0.133 W/kg 

0 dB = 0.133 W/kg 



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.22

#26_WLAN5.2GHz_802.11n-HT40 MCS0_Top Side_10mm_Ch46  

 
 

  
 

 
     
   
   
   
 

         

         
     
     
      

                                                                                                            

Communication System: UID 0, WIFI (0); Frequency: 5230 MHz;Duty Cycle: 1:1.054
Medium: MSL_5000 Medium parameters used: f = 5230 MHz;

 

σ

 

=

 

5.476 S/m;

 

εr

 

= 47.98;

 

ρ

 

=

 

1000

 

kg/m3

Ambient Temperature：23.4

 

℃;  Liquid Temperature：22.8

 

℃

DASY5 Configuration:
-

 

Probe:

 

EX3DV4

 

-

 

SN3857;

 

ConvF(4.72,

 

4.72,

 

4.72);

 

Calibrated:

 

2017.5.26;
-

 

Sensor-Surface:

 

1.4mm

 

(Mechanical

 

Surface

 

Detection)
-

 

Electronics:

 

DAE4

 

Sn1210;

 

Calibrated:

 

2017.5.25
-

 

Phantom:

 

SAM2;

 

Type:

 

SAM;

 

Serial:

 

TP-1644
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
 

 
 

 
 

 
 

Ch46/Area Scan (41x91x1):

 

Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.202 W/kg

Ch46/Zoom Scan (7x7x7)/Cube 0:

 

Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 2.449 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 0.245 W/kg
SAR(1 g) = 0.064 W/kg; SAR(10 g) = 0.021 W/kg
Maximum value of SAR (measured) = 0.150 W/kg 

0 dB = 0.150 W/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.22

#27_WLAN5.8GHz_802.11n-HT40 MCS0_Top Side_10mm_Ch159  

 
 

  
 

 
     
   
   
   
 

         

         
     
     
      

                                    

Communication System: UID 0, WIFI (0); Frequency: 5795 MHz;Duty Cycle: 1:1.054
Medium: MSL_5000 Medium parameters used: f = 5795 MHz;

 

σ

 

=

 

6.22 S/m;

 

εr

 

= 47.054;

 

ρ

 

=

 

1000

 

kg/m3

Ambient Temperature：23.4

 

℃;  Liquid Temperature：22.8

 

℃

DASY5 Configuration:
-

 

Probe:

 

EX3DV4

 

-

 

SN3857;

 

ConvF(4.31,

 

4.31,

 

4.31);

 

Calibrated:

 

2017.5.26;
-

 

Sensor-Surface:

 

1.4mm

 

(Mechanical

 

Surface

 

Detection)
-

 

Electronics:

 

DAE4

 

Sn1210;

 

Calibrated:

 

2017.5.25
-

 

Phantom:

 

SAM2;

 

Type:

 

SAM;

 

Serial:

 

TP-1644
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch159/Area Scan (31x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 0.434 W/kg 
 
Ch159/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 7.662 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.751 W/kg 
SAR(1 g) = 0.172 W/kg; SAR(10 g) = 0.058 W/kg 
Maximum value of SAR (measured) = 0.436 W/kg 

0 dB = 0.436 W/kg 



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.21

#28_GSM1900_GPRS 4 Tx slots_Back_10mm_Ch810 

 

 

  
 

 
     
   
   
   
 

Communication System: UID 0, GPRS/EDGE (4 Tx slots) (0); Frequency: 1909.8 MHz;Duty Cycle:1:2.08
Medium: MSL_1900 Medium parameters used: f = 1909.8 MHz; σ = 1.543 S/m; εr = 53.625;
ρ =1000kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: ES3DV3 - SN3293; ConvF(4.86, 4.86, 4.86); Calibrated: 2017.9.25;
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1338; Calibrated: 2017.12.4
- Phantom: SAM2; Type: SAM; Serial: TP-1489
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)

 

 
 

 
 

 
 

 
 

Ch810/Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.12 W/kg

Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 11.64 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 1.51 W/kg
SAR(1 g) = 0.794 W/kg; SAR(10 g) = 0.419 W/kg
Maximum value of SAR (measured) = 1.17 W/kg 

0 dB = 1.12 W/kg = 0.49 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.21

#29_WLAN2.4GHz_802.11b 1Mbps_Back_10mm_Ch6 

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

                                    

Communication System: UID 0, WIFI (0); Frequency: 2437 MHz;Duty Cycle: 1:1
Medium: MSL_2450 Medium parameters used: f = 2437 MHz;

 

σ

 

=

 

1.972 S/m;

 

εr

 

= 52.871;

 

ρ

 

=

 

1000

 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7

 

℃

DASY5 Configuration:
-

 

Probe:

 

ES3DV3

 

-

 

SN3293;

 

ConvF(4.39,

 

4.39,

 

4.39);

 

Calibrated:

 

2017.9.25;
-

 

Sensor-Surface:

 

2mm

 

(Mechanical

 

Surface

 

Detection)
-

 

Electronics:

 

DAE4

 

Sn1338;

 

Calibrated:

 

2017.12.4
-

 

Phantom:

 

SAM1;

 

Type:

 

SAM;

 

Serial:

 

TP-1488
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch6/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm 
Maximum value of SAR (interpolated) = 0.161 W/kg 
 
Ch6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 0 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 0.357 W/kg 
SAR(1 g) = 0.083 W/kg; SAR(10 g) = 0.038 W/kg 
Maximum value of SAR (measured) = 0.127 W/kg 

0 dB = 0.127 W/kg 



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.22

#30_WLAN5.3GHz_ 802.11n-HT40 MCS0_Back_10mm_Ch62  

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

                               

Communication System: UID 0, WIFI (0); Frequency: 5310 MHz;Duty Cycle: 1:1.054
Medium: MSL_5000 Medium parameters used: f = 5310 MHz;

 

σ

 

=

 

5.583 S/m;

 

εr

 

= 47.858;

 

ρ

 

=

 

1000

 

kg/m3

Ambient Temperature：23.4

 

℃;  Liquid Temperature：22.8

 

℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(4.72, 4.72, 4.72); Calibrated: 2017.5.26;
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2017.5.25
- Phantom: SAM2; Type: SAM; Serial: TP-1644
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
 

 
 

 
 

 
 

Ch62/Area Scan (91x71x1):

 

Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.308 W/kg

Ch62/Zoom Scan (7x7x7)/Cube 0:

 

Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 0 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.278 W/kg
SAR(1 g) = 0.050 W/kg; SAR(10 g) = 0.012 W/kg
Maximum value of SAR (measured) = 0.153 W/kg 

0 dB = 0.153 W/kg 



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.22

#31_WLAN5.5GHz_802.11n-HT40 MCS0_Front_10mm_Ch142  

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

                               

Communication System: UID 0, WIFI (0); Frequency: 5670 MHz;Duty Cycle: 1:1.054
Medium: MSL_5000 Medium parameters used: f = 5670 MHz;

 

σ

 

=

 

6.056 S/m;

 

εr

 

= 47.247;

 

ρ

 

=

 

1000

 

kg/m3

Ambient Temperature：23.4

 

℃;  Liquid Temperature：22.8

 

℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3857; ConvF(4.01, 4.01, 4.01); Calibrated: 2017.5.26;
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1210; Calibrated: 2017.5.25
- Phantom: SAM2; Type: SAM; Serial: TP-1644
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch134/Area Scan (91x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 0.704 W/kg 
 
Ch134/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 0 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.731 W/kg 
SAR(1 g) = 0.180 W/kg; SAR(10 g) = 0.057 W/kg 
Maximum value of SAR (measured) = 0.463 W/kg 

0 dB = 0.463 W/kg 



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2018.2.22

#32_WLAN5.8GHz_802.11n-HT40 MCS0_Front_10mm_Ch159  

  

 

  
 

 
     
   
   
   
 

         

         
     
     
      

          

         
     
     
      

                                    

Communication System: UID 0, WIFI (0); Frequency: 5795 MHz;Duty Cycle: 1:1.054
Medium: MSL_5000 Medium parameters used: f = 5795 MHz;

 

σ

 

=

 

6.22 S/m;

 

εr

 

= 47.054;

 

ρ

 

=

 

1000

 

kg/m3

Ambient Temperature：23.4

 

℃;  Liquid Temperature：22.8

 

℃

DASY5 Configuration:
-

 

Probe:

 

EX3DV4

 

-

 

SN3857;

 

ConvF(4.31,

 

4.31,

 

4.31);

 

Calibrated:

 

2017.5.26;
-

 

Sensor-Surface:

 

1.4mm

 

(Mechanical

 

Surface

 

Detection)
-

 

Electronics:

 

DAE4

 

Sn1210;

 

Calibrated:

 

2017.5.25
-

 

Phantom:

 

SAM2;

 

Type:

 

SAM;

 

Serial:

 

TP-1644
-

 

Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331)  

 
Ch159/Area Scan (91x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm 
Maximum value of SAR (interpolated) = 0.462 W/kg 
 
Ch159/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 0 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 0.445 W/kg 
SAR(1 g) = 0.087 W/kg; SAR(10 g) = 0.027 W/kg 
Maximum value of SAR (measured) = 0.251 W/kg 

0 dB = 0.251 W/kg 



 

 Sporton International (Kunshan) Inc.      
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FCC ID : NM82Q5V200 Page C1 of C1 Form version. : 170509 

 

 FCC SAR Test Report Report No. : FA810208  

Appendix C. DASY Calibration Certificate 
 

The DASY calibration certificates are shown as follows. 

 








































































































