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Appendix D. Photographs of EUT and Setup 
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<Photographs of EUT> 

  

  

Battery 1 – Front View Battery 1 – Rear View 

  

Battery 2 – Front View Battery 2 – Rear View 
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<Antenna Location> 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The separation distance for antenna to edge: 

Antenna 
To Top Side 

(mm) 
To Bottom Side 

(mm) 
To Left Side 

(mm) 
To Right Side 

(mm) 

WWAN 85 1 1 1 

WLAN / BT 1 94 20 21 

Note:  

1. The WLAN and BT cannot transmit simultaneously. 

 

EUT Top Side 
 

EUT Bottom Side 

EUT Left Side EUT Right Side 

WWAN Antenna 

WLAN / BT 

Antenna 

<EUT Rear View> 
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<Photographs of SAR Setup> 

  

Right Cheek Right Tilted 

  

Left Cheek Left Tilted 
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Front Face of EUT with 1.0 cm Gap Rear Face of EUT with 1.0 cm Gap 

 
 

Left Side of EUT with 1.0 cm Gap Right Side of EUT with 1.0 cm Gap 

  

Top Side of EUT with 1.0 cm Gap Bottom Side of EUT with 1.0 cm Gap 

 




