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(dB) 960MHz  960MHz  
M1 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M2 0 112.2 - 199.5 0.34 - 0.6
 -5 84.1 - 149.6 0.25 - 0.45
M3 0 63.1 - 112.2 0.19 - 0.34
 -5 47.3 - 84.1 0.14 - 0.25
M4 0 <63.1 <0.19
 -5 <47.3 <0.14

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) < 
960MHz  

Limits for H-Field Emissions (A/m) < 
960 MHz  

M1 0 631 - 1122 1.91 - 3.39
 -5 473.2 - 841.4 1.43 - 2.54
M2 0 354.8 - 631 1.07 - 1.91
 -5 266.1 - 473.2 0.8 - 1.43
M3 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M4 0 <199.5 <0.6
 -5 <149.6 <0.45
 

 
 0 dB = 0.220A/m 

Date/Time: 2009/4/22  16:40:08 
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HAC_H_GSM 1900_CH810_slider on(second solution) 

DUT: RHOD 300;  

Communication System: GSM1900; Frequency: 1909.8 MHz;Duty Cycle: 1:8.3 
Medium: Air Medium parameters used: σ = 0 mho/m, εr = 1; ρ = 1 kg/m3  
Phantom section: H Dipole Section  

DASY4 Configuration: 

• Probe: H3DV6 - SN6076; ; Calibrated: 2008/8/22  
• Sensor-Surface: (Fix Surface)  
• Electronics: DAE4 Sn547; Calibrated: 2009/1/20  
• Phantom: HAC Test Arch 4.6; Type: SD HAC P01 BA;  
• Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
H Scan - H3DV6 - measurement discance from the probe sensor center 
to the Device = 15mm/Hearing Aid Compatibility Test (101x101x1): 
Measurement grid: dx=5mm, dy=5mm 
Maximum value of peak Total field = 0.205 A/m 
Probe Modulation Factor = 2.78 
Device Reference Point: 0.000, 0.000, 354.7 mm 
Reference Value = 0.089 A/m; Power Drift = 0.020 dB 
Hearing Aid Near-Field Category: M3 (AWF -5 dB) 

  Peak H-field in A/m  

  

Grid 1 
0.201 M3 

Grid 2 
0.218 M3 

Grid 3 
0.207 M3 

Grid 4 
0.186 M3 

Grid 5 
0.205 M3 

Grid 6 
0.201 M3 

Grid 7 
0.173 M3 

Grid 8 
0.190 M3 

Grid 9 
0.186 M3  

 
Category AWF Limits for E-Field Emissions (V/m) > Limits for H-Field Emissions (A/m) > 
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(dB) 960MHz  960MHz  
M1 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M2 0 112.2 - 199.5 0.34 - 0.6
 -5 84.1 - 149.6 0.25 - 0.45
M3 0 63.1 - 112.2 0.19 - 0.34
 -5 47.3 - 84.1 0.14 - 0.25
M4 0 <63.1 <0.19
 -5 <47.3 <0.14

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) < 
960MHz  

Limits for H-Field Emissions (A/m) < 
960 MHz  

M1 0 631 - 1122 1.91 - 3.39
 -5 473.2 - 841.4 1.43 - 2.54
M2 0 354.8 - 631 1.07 - 1.91
 -5 266.1 - 473.2 0.8 - 1.43
M3 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M4 0 <199.5 <0.6
 -5 <149.6 <0.45
 

 
 0 dB = 0.218A/m 

Date/Time: 2009/4/22  18:23:52 
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HAC_H_WCDMA B2_CH9262_slider on(second solution) 

DUT: RHOD 300;  

Communication System: WCDMA BAND2; Frequency: 1852.4 MHz;Duty Cycle: 1:1 
Medium: Air Medium parameters used: σ = 0 mho/m, εr = 1; ρ = 1 kg/m3  
Phantom section: H Dipole Section  

DASY4 Configuration: 

• Probe: H3DV6 - SN6076; ; Calibrated: 2008/8/22  
• Sensor-Surface: (Fix Surface)  
• Electronics: DAE4 Sn547; Calibrated: 2009/1/20  
• Phantom: HAC Test Arch 4.6; Type: SD HAC P01 BA;  
• Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

H Scan - H3DV6 - measurement discance from the probe sensor center 
to the Device = 15mm/Hearing Aid Compatibility Test (101x101x1): 
Measurement grid: dx=5mm, dy=5mm 
Maximum value of peak Total field = 0.086 A/m 
Probe Modulation Factor = 1.00 
Device Reference Point: 0.000, 0.000, 354.7 mm 
Reference Value = 0.094 A/m; Power Drift = 0.130 dB 
Hearing Aid Near-Field Category: M4 (AWF 0 dB) 

  Peak H-field in A/m  

  

Grid 1 
0.092 M4 

Grid 2 
0.101 M4 

Grid 3 
0.097 M4 

Grid 4 
0.076 M4 

Grid 5 
0.086 M4 

Grid 6 
0.085 M4 

Grid 7 
0.066 M4 

Grid 8 
0.075 M4 

Grid 9 
0.075 M4  

 

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) > 
960MHz  

Limits for H-Field Emissions (A/m) > 
960MHz  
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M1 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M2 0 112.2 - 199.5 0.34 - 0.6
 -5 84.1 - 149.6 0.25 - 0.45
M3 0 63.1 - 112.2 0.19 - 0.34
 -5 47.3 - 84.1 0.14 - 0.25
M4 0 <63.1 <0.19
 -5 <47.3 <0.14

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) < 
960MHz  

Limits for H-Field Emissions (A/m) < 
960 MHz  

M1 0 631 - 1122 1.91 - 3.39
 -5 473.2 - 841.4 1.43 - 2.54
M2 0 354.8 - 631 1.07 - 1.91
 -5 266.1 - 473.2 0.8 - 1.43
M3 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M4 0 <199.5 <0.6
 -5 <149.6 <0.45
 

 
 0 dB = 0.101A/m 

Date/Time: 2009/4/22  18:40:42 
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HAC_H_WCDMA B2_CH9400_slider on(second solution) 

DUT: RHOD 300;  

Communication System: WCDMA BAND2; Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: Air Medium parameters used: σ = 0 mho/m, εr = 1; ρ = 1 kg/m3  
Phantom section: H Dipole Section  

DASY4 Configuration: 

• Probe: H3DV6 - SN6076; ; Calibrated: 2008/8/22  
• Sensor-Surface: (Fix Surface)  
• Electronics: DAE4 Sn547; Calibrated: 2009/1/20  
• Phantom: HAC Test Arch 4.6; Type: SD HAC P01 BA;  
• Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

H Scan - H3DV6 - measurement discance from the probe sensor center 
to the Device = 15mm/Hearing Aid Compatibility Test (101x101x1): 
Measurement grid: dx=5mm, dy=5mm 
Maximum value of peak Total field = 0.092 A/m 
Probe Modulation Factor = 1.00 
Device Reference Point: 0.000, 0.000, 354.7 mm 
Reference Value = 0.105 A/m; Power Drift = 0.004 dB 
Hearing Aid Near-Field Category: M4 (AWF 0 dB) 

  Peak H-field in A/m  

  

Grid 1 
0.096 M4 

Grid 2 
0.105 M4 

Grid 3 
0.100 M4 

Grid 4 
0.082 M4 

Grid 5 
0.092 M4 

Grid 6 
0.091 M4 

Grid 7 
0.075 M4 

Grid 8 
0.084 M4 

Grid 9 
0.082 M4  

 

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) > 
960MHz  

Limits for H-Field Emissions (A/m) > 
960MHz  
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M1 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M2 0 112.2 - 199.5 0.34 - 0.6
 -5 84.1 - 149.6 0.25 - 0.45
M3 0 63.1 - 112.2 0.19 - 0.34
 -5 47.3 - 84.1 0.14 - 0.25
M4 0 <63.1 <0.19
 -5 <47.3 <0.14

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) < 
960MHz  

Limits for H-Field Emissions (A/m) < 
960 MHz  

M1 0 631 - 1122 1.91 - 3.39
 -5 473.2 - 841.4 1.43 - 2.54
M2 0 354.8 - 631 1.07 - 1.91
 -5 266.1 - 473.2 0.8 - 1.43
M3 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M4 0 <199.5 <0.6
 -5 <149.6 <0.45
 

 
 0 dB = 0.105A/m 

Date/Time: 2009/4/22  19:12:31 
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HAC_H_WCDMA B2_CH9538_slider on(second solution) 

DUT: RHOD 300;  

Communication System: WCDMA BAND2; Frequency: 1907.6 MHz;Duty Cycle: 1:1 
Medium: Air Medium parameters used: σ = 0 mho/m, εr = 1; ρ = 1 kg/m3  
Phantom section: H Dipole Section  

DASY4 Configuration: 

• Probe: H3DV6 - SN6076; ; Calibrated: 2008/8/22  
• Sensor-Surface: (Fix Surface)  
• Electronics: DAE4 Sn547; Calibrated: 2009/1/20  
• Phantom: HAC Test Arch 4.6; Type: SD HAC P01 BA;  
• Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

H Scan - H3DV6 - measurement discance from the probe sensor center 
to the Device = 15mm/Hearing Aid Compatibility Test (101x101x1): 
Measurement grid: dx=5mm, dy=5mm 
Maximum value of peak Total field = 0.107 A/m 
Probe Modulation Factor = 1.00 
Device Reference Point: 0.000, 0.000, 354.7 mm 
Reference Value = 0.126 A/m; Power Drift = -0.067 dB 
Hearing Aid Near-Field Category: M4 (AWF 0 dB) 

  Peak H-field in A/m  

  

Grid 1 
0.106 M4 

Grid 2 
0.115 M4 

Grid 3 
0.109 M4 

Grid 4 
0.096 M4 

Grid 5 
0.107 M4 

Grid 6 
0.104 M4 

Grid 7 
0.089 M4 

Grid 8 
0.098 M4 

Grid 9 
0.096 M4  

 

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) > 
960MHz  

Limits for H-Field Emissions (A/m) > 
960MHz  
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M1 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M2 0 112.2 - 199.5 0.34 - 0.6
 -5 84.1 - 149.6 0.25 - 0.45
M3 0 63.1 - 112.2 0.19 - 0.34
 -5 47.3 - 84.1 0.14 - 0.25
M4 0 <63.1 <0.19
 -5 <47.3 <0.14

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) < 
960MHz  

Limits for H-Field Emissions (A/m) < 
960 MHz  

M1 0 631 - 1122 1.91 - 3.39
 -5 473.2 - 841.4 1.43 - 2.54
M2 0 354.8 - 631 1.07 - 1.91
 -5 266.1 - 473.2 0.8 - 1.43
M3 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M4 0 <199.5 <0.6
 -5 <149.6 <0.45
 

 
 0 dB = 0.115A/m 

Date/Time: 2009/4/22  08:11:55 
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HAC_H_WCDMA B5_CH4132_slider on(second solution) 

DUT: RHOD 300;  

Communication System: WCDMA BAND5; Frequency: 826.4 MHz;Duty Cycle: 1:1 
Medium: Air Medium parameters used: σ = 0 mho/m, εr = 1; ρ = 1 kg/m3  
Phantom section: H Dipole Section  

DASY4 Configuration: 

• Probe: H3DV6 - SN6076; ; Calibrated: 2008/8/22  
• Sensor-Surface: (Fix Surface)  
• Electronics: DAE4 Sn547; Calibrated: 2009/1/20  
• Phantom: HAC Test Arch 4.6; Type: SD HAC P01 BA;  
• Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
H Scan - H3DV6 - measurement discance from the probe sensor center 
to the Device = 15mm/Hearing Aid Compatibility Test (101x101x1): 
Measurement grid: dx=5mm, dy=5mm 
Maximum value of peak Total field = 0.193 A/m 
Probe Modulation Factor = 1.00 
Device Reference Point: 0.000, 0.000, 354.7 mm 
Reference Value = 0.180 A/m; Power Drift = 0.016 dB 
Hearing Aid Near-Field Category: M4 (AWF 0 dB) 

  Peak H-field in A/m  

  

Grid 1 
0.269 M4 

Grid 2 
0.272 M4 

Grid 3 
0.221 M4 

Grid 4 
0.192 M4 

Grid 5 
0.193 M4 

Grid 6 
0.164 M4 

Grid 7 
0.139 M4 

Grid 8 
0.135 M4 

Grid 9 
0.112 M4  

 
Category AWF Limits for E-Field Emissions (V/m) > Limits for H-Field Emissions (A/m) > 
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(dB) 960MHz  960MHz  
M1 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M2 0 112.2 - 199.5 0.34 - 0.6
 -5 84.1 - 149.6 0.25 - 0.45
M3 0 63.1 - 112.2 0.19 - 0.34
 -5 47.3 - 84.1 0.14 - 0.25
M4 0 <63.1 <0.19
 -5 <47.3 <0.14

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) < 
960MHz  

Limits for H-Field Emissions (A/m) < 
960 MHz  

M1 0 631 - 1122 1.91 - 3.39
 -5 473.2 - 841.4 1.43 - 2.54
M2 0 354.8 - 631 1.07 - 1.91
 -5 266.1 - 473.2 0.8 - 1.43
M3 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M4 0 <199.5 <0.6
 -5 <149.6 <0.45
 

 
 0 dB = 0.272A/m 

Date/Time: 2009/4/22  08:28:10 
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HAC_H_WCDMA B5_CH4183_slider on(second solution) 

DUT: RHOD 300;  

Communication System: WCDMA BAND5; Frequency: 836.6 MHz;Duty Cycle: 1:1 
Medium: Air Medium parameters used: σ = 0 mho/m, εr = 1; ρ = 1 kg/m3  
Phantom section: H Dipole Section  

DASY4 Configuration: 

• Probe: H3DV6 - SN6076; ; Calibrated: 2008/8/22  
• Sensor-Surface: (Fix Surface)  
• Electronics: DAE4 Sn547; Calibrated: 2009/1/20  
• Phantom: HAC Test Arch 4.6; Type: SD HAC P01 BA;  
• Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
H Scan - H3DV6 - measurement discance from the probe sensor center 
to the Device = 15mm/Hearing Aid Compatibility Test (101x101x1): 
Measurement grid: dx=5mm, dy=5mm 
Maximum value of peak Total field = 0.177 A/m 
Probe Modulation Factor = 1.00 
Device Reference Point: 0.000, 0.000, 354.7 mm 
Reference Value = 0.165 A/m; Power Drift = 0.076 dB 
Hearing Aid Near-Field Category: M4 (AWF 0 dB) 

  Peak H-field in A/m  

  

Grid 1 
0.248 M4 

Grid 2 
0.251 M4 

Grid 3 
0.207 M4 

Grid 4 
0.176 M4 

Grid 5 
0.177 M4 

Grid 6 
0.153 M4 

Grid 7 
0.124 M4 

Grid 8 
0.122 M4 

Grid 9 
0.102 M4  

 
Category AWF Limits for E-Field Emissions (V/m) > Limits for H-Field Emissions (A/m) > 



 

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only. This test report cannot be reproduced, except in full, without prior 
written permission of the Company. 除非另有說明，此報告結果僅對測試之樣品負責，同時此樣品僅保留90天。本報告未經本公司書面許可，不可部份複製。 
This document is issued by the Company subject to its General Conditions of Service (www.sgs.com/terms_and_conditions.htm) and Terms and Conditions for Electronic Documents 
(www.sgs.com/terms_e-document.htm). Attention is drawn to the limitations of liability, indemnification and jurisdictional issues established therein. Even if printed this electronic document is to be treated as an 
original within the meaning of UCP 600 article 20b. The authenticity of this document may be verified at www.sgsonsite.com/authentication. Any holder of this document is advised that information contained 
hereon reflects the Company’s findings at the time of its intervention only and within the limits of client’s instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate 
parties to a transaction from exercising all their rights and obligations under the transaction documents. 

 SGS Taiwan Ltd. No.134, Wu Kung Road, Wuku Industrial Zone, Taipei County, Taiwan /台北縣五股工業區五工路 134 號 
 台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com 
   Member of SGS Group 

 

  

 
 

Report No. : ES/2009/40005 
                                                                       Page :  213  of  255 

          
 

 

 

 

 

 

(dB) 960MHz  960MHz  
M1 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M2 0 112.2 - 199.5 0.34 - 0.6
 -5 84.1 - 149.6 0.25 - 0.45
M3 0 63.1 - 112.2 0.19 - 0.34
 -5 47.3 - 84.1 0.14 - 0.25
M4 0 <63.1 <0.19
 -5 <47.3 <0.14

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) < 
960MHz  

Limits for H-Field Emissions (A/m) < 
960 MHz  

M1 0 631 - 1122 1.91 - 3.39
 -5 473.2 - 841.4 1.43 - 2.54
M2 0 354.8 - 631 1.07 - 1.91
 -5 266.1 - 473.2 0.8 - 1.43
M3 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M4 0 <199.5 <0.6
 -5 <149.6 <0.45
 

 
 0 dB = 0.251A/m 

Date/Time: 2009/4/22  08:47:00 
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HAC_H_WCDMA B5_CH4233_slider on(second solution) 

DUT: RHOD 300;  

Communication System: WCDMA BAND5; Frequency: 846.6 MHz;Duty Cycle: 1:1 
Medium: Air Medium parameters used: σ = 0 mho/m, εr = 1; ρ = 1 kg/m3  
Phantom section: H Dipole Section  

DASY4 Configuration: 

• Probe: H3DV6 - SN6076; ; Calibrated: 2008/8/22  
• Sensor-Surface: (Fix Surface)  
• Electronics: DAE4 Sn547; Calibrated: 2009/1/20  
• Phantom: HAC Test Arch 4.6; Type: SD HAC P01 BA;  
• Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
H Scan - H3DV6 - measurement discance from the probe sensor center 
to the Device = 15mm/Hearing Aid Compatibility Test (101x101x1): 
Measurement grid: dx=5mm, dy=5mm 
Maximum value of peak Total field = 0.175 A/m 
Probe Modulation Factor = 1.00 
Device Reference Point: 0.000, 0.000, 354.7 mm 
Reference Value = 0.164 A/m; Power Drift = -0.034 dB 
Hearing Aid Near-Field Category: M4 (AWF 0 dB) 

  Peak H-field in A/m  

  

Grid 1 
0.243 M4 

Grid 2 
0.245 M4 

Grid 3 
0.201 M4 

Grid 4 
0.174 M4 

Grid 5 
0.175 M4 

Grid 6 
0.150 M4 

Grid 7 
0.123 M4 

Grid 8 
0.121 M4 

Grid 9 
0.101 M4  

 
Category AWF Limits for E-Field Emissions (V/m) > Limits for H-Field Emissions (A/m) > 
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(dB) 960MHz  960MHz  
M1 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M2 0 112.2 - 199.5 0.34 - 0.6
 -5 84.1 - 149.6 0.25 - 0.45
M3 0 63.1 - 112.2 0.19 - 0.34
 -5 47.3 - 84.1 0.14 - 0.25
M4 0 <63.1 <0.19
 -5 <47.3 <0.14

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) < 
960MHz  

Limits for H-Field Emissions (A/m) < 
960 MHz  

M1 0 631 - 1122 1.91 - 3.39
 -5 473.2 - 841.4 1.43 - 2.54
M2 0 354.8 - 631 1.07 - 1.91
 -5 266.1 - 473.2 0.8 - 1.43
M3 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M4 0 <199.5 <0.6
 -5 <149.6 <0.45
 

 
 0 dB = 0.245A/m 
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14. SYSTEM Verification 

Date/Time: 2009/4/22  01:01:07 

HAC_H_Dipole_835MHz 

DUT: HAC-Dipole 835 MHz; 

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1 
Medium: Air Medium parameters used: σ = 0 mho/m, εr = 1; ρ = 1 kg/m3  
Phantom section: H Dipole Section  

• Probe: H3DV6 - SN6142; ; Calibrated: 2008/4/21  
• Sensor-Surface: (Fix Surface)  
• Electronics: DAE4 Sn547; Calibrated: 2009/1/20  
• Phantom: HAC Test Arch 4.6; Type: SD HAC P01 BA;  
• Measurement SW: DASY4, V4.7 Build 71; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
H Scan - H3DV6 probe center 10mm above CD835 Dipole/Hearing Aid 
Compatibility Test (41x361x1): Measurement grid: dx=5mm, dy=5mm 
Maximum value of peak Total field = 0.462 A/m 
Probe Modulation Factor = 1.00 
Device Reference Point: 0.000, 0.000, 354.7 mm 
Reference Value = 0.488 A/m; Power Drift = 0.003 dB 
Hearing Aid Near-Field Category: M4 (AWF 0 dB) 

  Peak H-field in A/m  

  

Grid 1 
0.368 M4 

Grid 2 
0.404 M4 

Grid 3 
0.394 M4 

Grid 4 
0.422 M4 

Grid 5 
0.462 M4 

Grid 6 
0.451 M4 

Grid 7 Grid 8 Grid 9 
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0.381 M4 0.417 M4 0.408 M4  
 

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) > 
960MHz  

Limits for H-Field Emissions (A/m) > 
960MHz  

M1 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M2 0 112.2 - 199.5 0.34 - 0.6
 -5 84.1 - 149.6 0.25 - 0.45
M3 0 63.1 - 112.2 0.19 - 0.34
 -5 47.3 - 84.1 0.14 - 0.25
M4 0 <63.1 <0.19
 -5 <47.3 <0.14

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) < 
960MHz  

Limits for H-Field Emissions (A/m) < 
960 MHz  

M1 0 631 - 1122 1.91 - 3.39
 -5 473.2 - 841.4 1.43 - 2.54
M2 0 354.8 - 631 1.07 - 1.91
 -5 266.1 - 473.2 0.8 - 1.43
M3 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M4 0 <199.5 <0.6
 -5 <149.6 <0.45
 

 
 0 dB = 0.462A/m 

Date/Time: 2009/2/21  00:16:47 
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HAC_E_Dipole_835MHz 

DUT: HAC-Dipole 835 MHz;  

Communication System: CW; Frequency: 835 MHz;Duty Cycle: 1:1 
Medium: Air Medium parameters used: σ = 0 mho/m, εr = 1; ρ = 1000 kg/m3  
Phantom section: E Dipole Section  

DASY4 Configuration: 

• Probe: ER3DV6 - SN2306; ConvF(1, 1, 1); Calibrated: 2008/4/17  
• Sensor-Surface: (Fix Surface)  
• Electronics: DAE4 Sn547; Calibrated: 2009/1/20  
• Phantom: HAC Test Arch 4.6; Type: SD HAC P01 BA;  
• Measurement SW: DASY4, V4.7 Build 71; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
E Scan - ER probe center 10mm above CD835 Dipole/Hearing Aid 
Compatibility Test (41x361x1): Measurement grid: dx=5mm, dy=5mm 
Maximum value of peak Total field = 162.0 V/m 
Probe Modulation Factor = 1.00 
Device Reference Point: 0.000, 0.000, 354.7 mm 
Reference Value = 99.0 V/m; Power Drift = -0.038 dB 
Hearing Aid Near-Field Category: M4 (AWF 0 dB) 

  Peak E-field in V/m 

  

Grid 1 
158.2 M4 

Grid 2 
162.0 M4 

Grid 3 
157.5 M4 

Grid 4 
86.2 M4 

Grid 5 
87.6 M4 

Grid 6 
85.1 M4 

Grid 7 
158.4 M4 

Grid 8 
164.8 M4 

Grid 9 
160.2 M4  

 

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) > 
960MHz  

Limits for H-Field Emissions (A/m) > 
960MHz  
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M1 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M2 0 112.2 - 199.5 0.34 - 0.6
 -5 84.1 - 149.6 0.25 - 0.45
M3 0 63.1 - 112.2 0.19 - 0.34
 -5 47.3 - 84.1 0.14 - 0.25
M4 0 <63.1 <0.19
 -5 <47.3 <0.14

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) < 
960MHz  

Limits for H-Field Emissions (A/m) < 
960 MHz  

M1 0 631 - 1122 1.91 - 3.39
 -5 473.2 - 841.4 1.43 - 2.54
M2 0 354.8 - 631 1.07 - 1.91
 -5 266.1 - 473.2 0.8 - 1.43
M3 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M4 0 <199.5 <0.6
 -5 <149.6 <0.45
 

 
 0 dB = 164.8V/m 

Date/Time: 2009/4/22  10:13:48 
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HAC_H_Dipole_1880MHz 

DUT: HAC-Dipole 1880MHz;  

Communication System: CW; Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: Air Medium parameters used: σ = 0 mho/m, εr = 1; ρ = 1 kg/m3  
Phantom section: H Dipole Section  

DASY4 Configuration: 

• Probe: H3DV6 - SN6142; ; Calibrated: 2008/4/21  
• Sensor-Surface: (Fix Surface)  
• Electronics: DAE4 Sn547; Calibrated: 2009/1/20  
• Phantom: HAC Test Arch 4.6; Type: SD HAC P01 BA;  
• Measurement SW: DASY4, V4.7 Build 71; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
H Scan - H3DV6 probe center 10mm above CD1880 Dipole/Hearing Aid 
Compatibility Test (41x181x1): Measurement grid: dx=5mm, dy=5mm 
Maximum value of peak Total field = 0.467 A/m 
Probe Modulation Factor = 1.00 
Device Reference Point: 0.000, 0.000, 354.7 mm 
Reference Value = 0.492 A/m; Power Drift = -0.010 dB 
Hearing Aid Near-Field Category: M2 (AWF 0 dB) 

  Peak H-field in A/m  

  

Grid 1 
0.392 M2  

Grid 2 
0.429 M2  

Grid 3 
0.415 M2 

Grid 4 
0.431 M2  

Grid 5 
0.467 M2  

Grid 6 
0.458 M2 

Grid 7 
0.391 M2  

Grid 8 
0.431 M2  

Grid 9 
0.424 M2  

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) > 
960MHz  

Limits for H-Field Emissions (A/m) 
> 960MHz  

M1 0 199.5 - 354.8 0.6 - 1.07



 

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only. This test report cannot be reproduced, except in full, without prior 
written permission of the Company. 除非另有說明，此報告結果僅對測試之樣品負責，同時此樣品僅保留90天。本報告未經本公司書面許可，不可部份複製。 
This document is issued by the Company subject to its General Conditions of Service (www.sgs.com/terms_and_conditions.htm) and Terms and Conditions for Electronic Documents 
(www.sgs.com/terms_e-document.htm). Attention is drawn to the limitations of liability, indemnification and jurisdictional issues established therein. Even if printed this electronic document is to be treated as an 
original within the meaning of UCP 600 article 20b. The authenticity of this document may be verified at www.sgsonsite.com/authentication. Any holder of this document is advised that information contained 
hereon reflects the Company’s findings at the time of its intervention only and within the limits of client’s instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate 
parties to a transaction from exercising all their rights and obligations under the transaction documents. 

 SGS Taiwan Ltd. No.134, Wu Kung Road, Wuku Industrial Zone, Taipei County, Taiwan /台北縣五股工業區五工路 134 號 
 台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com 
   Member of SGS Group 

 

  

 
 

Report No. : ES/2009/40005 
                                                                       Page :  221  of  255 

          
 

 

 

 

 

 

 -5 149.6 - 266.1 0.45 - 0.8
M2 0 112.2 - 199.5 0.34 - 0.6
 -5 84.1 - 149.6 0.25 - 0.45
M3 0 63.1 - 112.2 0.19 - 0.34
 -5 47.3 - 84.1 0.14 - 0.25
M4 0 <63.1 <0.19
 -5 <47.3 <0.14

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) < 
960MHz  

Limits for H-Field Emissions (A/m) < 
960 MHz  

M1 0 631 - 1122 1.91 - 3.39
 -5 473.2 - 841.4 1.43 - 2.54
M2 0 354.8 - 631 1.07 - 1.91
 -5 266.1 - 473.2 0.8 - 1.43
M3 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M4 0 <199.5 <0.6
 -5 <149.6 <0.45
 

 
 0 dB = 0.467A/m 

 

Date/Time: 2009/4/21  11:06:03 
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HAC_E_Dipole_1880MHz 

DUT: HAC-Dipole 1880MHz;  

Communication System: CW; Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: Air Medium parameters used: σ = 0 mho/m, εr = 1; ρ = 1000 kg/m3  
Phantom section: E Dipole Section  

DASY4 Configuration: 

• Probe: ER3DV6 - SN2306; ConvF(1, 1, 1); Calibrated: 2008/4/17  
• Sensor-Surface: (Fix Surface)  
• Electronics: DAE4 Sn547; Calibrated: 2009/1/20  
• Phantom: HAC Test Arch 4.6; Type: SD HAC P01 BA;  
• Measurement SW: DASY4, V4.7 Build 71; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
E Scan - ER probe center 10mm above CD1880 Dipole/Hearing Aid 
Compatibility Test (41x181x1): Measurement grid: dx=5mm, dy=5mm 
Maximum value of peak Total field = 146.6 V/m 
Probe Modulation Factor = 1.00 
Device Reference Point: 0.000, 0.000, 354.7 mm 
Reference Value = 167.0 V/m; Power Drift = -0.002 dB 
Hearing Aid Near-Field Category: M2 (AWF 0 dB) 

  Peak E-field in V/m 

  

Grid 1 
145.9 M2 

Grid 2 
147.4 M2 

Grid 3 
142.1 M2 

Grid 4 
105.2 M3 

Grid 5 
106.4 M3 

Grid 6 
100.2 M3 

Grid 7 
139.3 M2 

Grid 8 
146.6 M2 

Grid 9 
145.3 M2  

 

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) > 
960MHz  

Limits for H-Field Emissions (A/m) > 
960MHz  
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M1 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M2 0 112.2 - 199.5 0.34 - 0.6
 -5 84.1 - 149.6 0.25 - 0.45
M3 0 63.1 - 112.2 0.19 - 0.34
 -5 47.3 - 84.1 0.14 - 0.25
M4 0 <63.1 <0.19
 -5 <47.3 <0.14

Category AWF 
(dB) 

Limits for E-Field Emissions (V/m) < 
960MHz  

Limits for H-Field Emissions (A/m) < 
960 MHz  

M1 0 631 - 1122 1.91 - 3.39
 -5 473.2 - 841.4 1.43 - 2.54
M2 0 354.8 - 631 1.07 - 1.91
 -5 266.1 - 473.2 0.8 - 1.43
M3 0 199.5 - 354.8 0.6 - 1.07
 -5 149.6 - 266.1 0.45 - 0.8
M4 0 <199.5 <0.6
 -5 <149.6 <0.45
 
 

 
 0 dB = 147.4V/m 
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15. DAE & Probe Calibration certificate 
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