


 

 
 Specification  

Type of emission   FM ( F3E ) 

Oscillation type   PLL synthesized control OSC 
 Adjustable frequencies  Pre-programmed 80 switchable frequencies 

 Tx RF power   < 10 dBm 

 Operating range   > 70 meter 

 Battery    2*AA Type 1.2 V Ni-MH Rechargeable batteries 

      2*AA Type 1.5 V Alkaline batteries 

 Microphone connector  3.5 mm jack socket, for mono or stereo 

 Dimensions (W*H*D)  66*102*26 mm 

 Weight    Tx : 54 g  

      Rx : 56 g @ without battery 

 
FCC Caution: To assure continued compliance, any changes or modifications not expressly approved by 

the party responsible for compliance could void the user's authority to operate this equipment. (Example 

- use only shielded interface cables when connecting to computer or peripheral devices). 

 

This equipment complies with FCC RF radiation exposure limits set forth for an uncontrolled 

environment. 

This device should be installed and operated so that its antenna(s) are not co-located or operating in 

conjunction with any other antenna or transmitter. 

This device complies with Part 15.236 of the FCC Rules. Operation is subject to the following two 

conditions: 

(1) This device may not cause harmful interference, and  

(2) This device must accept any interference received, including interference that may cause undesired 

operation. 
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