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Appendix A 
 

NBS5800T001, Terminal Label 
(TD TERMINAL, BLACK) 

 
NBS P/N: 0603-0XXX-000-00A-00-720 

 
 
 
 
 
 
 
 
 
 
 
 
     
Scale: 1:1 
 
Notes: 
Legend: Y=letter; X=decimal digit; Z= letter or decimal digit 
 
Printing: Black on a white background. 
Material: Polyester, with permanent adhesive  
 
Model: NBS5800T001 - Model number for TD POS terminal (001=TD) 
 
HW: ECL Y – Hardware ECL level 
Y=1 letter 
 
 
FCC ID: O3JNBS5800 – FCC (USA) certification number 
O3J=NBS registration number with FCC for radio 
XXXXXXXXXXX=11 characters 
 
IC: 2279B–NBS5800 Industry Canada certification number 
2279B= NBS registration number with IC 
XXXXXXXX=8 characters 
 
NBS S/N: YYXXXXXX - NBS terminal serial number 
XXXXXX=6-digit number 
 
XXXXXXXXX – 9 characters Sagem product reference number 
 
XXXXXXXXXXXXXXX – 16 characters Sagem serial number 
 
MFD - ManuFacturing Date 
XX/XXXX=week/year 

 

42mm ±0.5mm 

32mm ±0.5mm 

NBS5800   
Model: NBS5800T001

HW: ECL A

FCC ID: O3JNBS5800
IC: 2279B-NBS5800 

Made in/Fait au: France

llllllllllllllllllllllllllllllllll 
NBS S/N: YYXXXXXX 

 lllllllllllllllllllllllllllllllllll 
XXXXXXXXX 

lllllllllllllllllllllllllllllllllll 
XXXXXXXXXXXXXXXX 

 

4 Radiuses 
1mm ± 0.5mm 

Fonts: 
NBS5800 = Tahoma 5 Bold 
Model: NBS5800T001 = Tahoma 5 bold 
HW: ECL Y = Tahoma 4 
CAN: = Tahoma 4 
NBS S/N: = Tahoma 5, Barcode = 9 
BT S/N: = Tahoma 5, Barcode = 9 
XXXXXXXXX = Tahoma 5 
XXXXXX… = Tahoma 5, Barcode = 9 
MFD… = Tahoma 5  
Made in… = Tahoma 4 MFD: XX/XXXX 
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NBS5800T001, FCC Label 
(TD TERMINAL, BLACK) 

 
NBS P/N: 0603-0XXX-000-00A-00-720 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Scale: 1:1 
    
 

This device complies with Part 15 of the 
FCC Rules. Operation is subject to the 
following two conditions: (1) this device 
may not cause harmful interference, and 
(2) this device must accept any interference 
received, including interference that may 
cause undesired operation. 

40mm ±0.5mm 

19mm ±0.5mm 

4 Radiuses 
1mm ± 0.5mm 

Font: Tahoma 5 


