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FCC PART 15B Test Setup Photo 

 

Description: Front View of Conducted Emission Test Setup for Power Port 

 

Description: Back View of Conducted Emission Test Setup for Power Port 
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Test Mode: Mode 1 

Description: Radiated Emission Test Setup for Below 1GHz 

 

Test Mode: Mode 2 

Description: Radiated Emission Test Setup for Below 1GHz 
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Test Mode: Mode 2 

Description: Radiated Emission Test Setup for Above 1GHz 

 

Test Mode: Mode 3 

Description: Radiated Emission Test Setup for Below 1GHz 
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FCC PART 15C Test Setup Photo 
 

Test Mode: Mode 1 

Description: Radiated Spurious Emission Test Setup for 30MHz ~ 1GHz 

 

Test Mode: Mode 1 

Description: Radiated Spurious Emission Test Setup for 1GHz ~ 18GHz 
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Description: Conducted Measurement Test Setup 
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SAR Test Setup Photograph 

 

 

Description: Front Side for left earbud with 0mm gap 

 

Description: Back Side for left earbud with 0mm gap 
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Description: Left Side for left earbud with 0mm gap 

 

Description: Right Side for left earbud with 0mm gap 
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 Description: Front Side for right earbud with 0mm gap 

 

Description: Back Side for right earbud with 0mm gap 
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 Description: Left Side for right earbud with 0mm gap 

 

Description: Right Side for right earbud with 0mm gap 
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