
Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                             Date: 6/14/2021

P15 WLAN5G_802.11a_Top Side_1.2cm_Ch60

Communication System: 802.11a; Frequency: 5300 MHz;Duty Cycle: 1:1
Medium: HSL5G_0614 Medium parameters used: f = 5300 MHz; σ = 4.647 S/m; εr = 36.591; ρ = 
1000 kg/m3

Ambient Temperature：23.4℃;  Liquid Temperature：22.3℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3873; ConvF(4.8, 4.8, 4.8); Calibrated: 8/27/2020; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1341; Calibrated: 8/26/2020
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:1214
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

- Area Scan (61x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.76 W/kg

- Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 3.065 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 2.59 W/kg
SAR(1 g) = 0.806 W/kg; SAR(10 g) = 0.332 W/kg
Maximum value of SAR (measured) = 1.72 W/kg

0 dB = 1.76 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                             Date: 6/14/2021

P16 WLAN5G_802.11a_Top Side_1.2cm_Ch100

Communication System: 802.11a; Frequency: 5500 MHz;Duty Cycle: 1:1
Medium: HSL5G_0614 Medium parameters used: f = 5500 MHz; σ = 4.885 S/m; εr = 36.284; ρ = 
1000 kg/m3

Ambient Temperature：23.3℃;  Liquid Temperature：22.5℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3873; ConvF(4.5, 4.5, 4.5); Calibrated: 8/27/2020; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1341; Calibrated: 8/26/2020
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:1214
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

- Area Scan (61x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.08 W/kg

- Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 3.788 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 1.65 W/kg
SAR(1 g) = 0.520 W/kg; SAR(10 g) = 0.233 W/kg
Maximum value of SAR (measured) = 1.07 W/kg

0 dB = 1.08 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                             Date: 6/15/2021

P17 WLAN5G_802.11a_Top Side_1.2cm_Ch149

Communication System: 802.11a; Frequency: 5745 MHz;Duty Cycle: 1:1
Medium: HSL5G_0615 Medium parameters used: f = 5745 MHz; σ = 5.162 S/m; εr = 35.855; ρ = 
1000 kg/m3

Ambient Temperature：23.1℃;  Liquid Temperature：22.4℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3873; ConvF(4.49, 4.49, 4.49); Calibrated: 8/27/2020; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1341; Calibrated: 8/26/2020
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:1214
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

- Area Scan (41x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.48 W/kg

- Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 3.746 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 2.33 W/kg
SAR(1 g) = 0.667 W/kg; SAR(10 g) = 0.284 W/kg
Maximum value of SAR (measured) = 1.45 W/kg

0 dB = 1.48 W/kg



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                             Date: 6/13/2021

P18 BT_GFSK_Rear Face_0cm_Ch78

Communication System: BT; Frequency: 2480 MHz;Duty Cycle: 1:1.2
Medium: HSL2450_0613 Medium parameters used: f = 2480 MHz; σ = 1.812 S/m; εr = 40.147; ρ = 
1000 kg/m3

Ambient Temperature：23.5℃;  Liquid Temperature：22.3℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3873; ConvF(7.27, 7.27, 7.27); Calibrated: 8/27/2020; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1341; Calibrated: 8/26/2020
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:1214
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

- Area Scan (101x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.485 W/kg

- Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 4.108 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.690 W/kg
SAR(1 g) = 0.263 W/kg; SAR(10 g) = 0.122 W/kg
Maximum value of SAR (measured) = 0.473 W/kg

0 dB = 0.485 W/kg
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Appendix C. Calibration Certificate for Probe and Dipole 
 
The SPEAG calibration certificates are shown as follows. 
  




















































