
    User Manual  
Description of products�Ö 
1.Application area of KingSpec SSDs�Ö 
Laptop, Desktop, Game Player, Industrial Device, Server and other storage device. 
 
2. Package. 
Kingspec SSD: 
1 SSD�Ämetal housing/ plastic housing�Å/warranty card/Bracket for drive(need to purchase 
extra). 
 
3.Main parameter of SSD. 
�6�L�]�H�����������´�����V�S�H�F�L�D�O���U�H�T�X�L�U�H�P�H�Q�W�� 
Capacity:60GB. 
Interface: SATA II 
Flash:MLC NAND flash. 
Working temp.:0~70�� , -40~85�� . 
Working Humidity: 5~95% 
Input Voltage: 5V+/-5% 
Working consumption: 2.0W 
Free consumption:0.5W 
 
Other parameter of SSD 
Average response time: 0.2ms 
MTBF: 1,000,000 hours 
IOPS:30K 
Read life: 8 years (with speed of writing 100GB/day) 
Read life: infinite 
Wear-leveling: Dynamic and static  
ECC: 24 bit/512byte 
Storage life: 10 years under temp 25�� . 
Bad block management 
Warranty time: 2 years. 
 
4�ÃFeatures. 
1). Read speed: Since SSD use flash chip as storage medium, the read speed will be much 
faster than common HDD, the response time of SSD is almost close to 0s, which shorten the 
boot up time of system and software greatly. 
2). Write Speed: Also due to SSD use flash chip as storage medium, the read speed is faster 
than HDD, the same effect as the read speed. 
3). Seismic performance: Since there are no physical construction, so users do not worry 
about the lose of data from shake and hit. 
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5). No noise.  
 
 
 
5. Note�Ö 
1) Do not place the SSD to high temp. and low temp. area, or let it working under the 


