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Appendix D-Radiated Spurious Emissions 

 

Test Data: 

FDD LTE Band 41: 

Low Channel 

Frequency Spurious Emission Level Limit Over limit 

(MHz) (Deg) Polaxis (dBm) dBm (dB) 

144.1  152.0  Horizontal -52.8  -25.0 -27.8  

369.0  87.7  Horizontal -52.3  -25.0 -27.3  

770.6  29.7  Horizontal -48.8  -25.0 -23.8  

2500.9  71.2  Horizontal -45.9  -25.0 -20.9  

6342.3  240.2  Horizontal -45.4  -25.0 -20.4  

9869.3  16.7  Horizontal -48.8  -25.0 -23.8  

104.9  303.7  Vertical -54.3  -25.0 -29.3  

417.6  195.6  Vertical -51.5  -25.0 -26.5  

829.0  245.1  Vertical -52.1  -25.0 -27.1  

2497.8  130.0  Vertical -45.8  -25.0 -20.8  

6343.5  256.4  Vertical -48.9  -25.0 -23.9  

12260.3  17.2  Vertical -46.2  -25.0 -21.2  

 

Middle Channel 

Frequency Spurious Emission Level Limit Over limit 

(MHz) (Deg) Polaxis (dBm) dBm (dB) 

178.6  331.8  Horizontal -55.4  -25.0 -30.4  

368.2  316.1  Horizontal -55.4  -25.0 -30.4  

832.6  85.6  Horizontal -50.6  -25.0 -25.6  

2494.4  9.8  Horizontal -47.3  -25.0 -22.3  

6333.7  56.4  Horizontal -46.4  -25.0 -21.4  

9668.6  107.6  Horizontal -50.0  -25.0 -25.0  

86.0  102.3  Vertical -55.2  -25.0 -30.2  

452.5  167.0  Vertical -53.7  -25.0 -28.7  

709.9  114.8  Vertical -53.5  -25.0 -28.5  

2492.8  73.1  Vertical -46.6  -25.0 -21.6  

6349.4  23.9  Vertical -49.1  -25.0 -24.1  

12047.2  255.7  Vertical -49.3  -25.0 -24.3  
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High Channel 

Frequency Spurious Emission Level Limit Over limit 

(MHz) (Deg) Polaxis (dBm) dBm (dB) 

132.6  229.2  Horizontal -55.9  -25.0 -30.9  

309.4  283.3  Horizontal -51.7  -25.0 -26.7  

692.7  252.7  Horizontal -50.3  -25.0 -25.3  

2497.0  107.8  Horizontal -49.3  -25.0 -24.3  

6330.1  88.3  Horizontal -46.8  -25.0 -21.8  

9731.9  229.4  Horizontal -47.1  -25.0 -22.1  

94.0  127.2  Vertical -54.4  -25.0 -29.4  

350.6  307.9  Vertical -52.9  -25.0 -27.9  

769.5  160.9  Vertical -52.1  -25.0 -27.1  

2485.5  35.0  Vertical -48.2  -25.0 -23.2  

6331.0  93.1  Vertical -47.3  -25.0 -22.3  

10118.7  107.7  Vertical -47.7  -25.0 -22.7  

 

Remark: 

There are two models of the EUT. The main difference is that one is a internal antenna, and the other is an 

external antenna. We only show the worst test result, which is the test of the external antenna with 50 ohm 

impedance. 

No emissions were detected within 20dB below the limit for the Downlink direction. 

The cabinet radiation was measured with the equipment transmitting a CW signal into a non-radiating 50 

Ohm load at maximum output power on a signal frequency. 

Measured were performed in the lowest, middle and highest frequency for the Downlink. 

The spectrum was searched from 30MHz to 18GHz or 10th Harmonic for downlink. 

 

 

 


