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Appendix B-Conducted Spurious Emissions 

 

Test Data: 

TDD LTE Band 48 

Channel 
Frequency Range 

(MHz) 

Worst Test Level (dBm) 
Limit (dBm) Result 

AWGN GSM 

LCH 
0.009 - 3530 -59.425 -55.475 -46.02 Pass 

3720 - 38000 -52.393 -48.578 -46.02 Pass 

MCH 
0.009 - 3530 -55.631 -55.554 -46.02 Pass 

3720 - 38000 -48.616 -48.027 -46.02 Pass 

HCH 
0.009 - 3530 -55.742 -55.534 -46.02 Pass 

3720 - 38000 -48.668 -48.679 -46.02 Pass 

Note: This EUT supports 4*4 MIMO, since we only presented the results of a test port of the worst, so we 
subtract the limit 10 * log (4). 
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TDD LTE Band 48 _ AWGN 

Low channel _ 9KHz - 3530MHz Low channel _ 3720-38000MHz 

  

Middle channel _ 9KHz - 3530MHz Middle channel _ 3720-38000MHz 

  

High channel _ 9KHz - 3530MHz High channel _ 3720-38000MHz 
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TDD LTE Band 48 _ GSM 

Low channel _ 9KHz - 3530MHz Low channel _ 3720-38000MHz 

  

Middle channel _ 9KHz - 3530MHz Middle channel _ 3720-38000MHz 

  

High channel _ 9KHz - 3530MHz High channel _ 3720-38000MHz 

  


