
Corning Optical Communication Wireless  FCC ID:OJFQXC85P19L70A17 
    
 

 Page 1 of 9 

 

 

 
 
 
 
 
 
 

SETUP PHOTOGRAPHS 

This document contains 8 photographs 
 

 

 

 

 

 

 

 
 

 

  



Corning Optical Communication Wireless  FCC ID:OJFQXC85P19L70A17 
    
 

 Page 2 of 9 

 
 

 

Photograph No.1 
Mean output power, AGC threshold level, spurious emissions, occupied bandwidth measurement setup 
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Photograph No.2 
Out-of band spurious emissions measurement setup 
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Photograph No.3 
Spurious emissions measurement setup in the semi anechoic chamber below 30 MHz  
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Photograph No.4 
Spurious emissions measurement setup in the semi anechoic chamber in 30 -1000 MHz  
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Photograph No.5 
Spurious emissions measurement setup in the anechoic chamber in 1-18 GHz  
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Photograph No.6 
Spurious emissions measurement setup in the anechoic chamber in 18-22 GHz  
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Photograph No.7 
Spurious emissions measurement setup at the OATS in 1-18 GHz  
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Photograph No.8 
Spurious emissions measurement setup at the OATS in 18-22 GHz  

 
 

 

 


