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TEST SETUP PHOTO(S) 
 

 

 

 
  

CONDUCTED EMISSION (MEASUREMENT) - TABULATED RESULTS 

AC POWER SOURCE / RF ON 50OHMS LOAD EMI4568 

Terminal 
Test 

Frequency 
(MHz) 

Meter 
Reading 
dB (μV) 

Detector 
(Pk/QP/Av) 

Gain/Loss 
Factor 
(dB) 

Level 
dB (μV) 

Avg 
Limit 

dB (μV) 
Margin 

(dB) 

Neutral 2.558 22.88 Pk 10.45 33.33 46 -12.67 
Neutral 6.443 21.06 Pk 10.49 31.55 50 -18.45 
Neutral 15.951 20.9 Pk 10.44 31.34 50 -18.66 
Neutral 29.492 33.01 Pk 10.43 43.44 50 -6.56 
Phase 1.853 23.63 Pk 10.43 34.06 46 -11.94 
Phase 3.090 23.21 Pk 10.46 33.67 46 -12.33 
Phase 15.655 21.03 Pk 10.45 31.48 50 -18.52 
Phase 29.492 29.54 Pk 10.43 39.97 50 -10.03 

Supplementary information: N/A  
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TEST SETUP PHOTO(S) - FOR FREQ < 30MHZ (FINAL MEASUREMENT) 
 

 
 

 

 
 

TEST SETUP PHOTO(S) - FOR 30MHZ < FREQ < 200MHZ 
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TEST SETUP PHOTO(S) - FOR 200MHZ < FREQ < 1GHZ 
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TEST SETUP PHOTO(S) – EUT POSITIONS 
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TEST SETUP PHOTO(S) – EUT POSITIONS 
  

 

 

 

 
 

TEST SETUP PHOTO(S)  - FOR FREQ < 30MHZ (PRE MEASUREMENT) 
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FIELD STRENGTH IN THE BAND 13.553-13.567MHZ - TABULATED RESULTS 

TEST CONDITION 
ANTENNA POS. 

AZIM. 
FREQUENCY 

LEVEL 
 AT 10m 

 (dBµA/m) 

LIMIT  
AT 10m 

(dBµA/m) 

RESULT 
TAB. 

Position 1 0° 13.56 MHz 0.944 51.58 EMI4472 
Position 1 45° 13.56 MHz -3.556 51.58 EMI4521 
Position 1 90° 13.56 MHz -14.756 51.58 EMI4522 
Position 2 0° 13.56 MHz -16.056 51.58 EMI4523 
Position 2 45° 13.56 MHz -18.156 51.58 EMI4524 
Position 2 90° 13.56 MHz -15.756 51.58 EMI4525 
Position 3 0° 13.56 MHz -0.456 51.58 EMI4526 
Position 3 45° 13.56 MHz -4.756 51.58 EMI4527 
Position 3 90° 13.56 MHz -13.856 51.58 EMI4528 

 
Maximun level at 10m is 0.94dBµA/m for a limit at 51.58 dBµA/m. 
Using an extrapolation factor of 40dB/dec and a conversion factor of -51.5dB, level at 30m is 33.36 dBµV/m for 
a limit at 84 dBµV/m. 
 
 

EUT MODIFICATIONS OPERATOR TEST DATE RESULT TAB. 
N/A OAT 19/03/2020 - 

 
 
 

TEST SETUP PHOTO(S) – EUT POSITION 1 
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TEST SETUP PHOTO(S) – EUT POSITION 2 
 

 

 

 
TEST SETUP PHOTO(S) – EUT POSITION 3 
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