
1. 99% & 26dB Bandwidth 

1.1 GSM850_OBW 

1.1.1 Test Result 

Band: GSM850 

ENV 
Mode Frequency 

(MHz) 

99% Occupied Bandwidth (MHz) 
Verdict 

Network Subset Result Limit 

NTNV 

GPRS 1 TX Slot 

824.2 0.246 / Pass 

836.6 0.246 / Pass 

848.8 0.249 / Pass 

EGPRS 1 TX Slot 

824.2 0.242 / Pass 

836.6 0.232 / Pass 

848.8 0.244 / Pass 

  



1.1.2 Test Graph 

GSM850_GPRS_LCH_824.2MHz_1 TX Slot_NTNV 

 
GSM850_GPRS_MCH_836.6MHz_1 TX Slot_NTNV 

 

  



GSM850_GPRS_HCH_848.8MHz_1 TX Slot_NTNV 

 
GSM850_EGPRS_LCH_824.2MHz_1 TX Slot_NTNV 

 

  



GSM850_EGPRS_MCH_836.6MHz_1 TX Slot_NTNV 

 
GSM850_EGPRS_HCH_848.8MHz_1 TX Slot_NTNV 

 

  



 

1.2 GSM850_XDB 

1.2.1 Test Result 

Band: GSM850 

ENV 
Mode Frequency 

(MHz) 

26dB Bandwidth (MHz) 
Verdict 

Network Subset Result Limit 

NTNV 

GPRS 1 TX Slot 

824.2 0.314 / Pass 

836.6 0.319 / Pass 

848.8 0.313 / Pass 

EGPRS 1 TX Slot 

824.2 0.293 / Pass 

836.6 0.295 / Pass 

848.8 0.304 / Pass 

  



1.2.2 Test Graph 

GSM850_GPRS_LCH_824.2MHz_1 TX Slot_NTNV 

 
GSM850_GPRS_MCH_836.6MHz_1 TX Slot_NTNV 

 

  



GSM850_GPRS_HCH_848.8MHz_1 TX Slot_NTNV 

 
GSM850_EGPRS_LCH_824.2MHz_1 TX Slot_NTNV 

 

  



GSM850_EGPRS_MCH_836.6MHz_1 TX Slot_NTNV 

 
GSM850_EGPRS_HCH_848.8MHz_1 TX Slot_NTNV 

 

  



 

2. 99% & 26dB Bandwidth 

2.1 PCS1900_OBW 

2.1.1 Test Result 

Band: PCS1900 

ENV 
Mode Frequency 

(MHz) 

99% Occupied Bandwidth (MHz) 
Verdict 

Network Subset Result Limit 

NTNV 

GPRS 1 TX Slot 

1850.2 0.242 / Pass 

1880 0.247 / Pass 

1909.8 0.243 / Pass 

EGPRS 1 TX Slot 

1850.2 0.245 / Pass 

1880 0.247 / Pass 

1909.8 0.243 / Pass 

  



2.1.2 Test Graph 

PCS1900_GPRS_LCH_1850.2MHz_1 TX Slot_NTNV 

 
PCS1900_GPRS_MCH_1880MHz_1 TX Slot_NTNV 

 

  



PCS1900_GPRS_HCH_1909.8MHz_1 TX Slot_NTNV 

 
PCS1900_EGPRS_LCH_1850.2MHz_1 TX Slot_NTNV 

 

  



PCS1900_EGPRS_MCH_1880MHz_1 TX Slot_NTNV 

 
PCS1900_EGPRS_HCH_1909.8MHz_1 TX Slot_NTNV 

 

  



 

2.2 PCS1900_XDB 

2.2.1 Test Result 

Band: PCS1900 

ENV 
Mode Frequency 

(MHz) 

26dB Bandwidth (MHz) 
Verdict 

Network Subset Result Limit 

NTNV 

GPRS 1 TX Slot 

1850.2 0.311 / Pass 

1880 0.318 / Pass 

1909.8 0.312 / Pass 

EGPRS 1 TX Slot 

1850.2 0.314 / Pass 

1880 0.322 / Pass 

1909.8 0.309 / Pass 

  



2.2.2 Test Graph 

PCS1900_GPRS_LCH_1850.2MHz_1 TX Slot_NTNV 

 
PCS1900_GPRS_MCH_1880MHz_1 TX Slot_NTNV 

 

  



PCS1900_GPRS_HCH_1909.8MHz_1 TX Slot_NTNV 

 
PCS1900_EGPRS_LCH_1850.2MHz_1 TX Slot_NTNV 

 

  



PCS1900_EGPRS_MCH_1880MHz_1 TX Slot_NTNV 

 
PCS1900_EGPRS_HCH_1909.8MHz_1 TX Slot_NTNV 

 

 

- End of the Appendix - 

 

 

 


