
1. Peak-Average Ratio 

1.1 Band2 

1.1.1 Test Result 

Band: 2 

ENV 
Mode Frequency 

(MHz) 

Peak-Average Ratio (dB) 
Verdict 

Network Subset Result Limit 

NTNV 

RMC 12.2kbps RMC 

1852.4 2.67 <=13 Pass 

1880 2.86 <=13 Pass 

1907.6 2.88 <=13 Pass 

HSDPA Subtest 1 

1852.4 5.65 <=13 Pass 

1880 5.67 <=13 Pass 

1907.6 5.66 <=13 Pass 

HSUPA Subtest 1 

1852.4 5.67 <=13 Pass 

1880 5.38 <=13 Pass 

1907.6 5.54 <=13 Pass 

  



1.1.2 Test Graph 

Band2_RMC_LCH_1852.4MHz_12.2kbps RMC_NTNV 

 
Band2_RMC_MCH_1880MHz_12.2kbps RMC_NTNV 

 

  



Band2_RMC_HCH_1907.6MHz_12.2kbps RMC_NTNV 

 
Band2_HSDPA_LCH_1852.4MHz_Subtest 1_NTNV 

 

  



Band2_HSDPA_MCH_1880MHz_Subtest 1_NTNV 

 
Band2_HSDPA_HCH_1907.6MHz_Subtest 1_NTNV 

 

  



Band2_HSUPA_LCH_1852.4MHz_Subtest 1_NTNV 

 
Band2_HSUPA_MCH_1880MHz_Subtest 1_NTNV 

 

  



Band2_HSUPA_HCH_1907.6MHz_Subtest 1_NTNV 

 

  



 

2. Peak-Average Ratio 

2.1 Band5 

2.1.1 Test Result 

Band: 5 

ENV 
Mode Frequency 

(MHz) 

Peak-Average Ratio (dB) 
Verdict 

Network Subset Result Limit 

NTNV 

RMC 12.2kbps RMC 

826.4 2.95 <=13 Pass 

836.6 2.99 <=13 Pass 

846.6 2.91 <=13 Pass 

HSDPA Subtest 1 

826.4 5.67 <=13 Pass 

836.6 5.61 <=13 Pass 

846.6 5.71 <=13 Pass 

HSUPA Subtest 1 

826.4 5.64 <=13 Pass 

836.6 5.65 <=13 Pass 

846.6 5.63 <=13 Pass 

  



2.1.2 Test Graph 

Band5_RMC_LCH_826.4MHz_12.2kbps RMC_NTNV 

 
Band5_RMC_MCH_836.6MHz_12.2kbps RMC_NTNV 

 

  



Band5_RMC_HCH_846.6MHz_12.2kbps RMC_NTNV 

 
Band5_HSDPA_LCH_826.4MHz_Subtest 1_NTNV 

 

  



Band5_HSDPA_MCH_836.6MHz_Subtest 1_NTNV 

 
Band5_HSDPA_HCH_846.6MHz_Subtest 1_NTNV 

 

  



Band5_HSUPA_LCH_826.4MHz_Subtest 1_NTNV 

 
Band5_HSUPA_MCH_836.6MHz_Subtest 1_NTNV 

 

  



Band5_HSUPA_HCH_846.6MHz_Subtest 1_NTNV 

 

 

- End of the Appendix - 

 


