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1. General information’s 
 

1-1 Test Performed 

 Company name : LTA Co., Ltd. 

 Address  : 243, Jubug-ri,Yangji-Myeon,Youngin-Si, Kyunggi-Do, Korea. 449-822 

 Web site : http://www.ltalab.com 

 E-mail : chahn@ltalab.com 

 Telephone : +82-31-323-6008 

 Facsimile  +82-31-323-6010 

 
Quality control in the testing laboratory is implemented as per ISO/IEC 17025 which is the “General 

requirements for the competents of calibration and testing laboratory”. 

 

 

1-2 Accredited agencies 

LTA Co., Ltd. is approved to perform EMC testing by the following agencies: 

Agency Country Accreditation No. Validity Reference 

NVLAP U.S.A 200723-0 2011-09-30 ECT accredited Lab. 

KCC KOREA KR0049 2013-04-24 EMC accredited Lab. 

FCC U.S.A 610755 2014-04-27 FCC filing 

FCC U.S.A 649054 2013-04-13 FCC CAB 

VCCI JAPAN R2133(10m), C2307 2014-06-21 VCCI registration 

VCCI JAPAN T-2009  2013-12-23 VCCI registration 

IC CANADA IC5799 2012-05-14 IC filing 
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2. Information’s about test item 
2-1 Client  

 Company name : Alien Technology Corporation 

 Address  : 18220 Butterfield Blvd Morgan Hill, CA 95037, USA 

 Tel / Fax : Tel : 408-201-7475 / Fax : 408-201-7475 

2-2 Manufacturer 

 Company name : ATID CO., Ltd 

 

 

Address  

 

: 

 

205 Migun Technoworld 1, 533, Yongsan-dong, Yuseong-gu, 

Daejeon, Korea, 305-500 

 Tel / Fax : Tel : 82-2-544-1436 / Fax :82-2-544-1438 

2-3 Equipment Under Test (EUT) 

 Trade name : Industrial PDA 

 FCC ID : P65ALH9001 

 Model name : ALH-9001 

 Varient Model name : ALH-9001-EMA , Si203 

 Serial number : Identical prototype 

 Date of receipt : June 23, 2011 

 EUT condition : Pre-production, not damaged 

 Antenna type : PCB antenna with Max. 3.824 dBi gain 

 Frequency Range : 2412MHz ~ 2462MHz (DSSS) 

 RF output power : Max 22.54dBm - Conducted (802.11b) 

  : Max 26.14dBm - Conducted (802.11g) 

 Number of channels : 11 

 Type of Modulation : CCK, DQPSK, DBPSK for DSSS 

  : 64QAM, 16QAM, QPSK, BPSK for OFDM 

 Transfer Rate : 11/5.5/2/1Mbps for 802.11b 

  : 54/48/36/24/18/12/9/6Mbps for 802.11g 

 Power Source for Batt. : Battery Pack: 3.7V (Polymer Lithium Ion Battery ) 

 Power for Adaptor. : Input: 100-240VAC, 0.4A         Output: 5.0VDC, 3A 

 Firmware Version : CE50203ENGALI_0404_T0 

2-4 Tested frequency 

  LOW MID HIGH 

 Frequency (MHz) for 802.11b/g 2412 2437 2462 

2-5 Ancillary Equipment  

 Equipment Model No. Serial No. Manufacturer 

 Notebook Vostro 1015 DN9RBN1 DELL 

 Cradle ATUHF N/A ATID 

 Earphone N/A N/A N/A 

 



 Ref. No.: LR500111107C 

Copyright c̈́  2011, LTA Co., Ltd.                          Page 5 of 40d

 

3. Test Report 
 

3.1 Summary of tests 

 

FCC Part 

Section(s) 
Parameter Limit 

Test 

Conditio

n 

Status 

(note 1) 

15.247(a) 6 dB Bandwidth > 500kHz C 

15.247(b) Transmitter Peak Output Power < 1Watt C 

15.247(d) Transmitter Power Spectral Density 
< 8dBm @ 
3kHz 

C 

15.247(d) Band Edge & Spurious > 20 dBc 

Conducted 

C 

15.209  Field Strength of Harmonics  Emission  Radiated C 

15.207  AC Conducted Emissions Emissions  Conducted C 

15.203 Antenna requirement - - C 

Note 1: C=Complies   NC=Not Complies   NT=Not Tested   NA=Not Applicable 

Note 2: The data in this test report are traceable to the national or international standards. 

 

�Æ Antenna Requirement 
 The Alien Technology Corporation FCC ID: P65ALH9001 unit complies with the requirement of §15.203.  The 
antenna is connected to inside of EUT. And type is PCB antenna. 
 
The sample was tested according to the following specification:  
FCC Parts 15.247; ANSI C-63.4-2003 
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3.2 Technical Characteristics Test (802.11b/g) 

 

3.2.1  6 dB Bandwidth 

 

Procedure: 

The bandwidth at 6dB below the highest in-band spectral density was measured with a spectrum analyzer connected 

to the antenna terminal, while EUT is operating in transmission mode at the appropriate frequencies. 

After the trace being stable, Use the marker-to-peak function to set the marker to the peak of the emission.  Use the 

marker-delta function to measure 6dB down one side of the emission.  Reset the marker-delta function, and move the 

marker to the other side of the emission, until it is ( as close as possible to ) even with the reference marker level.  The 

marker-delta reading at this point is the 6 dB bandwidth of the emission. 

The spectrum analyzer is set to:  

Center frequency = the highest, middle and the lowest channels 

RBW = 100 kHz  Span = 30 MHz 

VBW = 300 kHz (VBW ̹ RBW) Sweep = auto 

Trace = max hold Detector function = peak 

Measurement Data: 

Test Results 
Mode 

Frequency
(MHz) 

Channel No.
Measured Bandwidth (MHz) Result 

2412 1 12.59 Complies 

2437 6 12.07 Complies 802.11b 

2462 11 12.11 Complies 

2412 1 16.50 Complies 

2437 6 16.50 Complies 802.11g 

2462 11 16.50 Complies 

-  See next pages for actual measured spectrum plots. 

 Minimum Standard: 

6 dB Bandwidth  >  500kHz 

Measurement Setup 

 

 

 Coax cable 

 

 Figure 1: Measurement setup for the carrier frequency separation 

ªº¹d ¸ÕÊÈÙ×ÚÒd¦ÓÆÑÞßÊ×
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3.2.2 Peak Output Power Measurement  

 

Procedure: 

 The maximum peak output power was measured with the spectrum analyzer connected to the antenna output of the 

EUT. The spectrum analyzer’s internal channel power integration function is used to integrate the power over a 

bandwidth greater than or equal to the 99% bandwidth. The EUT was operating in transmit mode at the appropriate 

center frequency. 

The spectrum analyzer is set to:  

Center frequency = the highest, middle and the lowest channels 

RBW = 1MHz  Span = auto 

VBW = 3MHz (VBW ̹ RBW) Sweep = auto 

Detector function = peak  

 

Measurement Data: 

Test Results 

Measured Data (dBm) Mode 
Frequency

(MHz) 
Channel No.

Peak Average 
Result 

2412 1 21.95 16.81 Complies 

2437 6 20.72 16.40 Complies 802.11b 

2462 11 22.54 16.57 Complies 

2412 1 25.87 16.25 Complies 

2437 6 26.14 16.56 Complies 802.11g 

2462 11 25.16 15.62 Complies 

- See next pages for actual measured spectrum plots. 

 

Minimum Standard: 

Peak output power  <  1W 

Measurement Setup 

 

 

 Coax cable 

 

 Figure 1: Measurement setup for the carrier frequency separation 

ªº¹d ¸ÕÊÈÙ×ÚÒd¦ÓÆÑÞßÊ×dlµÊÆÐmd

µÔÜÊ×dÒÊÙÊ×dl¦ÛÊ×ÆÌÊmd
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3.2.3 Power Spectral Density 

 

Procedure: 

The peak power density is measured with a spectrum analyzer connected to the antenna terminal while the EUT is 

operating in transmission mode at the appropriate frequencies. 

The spectrum analyzer is set to:  

RBW = 3 kHz  Span = 300 kHz 

VBW = 10 kHz Sweep = 1000 sec 

Detector function = peak Trace = max hold 

 

 

Measurement Data: 

Test Results 
Mode 

Frequency  
(MHz) 

Ch. 
dBm Result 

2412 1 -4.99 Compliesd

2437 6 -5.91 Compliesd802.11b 

2462 11 -6.33 Compliesd

2412 1 -7.64 Compliesd

2437 6 -7.46 Complies 802.11g 

2462 11 -8.33 Complies 

- See next pages for actual measured spectrum plots. 

 

Minimum Standard: 

Power Spectral Density < 8dBm @ 3kHz BW 

 

Measurement Setup 

  Same as the Chapter 3.2.1 (Figure 1) 
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802.11b Power Density Measurement  

CH 1 

 

CH 6 
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CH 11 
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802.11g Power Density Measurement  

CH 1 

 

CH 6 
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CH 11 
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3.2.4 Band - edge  

 

Procedure: 

The bandwidth at 20dB down from the highest inband spectral density is measured with a spectrum analyzer 

connected to the antenna terminal, while EUT is operating in transmission mode at the appropriate frequencies. 

After the trace being stable, Use the marker-to-peak function to measure 20 dB down both sides of the intentional 

emission. 

 

The spectrum analyzer is set to: 

 

Center frequency = the highest, middle and the lowest channels 

RBW = 100 kHz  VBW = 100 kHz 

Span = 40 MHz Detector function = peak 

Trace = max hold Sweep = auto 

 

Measurement Data:  Complies 

- All conducted emission in any 100kHz bandwidth outside of the spread spectrum band was at least 20dB lower 

than the highest inband spectral density.  Therefore the applying equipment meets the requirement. 

-  See next pages for actual measured spectrum plots. 

  

Minimum Standard:  > 20 dBc 
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802.11b Band–edge :  Conducted Measurements 
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Band-edges in the restricted band 2310-2390 MHz measurement 

Reading Correction Limits Result Margin 
Frequency 

[dBuV/m] Factor [dBuV/m] [dBuV/m] [dB] 

[MHz]   AV / Peak 

Pol. 

Antenna 
Amp. 

Gain 
Cable   AV / Peak  AV / Peak AV / Peak 

2390 51.58 67.51 H 25.4  37.1  4.0  54.0  74.0  43.8  59.8  10.2  14.2  

 

Band-edges in the restricted band 2483.5-2500 MHz measurement 

Reading Correction Limits Result Margin 
Frequency 

[dBuV/m] Factor [dBuV/m] [dBuV/m] [dB] 

[MHz]   AV / Peak 

Pol. 

Antenna 
Amp. 

Gain 
Cable   AV / Peak  AV / Peak AV / Peak 

2483.5 53.3  71.5  H 25.4  37.1  4.0  54.0  74.0  45.6  63.8  8.5  10.3  

Note : This EUT was tested in 3 orthogonal positions and the worst-case data was presented
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802.11g Band–edge :  Conducted Measurements 
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Band-edges in the restricted band 2310-2390 MHz measurement 

Reading Correction Limits Result Margin 
Frequency 

[dBuV/m] Factor [dBuV/m] [dBuV/m] [dB] 

[MHz]   AV / Peak 

Pol. 

Antenna 
Amp. 

Gain 
Cable   AV / Peak  AV / Peak AV / Peak 

2390 58.2 71.5 H 25.4  37.1  4.0  54.0  74.0  50.5  63.8  3.6  10.3  

 

Band-edges in the restricted band 2483.5-2500 MHz measurement 

Reading Correction Limits Result Margin 
Frequency 

[dBuV/m] Factor [dBuV/m] [dBuV/m] [dB] 

[MHz]   AV / Peak 

Pol. 

Antenna 
Amp. 

Gain 
Cable   AV / Peak  AV / Peak AV / Peak 

2483.5 60.3  74.3  H 25.4  37.1  4.0  54.0  74.0  52.5  66.6  1.5  7.5  

Note : This EUT was tested in 3 orthogonal positions and the worst-case data was presented
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802.11b - Low channel 

Frequency Range = 30 MHz ~ 10th harmonic. 
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802.11b - Mid channel 

Frequency Range = 30 MHz ~ 10th harmonic. 
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802.11b – High channel 

Frequency Range = 30 MHz ~ 10th harmonic. 
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802.11g - Low channel 

Frequency Range = 30 MHz ~ 10th harmonic. 
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802.11g - Mid channel 

Frequency Range = 30 MHz ~ 10th harmonic. 
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802.11g – High channel 

Frequency Range = 30 MHz ~ 10th harmonic. 
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3.2.5 Field Strength of Harmonics 
 
Procedure: 

The EUT was placed on a 0.8m high wooden table inside a shielded enclosure.  An antenna was placed near the 

EUT and measurements of frequencies and amplitudes of field strengths were recorded for reference during final 

measurements.  For final radiated testing, measurements were performed in OATS.  Measurements were performed 

with the EUT oriented in 3 orthogonal axis and rotated 360 degrees to determine worst-case orientation for maximum 

emissions. 

 

The spectrum analyzer is set to:  

Center frequency = the worst channel 

Frequency Range = 30 MHz ~ 10th harmonic. 

RBW = 100 kHz ( 30MHz ~ 1 GHz) 

     = 1 MHz  (1 GHz ~ 10th harmonic ) 

VBW ̹ RBW 

Span = 100 MHz Detector function = peak 

Trace = max hold Sweep = auto 

 

Measurement Data:  Complies 

 -  See next pages for actual measured data. 

 

Minimum Standard: FCC Part 15.209(a) 

Frequency (MHz) Limit (uV/m) @ 3m 

30 ~ 88 100 ** 

88 ~ 216 150 ** 

216 ~ 960 200 ** 

Above 960 500 

** Except as provided in 15.209(g), fundamental emissions from intentional radiators operating under this Section shall 

not be located in the frequency bands 54-72 MHz, 76-88MHz, 174-216MHz or 470-806MHz.  However, operation 

within these frequency bands is permitted under other sections of this Part, e.g. 15.231 and 15.241. 
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802.11b Measurement Data:  

Reading Correction Limits Result Margin 
Frequency 

[dBuV/m] Factor [dBuV/m] [dBuV/m] [dB] 

[MHz]   AV / Peak 

Pol. 

Antenna 
Amp. 

Gain 
Cable   AV / Peak   AV / Peak AV / Peak 

4824.0  48.5  61.3  H 31.4  36.5  5.7  54.0  74.0  49.2  62.0  4.8  12.0  

- - - - - - - - - - - - - 

- - - - - - - - - - - - - 

- - - - - - - - - - - - - 

Reading Correction Limits Result Margin 
Frequency 

[dBuV/m] Factor [dBuV/m] [dBuV/m] [dB] 

[MHz]   AV / Peak 

Pol. 

Antenna 
Amp. 

Gain 
Cable   AV / Peak   AV / Peak AV / Peak 

4874.0  48.0  60.8  H 31.4  36.5  5.7  54.0  74.0  48.7  61.5  5.3  12.5  

- - - - - - - - - - - - - 

- - - - - - - - - - - - - 

- - - - - - - - - - - - - 

Reading Correction Limits Result Margin 
Frequency 

[dBuV/m] Factor [dBuV/m] [dBuV/m] [dB] 

[MHz]   AV / Peak 

Pol. 

Antenna 
Amp. 

Gain 
Cable   AV / Peak   AV / Peak AV / Peak 

4924.00  47.5  60.3  H 31.4  36.5  5.7  54.0  74.0  48.2  61.0  5.8  13.0  

- - - - - - - - - - - - - 

- - - - - - - - - - - - - 

- - - - - - - - - - - - - 

No emissions were detected at a level greater than 20dB below limit. 
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802.11g Measurement Data:  

Reading Correction Limits Result Margin 
Frequency 

[dBuV/m] Factor [dBuV/m] [dBuV/m] [dB] 

[MHz]   AV / Peak 

Pol. 

Antenna 
Amp. 

Gain 
Cable   AV / Peak   AV / Peak AV / Peak 

4824.0  45.3  58.3  H 31.4  36.5  5.7  54.0  74.0  46.0  59.0  8.0  15.0  

- - - - - - - - - - - - - 

- - - - - - - - - - - - - 

- - - - - - - - - - - - - 

Reading Correction Limits Result Margin 
Frequency 

[dBuV/m] Factor [dBuV/m] [dBuV/m] [dB] 

[MHz]   AV / Peak 

Pol. 

Antenna 
Amp. 

Gain 
Cable   AV / Peak   AV / Peak AV / Peak 

4874.0  45.1  57.8  H 31.4  36.5  5.7  54.0  74.0  45.8  58.5  8.2  15.5  

- - - - - - - - - - - - - 

- - - - - - - - - - - - - 

- - - - - - - - - - - - - 

Reading Correction Limits Result Margin 
Frequency 

[dBuV/m] Factor [dBuV/m] [dBuV/m] [dB] 

[MHz]   AV / Peak 

Pol. 

Antenna 
Amp. 

Gain 
Cable   AV / Peak   AV / Peak AV / Peak 

4924.00  44.8  57.2  H 31.4  36.5  5.7  54.0  74.0  45.5  57.9  8.5  16.1  

- - - - - - - - - - - - - 

- - - - - - - - - - - - - 

- - - - - - - - - - - - - 

No emissions were detected at a level greater than 20dB below limit. 
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Radiated Emissions –WLAN+Activesync+“H”+MP3+Cam 

 












