RF Antenna Cable Assembly

Specification

1. Electrical Properties :

1.1 Frequency Range................

1.2 Impedance ..............cceeve.

L3VSWR .o
14 Return LOSS.......coevvvinnnnn.
1.5 Radiation ..........ccovevvivennnn.
1.6 Gain(peak)..........cocveuvennnnn.
1.7 Cable LOSS.......ccvvn venniiinenn.
1.8 Polarization.......................

1.9 Admitted Power..................
110 Cable ..,
1.11 Connector

2. Physical Properties :

2.1 Antenna Body................ ....

2.2 Antenna Base................ ....
2.3 Antenna Base................ ....
2.4 ChasSiS......ccvveies cieeeienn,
2.4 Operating Temp. ................
2.5 Storage Temp. ......covvvvennnnn.
26 Color ...oovviiii

2.4GHz ~ 2.5GHz

50Q Nominal

1.92:1 Max.

-10 dB Max.
Omni-directional

5.0dBi (excluding cable loss)
1.5dB Max.

Linear ; Vertical

1w
CBL-101 Coaxial Cable
SMA Straight Plug Reverse

TPE

PC

PC

PP

-10C ~ +60°C
-10C ~+70C
Black
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Packing:1pcs/PE Bag

O\ |
A ° 13| Magnet |Magnet 2
@ 12 | Cushion Silicone; 60A 1
| | 11 | Chassis PP,Color:Black 1
; @ . 10 Helix Phosphor Bronze 1
@'\ ' 9 | Connector |SMA Straight Plug/Reverse 1
} i ; ; 1000£10 8 Tube Heat Shrink Tube 1
: i L 7 Cable CBL-101 Cable,Color:Black,508 1
3 | 6 | Insulator | POM,White 1
YA 11— 2 5 | Ground Tube |Brass,Ni-Plated 1
\@ 4| Rivet |POM,Color:Black 2
3 JAntenna Base | PC,Color:Black 1
2 lantenna Base | PC,Color:Black 1
1 |Antenna Body | TPE,Color:Black 1
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Megear 5.
RF Antenna Assembly

P/No. C381-540136-A SSR-83067 Spec:2.4~2.5GHz
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[ SPECIFICATION: | 1C*22AWG+B

CONSTRUCTION D.W.G

ITEM SPECIFICATION
AWG MAWG PVC JACKET
CONDUCTOR [MATERIAL TINNED COPPER
COND.SIZE 7/0.254% 0.008mm BRAID COPER
MIN.AVG.THICK 0.50 mm /
INSULATION |MATERIAL FM-PE : CONDUCTOR
0.D 2.00£0.10 mm 5‘
NO. IC '
BRAID MATERIAL BARE COPPER INSULATION
COPPER SIZE(COVERAGE) 16*5/0.10% 0.008 mm
MIN.AVG.THICK 0.20 mm
JACKET MATERIAL HALF MATT PVC
COLOUR UL813 BLACK LOW TOXIC COLOUR CODE:
O0.D 2.90+0.10 mm NATURAL

MARKING

REMARK
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ELECTRICAL CHARACTERISTICS

PHYSICAL PROPERTIES

I.Impedance: 50+3 02 @TDR

COPARINER

COPARTNER WIRE & CABLE
(SHENZHEN) MFG CO., LTD.

2.Max, Operation Frequency - 6GHz PART NO. 3770122006
<2.50dBIM@6G Hz CHECKED | i+ REV A
DRAWING | LAY DATE 2004/3/2

CP-EW-206A
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WHA YU INDUSTRIAL CO.,, LTD
Connector #1 B EHHE
Egy e ETE
Whayu P}/LN 100-2001090-AZ Product Name SMA Plug Reverse for 2.9 Cable
FEFEEIE
B FiH R
1 ez Teflon PTFE N/A
21 A& Brass Cu Pb Fe | Fe+Sn Zn L 1~3u”
3| =0t | Phos. Bronze Cu Sn P Zn Pb L 5"
4 JEX=o Brass Cu Pb Fe | Fe+Sn Zn 4 1~3u”
Remark -






