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FCC Compliance BTS/RFS
RoHS Label

Label Type / Material: 3
See Cover page for Material definition

2.72 +/-.03

2.22 +/-.03

This device complies with Part 15, Subpart B, 
Class A of the FCC Rules.  The operation is 
subject to the following two conditions:

(2) This device must accept any interference    
received, including interference that may 
cause undesired operation.

(1) This device may not cause harmful       
interference, and
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Part No. 40-00332-22R
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Regulatory labels’ location
(BTS-MX Bottom)
Only applicable to: 
3a. AC version of BTS-MX
3b. 2.3 GHz version of BTS-MX
3c. 2.4 GHz version of BTS-MX

3. Center the following labels as shown, touching the sides of the Regulatory label.
3a: Only for AC BTS-MX models, adhere 40-00332-08R* (or updated rev. if applicable) 
Nordic Countries’ AC Power Caution label as shown. See bold direction arrows.
3b: Only for 2.3 GHz BTS-MX models, adhere 
40-00332-12R* (or updated rev. if applicable) Regulatory IDA Singapore label as 
shown. See bold direction arrows. 
3c: Only for 2.4GHz BTS-MX models, adhere 40-00332-22R* (or updated rev. if 
applicable) FCC Compliance label as shown.
For all other BTS-MX models, these labels will not be included in the BOM and 
therefore not applicable.

* See the BOM for applicable & appropriate label.
BTS-MX (Back)

BTS-MX (Front)

Complies with
IDA Standards

DA103254

Freq. Range:  2300-2350 MHz

40-00332-12R

Complies with
IDA Standards

DA103254

Freq. Range:  2300-2350 MHz

40-00332-12R

• Laite on liitettăvă
suojamaadoituskoskettimilla
varustettuun pistorasiaan

• Apparatet má tilkoples jordet stikkontakt
• Apparaten skall anslutas till jordat uttag

40-00332-08R

• Laite on liitettăvă
suojamaadoituskoskettimilla
varustettuun pistorasiaan

• Apparatet má tilkoples jordet stikkontakt
• Apparaten skall anslutas till jordat uttag

40-00332-08R

3a3a 3b3b

QTY = 1QTY = 1

95-92600-00A 061500004

Made in U.S.A.

Model No. 3.4-3.5-BTS3A-R1
Part No. 92-93400-00R

Input:  100-240 VAC       50/60Hz    
10A

Freq. Range: 3400-3610 MHz
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Navini Networks®

Ripwave MX BTS

Made in U.S.A.

Model No. 3.4-3.5-BTS3A-R1
Part No. 92-93400-00R

Input:  100-240 VAC       50/60Hz    
10A

Freq. Range: 3400-3610 MHz
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Navini Networks®

Ripwave MX BTS

• Laite on liitettăvă
suojamaadoituskoskettimilla
varustettuun pistorasiaan

• Apparatet má tilkoples jordet stikkontakt
• Apparaten skall anslutas till jordat uttag

40-00332-08R

• Laite on liitettăvă
suojamaadoituskoskettimilla
varustettuun pistorasiaan

• Apparatet má tilkoples jordet stikkontakt
• Apparaten skall anslutas till jordat uttag

40-00332-08R

This device complies with Part 15, Subpart B, 
Class A of the FCC Rules.  The operation is 
subject to the following two conditions:

(2) This device must accept any interference    
received, including interference that may 
cause undesired operation.

(1) This device may not cause harmful       
interference, and
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This device complies with Part 15, Subpart B, 
Class A of the FCC Rules.  The operation is 
subject to the following two conditions:

(2) This device must accept any interference    
received, including interference that may 
cause undesired operation.

(1) This device may not cause harmful       
interference, and
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QTY = 1

This device complies with Part 15, Subpart B, 
Class A of the FCC Rules.  The operation is 
subject to the following two conditions:

(2) This device must accept any interference    
received, including interference that may 
cause undesired operation.

(1) This device may not cause harmful       
interference, and
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This device complies with Part 15, Subpart B, 
Class A of the FCC Rules.  The operation is 
subject to the following two conditions:

(2) This device must accept any interference    
received, including interference that may 
cause undesired operation.

(1) This device may not cause harmful       
interference, and
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