
Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/18/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.49 mho/m; εr = 52; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(6.97, 6.97, 6.97); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 
 

Rear Touch/Rel.99/Ch9400/Area Scan (11x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.673 mW/g 
 

Rear Touch/Rel.99/Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 21.7 V/m; Power Drift = -0.199 dB 
Peak SAR (extrapolated) = 0.968 W/kg 
SAR(1 g) = 0.469 mW/g; SAR(10 g) = 0.203 mW/g 
Maximum value of SAR (measured) = 0.704 mW/g 

  

 
0 dB = 0.704mW/g 

 



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/18/2012 

W-CDMA Band II 

Frequency: 1852.4 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1852.4 MHz; σ = 1.46 mho/m; εr = 52; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(6.97, 6.97, 6.97); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 
 

Rear 20 deg Tilt@Edge 1/Rel.99/Ch9262/Area Scan (11x15x1): Measurement grid: dx=15mm, 

dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.421 mW/g 
 

Rear 20 deg Tilt@Edge 1/Rel.99/Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 17.0 V/m; Power Drift = 0.127 dB 
Peak SAR (extrapolated) = 1.31 W/kg 
SAR(1 g) = 0.598 mW/g; SAR(10 g) = 0.247 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.709 mW/g 

  

 
0 dB = 0.709mW/g 

  



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/18/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.49 mho/m; εr = 52; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(6.97, 6.97, 6.97); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 
 

Rear 20 deg Tilt@Edge 1/Rel.99/Ch9400/Area Scan (11x15x1): Measurement grid: dx=15mm, 

dy=15mm 
Maximum value of SAR (measured) = 0.826 mW/g 
 

Rear 20 deg Tilt@Edge 1/Rel.99/Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 23.4 V/m; Power Drift = 0.189 dB 
Peak SAR (extrapolated) = 1.80 W/kg 
SAR(1 g) = 0.767 mW/g; SAR(10 g) = 0.303 mW/g 
Maximum value of SAR (measured) = 0.964 mW/g 

  

 
0 dB = 0.964mW/g 

 



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/18/2012 

W-CDMA Band II 

Frequency: 1907.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1907.6 MHz; σ = 1.52 mho/m; εr = 51.9; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(6.97, 6.97, 6.97); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 
 

Rear 20 deg Tilt@Edge 1/Rel.99/Ch9538/Area Scan (11x15x1): Measurement grid: dx=15mm, 

dy=15mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.724 mW/g 
 

Rear 20 deg Tilt@Edge 1/Rel.99/Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 19.4 V/m; Power Drift = 0.11 dB 
Peak SAR (extrapolated) = 2.33 W/kg 
SAR(1 g) = 1.03 mW/g; SAR(10 g) = 0.409 mW/g 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.17 mW/g 

  

 
0 dB = 1.17mW/g 

 

 



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/18/2012 

W-CDMA Band II 

Frequency: 1907.6 MHz; Duty Cycle: 1:1 
 

Rear 20 deg Tilt@Edge 1/Rel.99/Ch9538/Z Scan (1x1x21): Measurement grid: dx=20mm, dy=20mm, 

dz=5mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.553 mW/g 

 

 



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/18/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.49 mho/m; εr = 52; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(6.97, 6.97, 6.97); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 
 

Edge 1 Touch/Rel.99/Ch9400/Area Scan (7x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.621 mW/g 
 

Edge 1 Touch/Rel.99/Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 20.4 V/m; Power Drift = -0.084 dB 
Peak SAR (extrapolated) = 1.03 W/kg 
SAR(1 g) = 0.443 mW/g; SAR(10 g) = 0.177 mW/g 
Maximum value of SAR (measured) = 0.706 mW/g 

  

 
0 dB = 0.706mW/g 

 



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/18/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.49 mho/m; εr = 52; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(6.97, 6.97, 6.97); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used))Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 
 

Rear with 14mm Dist./Rel.99/Ch9400/Area Scan (11x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.111 mW/g 
 

Rear with 14mm Dist./Rel.99/Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 9.02 V/m; Power Drift = -0.066 dB 
Peak SAR (extrapolated) = 0.177 W/kg 
SAR(1 g) = 0.104 mW/g; SAR(10 g) = 0.055 mW/g 
Maximum value of SAR (measured) = 0.134 mW/g 

  

 
0 dB = 0.134mW/g 

 



Test Laboratory: UL CCS SAR Lab D                                                                               Date/Time: 9/18/2012 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.49 mho/m; εr = 52; ρ = 1000 kg/m
3
 ;  

DASY4 Configuration: 
- Area Scan setting - Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3749; ConvF(6.97, 6.97, 6.97); Calibrated: 1/27/2012 
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BB; Serial: SN:1017 
 

Edge 1 with 14mm Dist./Rel.99/Ch9400/Area Scan (7x15x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.229 mW/g 
 

Edge 1 with 14mm Dist./Rel.99/Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.5 V/m; Power Drift = -0.159 dB 
Peak SAR (extrapolated) = 0.357 W/kg 
SAR(1 g) = 0.194 mW/g; SAR(10 g) = 0.096 mW/g 
Maximum value of SAR (measured) = 0.261 mW/g 

  

 
0 dB = 0.261mW/g 

  


