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Specification

1. Electrical  Properties :

1.1 Frequency Range… … … … … … … … … … … … …

1.2 Impedance … … … … … … … … … … … … … … … … ..

1.3 VSWR … … … … … … … … … … … … … … … … … … .

1.4 Return Loss… … … … … … … … … … … … … … … … … ..

1.5 Radiation … … … … … … … … … … … … … … … … …

1.6 Gain(peak)… … … … .… … … … 2.0dBi (excluding cable loss )

1.7 Cable Loss… … … … … … … … … … … … … … ..… … … … ..0.9dB Max.

1.8 Polarization… … … … … … … … … … … … … … … … .Linear ; Vertical

1.9 Admitted Power… … … … … … … … … … … … …

1.10 Cable… … … … … … … … … … … … … … … …

2. Physical Properties :

2.1 Antenna Body… … … … … . … … … … … … … … … .TPE

2.2 Antenna Base… … … … … . … … … … … … … … … .PC

2.3 Antenna Base… … … … … . … … … … … … … … … .PC

2.4 Operating Temp. … … … … … … … … … … … … … … …-10℃ ~ +60℃

2.5 Storage Temp. … … … … … … … … … … … … … … … ..-10℃ ~ +70℃

2.6 Color … … … … … … … … … … … … … … … … ..Black

RF Antenna Cable Assembly

Omni-directional

Φ1.13 Cable

1W

2.4GHz ~ 2.5GHz  

50Ω Nominal

1.92:1 Max.

-10 dB Max.
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Appliance Wiring Material - Component 

Marking: Company name or tradename "FSC" , voltage rating, temperature rating, conductor size, conductor material if other than copper, 

and use. 

Copyright © 2007 Underwriters Laboratories Inc.®

The appearance of a company's name or product in this database does not in itself assure that products so identified have been 

manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Listed and covered under 

UL's Follow-Up Service. Always look for the Mark on the product. 

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1. The Guide 

Information, Designs and/or Listings (files) must be presented in their entirety and in a non-misleading manner, without any manipulation of 

the data (or drawings). 2. The statement "Reprinted from the Online Certifications Directory with permission from Underwriters Laboratories 

Inc." must appear adjacent to the extracted material. In addition, the reprinted material must include a copyright notice in the following 

format: "Copyright © 2007 Underwriters Laboratories Inc.®" 

AVLV2.E172803

Appliance Wiring Material - Component 

Page Bottom

See General Information for Appliance Wiring Material - Component

HANGZHOU FUTONG SHOWA WIRE & DEVICES CO LTD E172803

1-8 FUTONG HI-TECH PARK

JINQIUDADAO RD

FUYANG, ZHEJIANG 311400 CHINA

Table of Recognized Styles

Single-conductor, thermoplastic insulation.

1007 1354 1571 1865 10168 10271 10380

1015 1430 1589 10012 10198 10272 10381

1032 1431 1617 10026 10226 10321 10494

1061 1533 1618 10027 10234 10360 11032

1095 1534 1672 10029 10236 10368 11033

1185 1569 1691 10166 10237 10369

Multiple-conductor, thermoplastic insulation.

2444 2464 2468 2547 2835 2969 20276 20488

Single-conductor, thermoset insulation.

3173 3266 3287 3302 3347 3386 3436 3464

3195 3271 3288 3321 3348 3416 3443 3469

3265 3272 3289 3346 3385 3417 3463 3476

Last Updated on 2007-05-23

Questions? Notice of Disclaimer Page Top
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UNDERWRITERS LABORATORIES INC.       APPLIANCE WIRIING MATERIAL 
Subj. 758  Section 1  *Page 1354    Issued:  1964-02-19 
          Revised:  2003-03-31 

Style 1354  Coaxial Cable. 
_____________________________________________________________________________

Rating  60 C or 80 C, 30 V. 
_____________________________________________________________________________

Conductors  No. 44 AWG min, material not specified. 
_____________________________________________________________________________

Insulation  2 mils minimum at any point, 125 mils maximum.  The  
   insulation may be:  

   Extruded solid or cellular PE, FRPE, Polypropylene, PFA,  
   FEP, ECTFE, PTFE, ETFE, or combination thereof with or  
   without irradiation; or tape wrapped solid or cellular  
   PTFE, PFA, or FEP.  Applied as a  spiral wrapped thread  
   (5 mils minimum, 40 mils maximum) and enclosed in a  
   tube of insulation. 
_____________________________________________________________________________

Covering  Optional.  Extruded PVC, PFA, Polyamide, Polyester, PVDF, 
   FEP, PTFE, ECTFE, ETFE, PE, XLPE, XLFRPE or FRPE;  
   lacquered braids; heat sealed PTFE, PFA or FEP tape;  
   Polyester or Polyester-Polyethylene film.  Thicknesses  
   not specified. 
_____________________________________________________________________________

Shield  Optional. (Required if outer shield not provided.) 
_____________________________________________________________________________

Covering  Optional.  Extruded PVC, PFA, PP, Polyamide, Polyester,  
   PVDF, FEP, PTFE, ECTFE, ETFE, PE, XLPE, XLFRPE or FRPE;  
   lacquered braids; heat sealed PTFE, PFA or FEP tape;  
   Polyester or Polyester-Polyethylene film.  Thicknesses  
   not specified. 
_____________________________________________________________________________

Outer Shield Optional.  (Required if inner shield not provided.) 
_____________________________________________________________________________

Outer Covering Optional.  (Required if outer shield is provided.) 
   Extruded Irradiated PE Irradiated PVC Polyurethane PVC, 
   PFA, PP, Polyamide, Polyester, PVDF, FEP, PTFE, ECTFE,  
   ETFE, PE, XLPE, XLFRPE or FRPE; lacquered braids; heat  
   sealed PTFE, PVC, PFA or FEP tape; Polyester or  
   Polyester-Polyethylene film.  Thicknesses not specified. 
_____________________________________________________________________________
        (Continued on Page 1354A) 

RLS_AWM\459
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UNDERWRITERS LABORATORIES INC.       APPLIANCE WIRIING MATERIAL 
Subj. 758  Section 1  *Page 1354A    Issued:  1964-02-19 
          Revised:  2003-03-31 

Standard  Appliance Wiring Material UL 758. 
_____________________________________________________________________________

Instructions Detailed Examination. 
to UL 
Representative
______________________________________________________________________________

UL   (4)  Detailed Examination. 
Counter-Check (12) Horizontal Flame Test. 
Program
______________________________________________________________________________

Marking  General. 
______________________________________________________________________________

Use   Internal wiring of Class 2 circuits of electronic equipment 
   or as insulated single in jacketed multiconductor cables. 

RLS_AWM\459
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NOV-12-2007 12 : 17PM FROM-TA I WAN YOSON 

70-1 AC I -D G, YmU-SI , JEOLLANAM-DO. KOREA HTTP: I/ w M.GN%I~E.CU -- r,. ;. 
Fax : (001 )680-8070 & '71.: a 

Te l : (061 ) 686--1669,15B4 , - 
8 b, .. 

RTl F l GATE OF AwU 1 

I 1 
Customer I YOSON I NERhIAT I ONAL CO . , LTD 

Product /Grade 

I Tast I tsrn I Test Method 1 

PEIT KEYFLEX ET1063D 25KG BAG 

Remark I Unit I S p ~ e  I R B S U I ~ S I  

Lot No. Quantity(Kg1 

AT11631 I QOM.0W 2007.11 .O9 2021 6745 

Low Temp I mp' A S N  D256 Mln.3.0 
I I I I 

5 .€I 

Melt Flow Index ( A S M D 1 2 3 8 (  2:K)ExZ.IBkg _ I / l ~ m i n )  21.00-27.00 1 26.29 1 
I I - .  

'I Date of  Iswe 

Shore Hardness ASTM 02240 s tye -D  I 59.0-84.. 0 60.9 
1 I 

Shlpment No. 

Flexural Modulus 3270 

C 211 -0717.0 213.4 

Yield strength 

YIE HEREBY CERT l FY THAT ABOVE-MENT I ONED TEST FIESULTS AqE CORRECT AND MEET OUR SPEC IF I CAT IONS. 
- a- . - - - 

YMSU SPECIALTY POLYMERS PLANT 

O.A. MANAGER 

'ASTM I3338 250 mmlmln I E:g / crn* 180-240 189 
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Component - Plastics E67171 

LG CHEMICAL LTD
20 YOIDO-DONG, YONGDUNGPO-GU, SEOUL 150-721 KR

BT-1063D
Thermoplastic Elastomer (TPE), "KEYFLEX", furnished as pellets

Min Thk Flame RTI RTI RTI
Color (mm) Class HWI HAI Elec Imp Str

NC, BK 1.5 HB 2 0 50 50 50
3.0 HB 2 0 50 50 50

Comparative Tracking Index (CTI): 0 Dimensional Stability (%): -
High-Voltage Arc Tracking Rate (HVTR): 0 High Volt, Low Current Arc Resis (D495): 4

Dielectric Strength (kV/mm): - Volume Resistivity (10xohm-cm): -
UL94 small-scale test data does not pertain to building materials, furnishings and related contents. UL94 small-scale test data is intended

solely for determining the flammability of plastic materials used in the components and parts of end-product devices and appliances, 
where the acceptability of the combination is determined by ULI.

Report Date: 2004-11-05 
Last Revised: 2004-11-05 Underwriters Laboratories Inc®

 

IEC and ISO Test Methods
Thickness

Test Name Test Method Units Tested (mm) Value
IEC Flammability IEC 60695-11-10 Class (color) 1.5 HB75 (NC, BK)

3.0 HB40 (NC, BK)
Glow-Wire Flammability (GWFI) IEC 60695-2-12 C - -
Glow-Wire Ignition (GWIT) IEC 60695-2-13 C - -
IEC Comparative Tracking Index IEC 60112 Volts (Max) - -
IEC Ball Pressure IEC 60695-10-2 C - -
ISO Heat Deflection (1.80 MPa) ISO 75-2 C - -
ISO Tensile Strength ISO 527-2 MPa - -
ISO Flexural Strength ISO 178 MPa - -
ISO Tensile Impact ISO 8256 kJ/m2 - -
ISO Izod Impact ISO 180 kJ/m2 - -
ISO Charpy Impact ISO 179-2 kJ/m2 - -

Underwriters Laboratories Inc®
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