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Appendix D. Photographs of EUT and Setup 
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<Photographs of EUT> 
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<Antenna Location> 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The separation distance for antenna to edge:  

Antenna To Top Side 
(mm) 

To Bottom Side 
(mm) 

To Left Side 
(mm) 

To Right Side 
(mm) 

WWAN Ant. 
(For LTE B2/4/5/12/14/29/66) 

18.48  9.80  0.64  106.39  

WWAN Ant. 
(For LTE B30) 48.96  37.28  8.04  105.12  

WLAN Main Ant. 2.04  79.76  26.55  83.74  

WLAN Aux. Ant. 5.30  77.80  93.41  17.79  

5G Array 1 1.60  98.34  55.10  47.00  

5G Array 2 67.98  13.88  118.48  1.63  

5G Array 3 98.61  3.82  29.00  73.10  

Note： For mmW5G Array 1, 2 and 3 please refer to power density report No. SP181015C09. 
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<Photographs of SAR Setup> 
 

  

Body - Front Face of EUT at 10 mm Body - Rear Face of EUT at 10 mm 

  

Body - Left Side of EUT at 10 mm Body - Right Side of EUT at 10 mm 

  

Body - Top Side of EUT at 10 mm Body - Bottom Side of EUT at 10 mm 

 




