
Plot No. 1 

 

Test Laboratory: UL CCS SAR Lab D Date: 4/9/2013 

CDMA BC0 

Frequency: 824.7 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 825 MHz; σ = 0.989 S/m; εr = 54.042; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(9.04, 9.04, 9.04); Calibrated: 3/11/2013;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI A v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
 

Horizontal Up/1xRTT_SO32_ch 1013/Area Scan (10x13x1): Measurement grid: dx=10mm, dy=10mm 

Maximum value of SAR (measured) = 1.36 W/kg 
 

Horizontal Up/1xRTT_SO32_ch 1013/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 37.680 V/m; Power Drift = -0.00 dB 
Peak SAR (extrapolated) = 1.72 W/kg 
SAR(1 g) = 1.12 W/kg; SAR(10 g) = 0.713 W/kg 
Maximum value of SAR (measured) = 1.39 W/kg 

  

 
0 dB = 1.39 W/kg = 1.43 dBW/kg 

 



Plot No. 2 

 

Test Laboratory: UL CCS SAR Lab D Date: 4/16/2013 

CDMA BC1 

Frequency: 1908.75 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1908.75 MHz; σ = 1.561 S/m; εr = 51.345; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.28, 7.28, 7.28); Calibrated: 3/11/2013;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI A v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
 

Horizontal Up/1xRTT_SO32_ch 1175/Area Scan (10x13x1): Measurement grid: dx=10mm, dy=10mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.18 W/kg 
 

Horizontal Up/1xRTT_SO32_ch 1175/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 28.761 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 1.55 W/kg 
SAR(1 g) = 0.999 W/kg; SAR(10 g) = 0.600 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.24 W/kg 

  

 
0 dB = 1.24 W/kg = 0.93 dBW/kg 

 



Plot No. 3 

 

Test Laboratory: UL CCS SAR Lab D Date: 4/9/2013 

CDMA BC10 

Frequency: 817.9 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 817.9 MHz; σ = 0.983 S/m; εr = 54.111; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(9.04, 9.04, 9.04); Calibrated: 3/11/2013;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI A v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
 

Horizontal Up/1xRTT_SO32_ch 476/Area Scan (10x13x1): Measurement grid: dx=10mm, dy=10mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.41 W/kg 
 

Horizontal Up/1xRTT_SO32_ch 476/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 38.647 V/m; Power Drift = -0.03 dB 
Peak SAR (extrapolated) = 1.78 W/kg 
SAR(1 g) = 1.17 W/kg; SAR(10 g) = 0.744 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.44 W/kg 

  

 
0 dB = 1.44 W/kg = 1.58 dBW/kg 

 



Plot No. 4 

 

Test Laboratory: UL CCS SAR Lab D Date: 4/6/2013 

LTE Band 25 

Frequency: 1910 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1910 MHz; σ = 1.505 S/m; εr = 51.161; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(7.28, 7.28, 7.28); Calibrated: 3/11/2013;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI B v5.0; Type: QDOVA001BB; Serial: TP:xxxx 
 

Horizontal Up/QPSK_RB (1,0)_ch 26640/Area Scan (10x13x1): Measurement grid: dx=10mm, 

dy=10mm 
Maximum value of SAR (measured) = 1.18 W/kg 
 

Horizontal Up/QPSK_RB (1,0)_ch 26640/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 28.948 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 1.54 W/kg 
SAR(1 g) = 0.990 W/kg; SAR(10 g) = 0.602 W/kg 
Maximum value of SAR (measured) = 1.23 W/kg 

  

 
0 dB = 1.23 W/kg = 0.90 dBW/kg 



Plot No. 5 

 

Test Laboratory: UL CCS SAR Lab D Date: 4/8/2013 

LTE Band 26 

Frequency: 819 MHz; Duty Cycle: 1:1; Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 819 MHz; σ = 0.984 S/m; εr = 54.093; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(9.04, 9.04, 9.04); Calibrated: 3/11/2013;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI A v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
 

Horizontal Up/QPSK_RB (1,49)_ch 26740/Area Scan (10x13x1): Measurement grid: dx=10mm, 

dy=10mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.16 W/kg 
 

Horizontal Up/QPSK_RB (1,49)_ch 26740/Zoom Scan (7x7x7)/Cube 0: Measurement grid: 

dx=5mm, dy=5mm, dz=5mm 
Reference Value = 34.684 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 1.45 W/kg 
SAR(1 g) = 0.959 W/kg; SAR(10 g) = 0.619 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 1.18 W/kg 

  

 
0 dB = 1.18 W/kg = 0.72 dBW/kg 

 



Plot No. 6 

 

Test Laboratory: UL CCS SAR Lab D                                                                                                   Date: 4/30/2013 

LTE Band 41 

Frequency: 2593 MHz; Duty Cycle: 1:1.66;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2593 MHz; σ = 2.201 S/m; εr = 51.482; ρ = 1000 kg/m
3
  

DASY5 Configuration: 

- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE3 Sn500; Calibrated: 6/13/2012 
- Probe: EX3DV4 - SN3686; ConvF(6.71, 6.71, 6.71); Calibrated: 3/11/2013;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI B v5.0; Type: QDOVA001BB; Serial: TP:xxxx 
 

Horiztonal Up/QSPK_RB (1,49) ch 40620/Area Scan (10x13x1): Measurement grid: dx=10mm, 

dy=10mm 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.870 W/kg 
 

Horiztonal Up/QSPK_RB (1,49) ch 40620/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 

dx=8mm, dy=8mm, dz=5mm 
Reference Value = 20.116 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 1.49 W/kg 
SAR(1 g) = 0.713 W/kg; SAR(10 g) = 0.342 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.996 W/kg 

  

 
0 dB = 0.996 W/kg = -0.02 dBW/kg 
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