
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/14 

#01_GSM850_GPRS (4 Tx slots)_Left Cheek_Ch128

Communication System: GSM850; Frequency: 824.2 MHz;Duty Cycle: 1:2.08
Medium: HSL_850_190414 Medium parameters used : f = 824.2 MHz; σ = 0.865 S/m; εr = 41.789; 

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(6.39, 6.39, 6.39) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM-Right; Type: SAM; Serial: TP-1503
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.335 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 20.49 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.406 W/kg
SAR(1 g) = 0.311 W/kg; SAR(10 g) = 0.232 W/kg
Maximum value of SAR (measured) = 0.347 W/kg

0 dB = 0.347 W/kg = -4.60 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15 

#02_GSM1900_GPRS (4 Tx slots)_Right Cheek_Ch810

Communication System: PCS; Frequency: 1909.8 MHz;Duty Cycle: 1:2.08
Medium: HSL_1900_190415 Medium parameters used: f = 1910 MHz; σ = 1.435 S/m; εr = 40.183; 

ρ = 1000 kg/m3

23.2 22.2 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(5.17, 5.17, 5.17) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.333 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 13.46 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.459 W/kg
SAR(1 g) = 0.298 W/kg; SAR(10 g) = 0.181 W/kg
Maximum value of SAR (measured) = 0.338 W/kg

0 dB = 0.338 W/kg = -4.71 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15 

#03_WCDMA IV_RMC 12.2Kbps_Right Cheek_Ch1312

Communication System: WCDMA; Frequency: 1712.4 MHz;Duty Cycle: 1:1
Medium: HSL_1750_190415 Medium parameters used : f = 1712.4 MHz; σ = 1.333 S/m; εr = 

41.264; ρ = 1000 kg/m3

23.2 22.2 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(5.42, 5.42, 5.42) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.305 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 14.56 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.384 W/kg
SAR(1 g) = 0.272 W/kg; SAR(10 g) = 0.178 W/kg
Maximum value of SAR (measured) = 0.306 W/kg

0 dB = 0.306 W/kg = -5.14 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/14 

#04_WCDMA V_RMC 12.2Kbps_Left Cheek_Ch4132

Communication System: WCDMA ; Frequency: 826.4 MHz;Duty Cycle: 1:1
Medium: HSL_850_190414 Medium parameters used : f = 826.4 MHz; σ = 0.867 S/m; εr = 41.75; ρ 

= 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(6.39, 6.39, 6.39) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM-Right; Type: SAM; Serial: TP-1503
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.370 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 21.66 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.438 W/kg
SAR(1 g) = 0.345 W/kg; SAR(10 g) = 0.259 W/kg
Maximum value of SAR (measured) = 0.383 W/kg

0 dB = 0.383 W/kg = -4.17 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15 

#05_LTE Band 4_20M_QPSK_50_0_Left Cheek_Ch20175

Communication System: LTE; Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750_190415 Medium parameters used: f = 1733 MHz; σ = 1.349 S/m; εr = 41.187;

3ρ = 1000 kg/m
23.2 22.2

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(5.42, 5.42, 5.42) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.258 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 12.79 V/m; Power Drift = 0.15 dB
Peak SAR (extrapolated) = 0.320 W/kg
SAR(1 g) = 0.216 W/kg; SAR(10 g) = 0.140 W/kg
Maximum value of SAR (measured) = 0.249 W/kg

0 dB = 0.249 W/kg = -6.04 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/14 

#06_LTE Band 5_10M_QPSK_1_49_Left Cheek_Ch20525

Communication System: LTE ; Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_850_190414 Medium parameters used: f = 836.5 MHz; σ = 0.881 S/m; εr = 41.697; 

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(6.39, 6.39, 6.39) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM-Right; Type: SAM; Serial: TP-1503
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.358 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 21.04 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.424 W/kg
SAR(1 g) = 0.332 W/kg; SAR(10 g) = 0.248 W/kg
Maximum value of SAR (measured) = 0.368 W/kg

0 dB = 0.368 W/kg = -4.34 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/14 

#07_LTE Band 12_10M_QPSK_1_49_Left Cheek_Ch23095

Communication System: LTE ; Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_190414 Medium parameters used: f = 707.5 MHz; σ = 0.855 S/m; εr = 43.411; 

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(6.56, 6.56, 6.56) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM-Right; Type: SAM; Serial: TP-1503
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.227 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 16.83 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.250 W/kg
SAR(1 g) = 0.212 W/kg; SAR(10 g) = 0.168 W/kg
Maximum value of SAR (measured) = 0.228 W/kg

0 dB = 0.228 W/kg = -6.42 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/13 

#08_LTE Band 41_20M_QPSK_1_0_Left Cheek_Ch39750

Communication System:  LTE; Frequency: 2506 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_190413 Medium parameters used : f = 2506 MHz; σ = 1.819 S/m; εr = 38.2; ρ

3= 1000 kg/m
23.6 22.6

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(4.43, 4.43, 4.43) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

Area Scan (81x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.161 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 8.003 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 0.233 W/kg
SAR(1 g) = 0.132 W/kg; SAR(10 g) = 0.072 W/kg
Maximum value of SAR (measured) = 0.163 W/kg

0 dB = 0.163 W/kg = -7.88 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/13 

#09_WLAN2.4GHz_802.11b 1Mbps_Left Cheek_Ch1

Communication System: 802.11b ; Frequency: 2412 MHz;Duty Cycle: 1:1.01
Medium: HSL_2450_190413 Medium parameters used: f = 2412 MHz; σ = 1.715 S/m; εr = 38.504; 

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(4.6, 4.6, 4.6) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (101x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.524 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 9.989 V/m; Power Drift = 0.18 dB
Peak SAR (extrapolated) = 0.957 W/kg
SAR(1 g) = 0.409 W/kg; SAR(10 g) = 0.183 W/kg
Maximum value of SAR (measured) = 0.564 W/kg

0 dB = 0.564 W/kg = -2.49 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15

#10_WLAN5GHz_802.11n-HT40 MCS0_Left Cheek_Ch46

 

Communication System: 802.11n; Frequency: 5230 MHz;Duty Cycle: 1:1.048 
Medium: HSL_5G_190415 Medium parameters used: f = 5230 MHz; σ = 4.684 S/m; εr = 36.844; ρ = 1000 

kg/m3 

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃ 

DASY5 Configuration:
- Probe: EX3DV4 - SN7515; ConvF(5.45, 5.45, 5.45) ; Calibrated: 2018/10/3
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn918; Calibrated: 2018/6/20
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1477
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

 
Area Scan (101x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm

 Maximum value of SAR (interpolated) = 0.558 W/kg
  

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
 Reference Value = 9.997 V/m; Power Drift = 0.03 dB

 Peak SAR (extrapolated) = 1.61 W/kg
 SAR(1 g) = 0.363 W/kg; SAR(10 g) = 0.099 W/kg

 Maximum value of SAR (measured) = 0.885 W/kg
 

0 dB = 0.885 W/kg = -0.53 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15

#11_WLAN5GHz_802.11n-HT40 MCS0_Left Cheek_Ch110

 

Communication System: 802.11n; Frequency: 5550 MHz;Duty Cycle: 1:1.048 
Medium: HSL_5G_190415 Medium parameters used: f = 5550 MHz; σ = 5.009 S/m; εr = 36.408; ρ = 1000 

kg/m3 

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃ 

DASY5 Configuration:
- Probe: EX3DV4 - SN7515; ConvF(4.83, 4.83, 4.83) ; Calibrated: 2018/10/3
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn918; Calibrated: 2018/6/20
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1477
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

 
Area Scan (101x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm

 Maximum value of SAR (interpolated) = 1.04 W/kg
  

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
 Reference Value = 7.832 V/m; Power Drift = 0.05 dB

 Peak SAR (extrapolated) = 1.33 W/kg
 SAR(1 g) = 0.300 W/kg; SAR(10 g) = 0.073 W/kg

 Maximum value of SAR (measured) = 0.852 W/kg
 

0 dB = 0.852 W/kg = -0.70 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15

#12_WLAN5GHz_802.11n-HT40 MCS0_Left Cheek_Ch159

 

Communication System: 802.11n; Frequency: 5795 MHz;Duty Cycle: 1:1.048 
Medium: HSL_5G_190415 Medium parameters used : f = 5795 MHz; σ = 5.259 S/m; εr = 36.114; ρ = 1000 

kg/m3 

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃ 

DASY5 Configuration:
- Probe: EX3DV4 - SN7515; ConvF(4.95, 4.95, 4.95) ; Calibrated: 2018/10/3
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn918; Calibrated: 2018/6/20
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1477
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

 
Area Scan (101x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm

 Maximum value of SAR (interpolated) = 1.36 W/kg
  

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
 Reference Value = 9.089 V/m; Power Drift = 0.03 dB

 Peak SAR (extrapolated) = 2.81 W/kg
 SAR(1 g) = 0.494 W/kg; SAR(10 g) = 0.121 W/kg

 Maximum value of SAR (measured) = 1.48 W/kg
 

0 dB = 1.48 W/kg = 1.70 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/18

#13_Bluetooth_1Mbps_Left Cheek_Ch0

 

Communication System: Bluetooth ; Frequency: 2402 MHz;Duty Cycle: 1:1 
Medium: HSL_2450_190418 Medium parameters used: f = 2402 MHz; σ = 1.749 S/m; εr = 38.815; ρ = 1000 

kg/m3 

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃ 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(4.6, 4.6, 4.6) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1477
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

 
Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm

 Maximum value of SAR (interpolated) = 0.201 W/kg
  

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
 Reference Value = 7.232 V/m; Power Drift = 0.11 dB

 Peak SAR (extrapolated) = 0.362 W/kg
 SAR(1 g) = 0.155 W/kg; SAR(10 g) = 0.069 W/kg

 Maximum value of SAR (measured) = 0.203 W/kg
 

0 dB = 0.203 W/kg = -6.93 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/14 

#14_GSM850_GPRS (4 Tx slots)_Back_10mm_Ch128

Communication System: GSM850; Frequency: 824.2 MHz;Duty Cycle: 1:2.08
Medium: HSL_850_190414 Medium parameters used : f = 824.2 MHz; σ = 0.865 S/m; εr = 41.789; 

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(6.39, 6.39, 6.39) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM-Right; Type: SAM; Serial: TP-1503
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.543 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 25.74 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.632 W/kg
SAR(1 g) = 0.491 W/kg; SAR(10 g) = 0.368 W/kg
Maximum value of SAR (measured) = 0.539 W/kg

0 dB = 0.539 W/kg = -2.68 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15 

#15_GSM1900_GPRS (4 Tx slots)_Bottom Side_10mm_Ch810

Communication System: PCS; Frequency: 1909.8 MHz;Duty Cycle: 1:2.08
Medium: HSL_1900_190415 Medium parameters used: f = 1910 MHz; σ = 1.435 S/m; εr = 40.183; 

ρ = 1000 kg/m3

23.2 22.2 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(5.17, 5.17, 5.17) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.788 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.15 V/m; Power Drift = 0.16 dB
Peak SAR (extrapolated) = 1.09 W/kg
SAR(1 g) = 0.602 W/kg; SAR(10 g) = 0.316 W/kg
Maximum value of SAR (measured) = 0.756 W/kg

0 dB = 0.756 W/kg = -1.21 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15 

#16_WCDMA IV_RMC 12.2Kbps_Bottom Side_10mm_Ch1312

Communication System: WCDMA; Frequency: 1712.4 MHz;Duty Cycle: 1:1
Medium: HSL_1750_190415 Medium parameters used : f = 1712.4 MHz; σ = 1.333 S/m; εr = 

41.264; ρ = 1000 kg/m3

23.2 22.2 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(5.42, 5.42, 5.42) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.648 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.69 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.899 W/kg
SAR(1 g) = 0.506 W/kg; SAR(10 g) = 0.266 W/kg
Maximum value of SAR (measured) = 0.640 W/kg

0 dB = 0.640 W/kg = -1.94 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/14 

#17_WCDMA V_RMC 12.2Kbps_Back_10mm_Ch4132

Communication System: WCDMA ; Frequency: 826.4 MHz;Duty Cycle: 1:1
Medium: HSL_850_190414 Medium parameters used: f = 826.4 MHz; σ = 0.867 S/m; εr = 41.75; ρ 

= 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(6.39, 6.39, 6.39) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM-Right; Type: SAM; Serial: TP-1503
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.565 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 26.38 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.659 W/kg
SAR(1 g) = 0.509 W/kg; SAR(10 g) = 0.378 W/kg
Maximum value of SAR (measured) = 0.564 W/kg

0 dB = 0.564 W/kg = -2.49 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15 

#18_LTE Band 4_20M_QPSK_50_0_Bottom Side_10mm_Ch20175

Communication System: LTE; Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750_190415 Medium parameters used: f = 1733 MHz; σ = 1.349 S/m; εr = 41.187; 

ρ = 1000 kg/m3

23.2 22.2 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(5.42, 5.42, 5.42) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.674 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.75 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.922 W/kg
SAR(1 g) = 0.521 W/kg; SAR(10 g) = 0.273 W/kg
Maximum value of SAR (measured) = 0.661 W/kg

0 dB = 0.661 W/kg = -1.80 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/14 

#19_LTE Band 5_10M_QPSK_1_49_Back_10mm_Ch20525

Communication System: LTE ; Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_850_190414 Medium parameters used : f = 836.5 MHz; σ = 0.881 S/m; εr = 41.697;

3ρ = 1000 kg/m
23.6 22.6

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(6.39, 6.39, 6.39) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM-Right; Type: SAM; Serial: TP-1503
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.470 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.24 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.542 W/kg
SAR(1 g) = 0.425 W/kg; SAR(10 g) = 0.317 W/kg
Maximum value of SAR (measured) = 0.470 W/kg

0 dB = 0.470 W/kg = -3.28 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/14 

#20_LTE Band 12_10M_QPSK_1_49_Back_10mm_Ch23095

Communication System: LTE ; Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_190414 Medium parameters used : f = 707.5 MHz; σ = 0.855 S/m; εr = 43.411; 

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(6.56, 6.56, 6.56) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM-Right; Type: SAM; Serial: TP-1503
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.334 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 19.29 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 0.374 W/kg
SAR(1 g) = 0.304 W/kg; SAR(10 g) = 0.234 W/kg
Maximum value of SAR (measured) = 0.333 W/kg

0 dB = 0.333 W/kg = -4.78 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/13 

#21_LTE Band 41_20M_QPSK_1_0_Right Side_10mm_Ch39750

Communication System: LTE ; Frequency: 2506 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_190413 Medium parameters used : f = 2506 MHz; σ = 1.819 S/m; εr = 38.2; ρ 

= 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(4.43, 4.43, 4.43) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (51x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.298 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 8.980 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.432 W/kg
SAR(1 g) = 0.234 W/kg; SAR(10 g) = 0.125 W/kg
Maximum value of SAR (measured) = 0.290 W/kg

0 dB = 0.290 W/kg = -5.38 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/13 

#22_WLAN2.4GHz_802.11b 1Mbps_Back_10mm_Ch1

Communication System: 802.11b ; Frequency: 2412 MHz;Duty Cycle: 1:1.01
Medium: HSL_2450_190413 Medium parameters used: f = 2412 MHz; σ = 1.715 S/m; εr = 38.504; 

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(4.6, 4.6, 4.6) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.205 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.674 V/m; Power Drift = 0.18 dB
Peak SAR (extrapolated) = 0.328 W/kg
SAR(1 g) = 0.159 W/kg; SAR(10 g) = 0.074 W/kg
Maximum value of SAR (measured) = 0.210 W/kg

0 dB = 0.210 W/kg = -6.78 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/18

#23_Bluetooth_1Mbps_Right Side_10mm_Ch0

 

Communication System: Bluetooth ; Frequency: 2402 MHz;Duty Cycle: 1:1 
Medium: HSL_2450_190418 Medium parameters used : f = 2402 MHz; σ = 1.749 S/m; εr = 38.815; ρ = 

1000 kg/m3 

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃ 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(4.6, 4.6, 4.6) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1477
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

 
Area Scan (51x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm

 Maximum value of SAR (interpolated) = 0.0573 W/kg
  

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
 Reference Value = 4.150 V/m; Power Drift = 0.14 dB

 Peak SAR (extrapolated) = 0.0860 W/kg
 SAR(1 g) = 0.044 W/kg; SAR(10 g) = 0.021 W/kg

 Maximum value of SAR (measured) = 0.0566 W/kg
 

0 dB = 0.0566 W/kg = -12.47 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/14 

#24_GSM850_GPRS (4 Tx slots)_Back_15mm_Ch128

Communication System: GSM850; Frequency: 824.2 MHz;Duty Cycle: 1:2.08
Medium: HSL_850_190414 Medium parameters used : f = 824.2 MHz; σ = 0.865 S/m; εr = 41.789; 

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(6.39, 6.39, 6.39) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM-Right; Type: SAM; Serial: TP-1503
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.511 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 24.93 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.584 W/kg
SAR(1 g) = 0.459 W/kg; SAR(10 g) = 0.342 W/kg
Maximum value of SAR (measured) = 0.505 W/kg

0 dB = 0.505 W/kg = -2.97 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15 

#25_GSM1900_GPRS (4 Tx slots)_Back_15mm_Ch810

Communication System: PCS; Frequency: 1909.8 MHz;Duty Cycle: 1:2.08
Medium: HSL_1900_190415 Medium parameters used: f = 1910 MHz; σ = 1.435 S/m; εr = 40.183; 

ρ = 1000 kg/m3

23.2 22.2 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(5.17, 5.17, 5.17) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.285 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 13.89 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 0.391 W/kg
SAR(1 g) = 0.245 W/kg; SAR(10 g) = 0.158 W/kg
Maximum value of SAR (measured) = 0.287 W/kg

0 dB = 0.287 W/kg = -5.42 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15 

#26_WCDMA IV_RMC 12.2Kbps_Back_15mm_Ch1312

Communication System: WCDMA; Frequency: 1712.4 MHz;Duty Cycle: 1:1
Medium: HSL_1750_190415 Medium parameters used : f = 1712.4 MHz; σ = 1.333 S/m; εr = 

41.264; ρ = 1000 kg/m3

23.2 22.2 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(5.42, 5.42, 5.42) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.277 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.29 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.372 W/kg
SAR(1 g) = 0.224 W/kg; SAR(10 g) = 0.132 W/kg
Maximum value of SAR (measured) = 0.274 W/kg

0 dB = 0.274 W/kg = -5.62 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/14 

#27_WCDMA V_RMC 12.2Kbps_Back_15mm_Ch4132

Communication System: WCDMA ; Frequency: 826.4 MHz;Duty Cycle: 1:1
Medium: HSL_850_190414 Medium parameters used: f = 826.4 MHz; σ = 0.867 S/m; εr = 41.75; ρ 

= 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(6.39, 6.39, 6.39) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM-Right; Type: SAM; Serial: TP-1503
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.509 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 25.04 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.586 W/kg
SAR(1 g) = 0.459 W/kg; SAR(10 g) = 0.343 W/kg
Maximum value of SAR (measured) = 0.508 W/kg

0 dB = 0.508 W/kg = -2.94 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15 

#28_LTE Band 4_20M_QPSK_50_0_Front_15mm_Ch20175

Communication System: LTE; Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750_190415 Medium parameters used: f = 1733 MHz; σ = 1.349 S/m; εr = 41.187;

3ρ = 1000 kg/m
23.2 22.2

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(5.42, 5.42, 5.42) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

Area Scan (61x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.227 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 12.97 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.279 W/kg
SAR(1 g) = 0.195 W/kg; SAR(10 g) = 0.126 W/kg
Maximum value of SAR (measured) = 0.227 W/kg

0 dB = 0.227 W/kg = -6.44 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/14 

#29_LTE Band 5_10M_QPSK_1_49_Back_15mm_Ch20525

Communication System: LTE ; Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_850_190414 Medium parameters used : f = 836.5 MHz; σ = 0.881 S/m; εr = 41.697; 

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(6.39, 6.39, 6.39) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM-Right; Type: SAM; Serial: TP-1503
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.416 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 21.05 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.482 W/kg
SAR(1 g) = 0.377 W/kg; SAR(10 g) = 0.281 W/kg
Maximum value of SAR (measured) = 0.417 W/kg

0 dB = 0.417 W/kg = -3.80 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/14 

#30_LTE Band 12_10M_QPSK_1_49_Back_15mm_Ch23095

Communication System: LTE ; Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_190414 Medium parameters used : f = 707.5 MHz; σ = 0.855 S/m; εr = 43.411; 

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(6.56, 6.56, 6.56) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM-Right; Type: SAM; Serial: TP-1503
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.245 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 16.37 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.279 W/kg
SAR(1 g) = 0.227 W/kg; SAR(10 g) = 0.174 W/kg
Maximum value of SAR (measured) = 0.248 W/kg

0 dB = 0.248 W/kg = -6.06 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/13 

#31_LTE Band 41_20M_QPSK_50_0_Back_15mm_Ch39750

Communication System: LTE ; Frequency: 2506 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_190413 Medium parameters used : f = 2506 MHz; σ = 1.819 S/m; εr = 38.2; ρ 

= 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(4.43, 4.43, 4.43) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0823 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.151 V/m; Power Drift = 0.13 dB
Peak SAR (extrapolated) = 0.122 W/kg
SAR(1 g) = 0.068 W/kg; SAR(10 g) = 0.038 W/kg
Maximum value of SAR (measured) = 0.0822 W/kg

0 dB = 0.0822 W/kg = -10.85 dBW/kg



 Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/13 

#32_WLAN2.4GHz_802.11b 1Mbps_Back_15mm_Ch1

Communication System: 802.11b ; Frequency: 2412 MHz;Duty Cycle: 1:1.01
Medium: HSL_2450_190413 Medium parameters used: f = 2412 MHz; σ = 1.715 S/m; εr = 38.504; 

ρ = 1000 kg/m3

23.6 22.6 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(4.6, 4.6, 4.6) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1431
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450) 

Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0915 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.654 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 0.137 W/kg
SAR(1 g) = 0.072 W/kg; SAR(10 g) = 0.036 W/kg
Maximum value of SAR (measured) = 0.0908 W/kg

0 dB = 0.0908 W/kg = -10.42 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15

#33_WLAN5GHz_802.11n-HT40 MCS0_Back_15mm_Ch46

 

Communication System: 802.11n; Frequency: 5230 MHz;Duty Cycle: 1:1.048 
Medium: HSL_5G_190415 Medium parameters used: f = 5230 MHz; σ = 4.684 S/m; εr = 36.844; ρ = 1000 

kg/m3 

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃ 

DASY5 Configuration:
- Probe: EX3DV4 - SN7515; ConvF(5.45, 5.45, 5.45) ; Calibrated: 2018/10/3
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn918; Calibrated: 2018/6/20
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1477
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

 
Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm

 Maximum value of SAR (interpolated) = 0.969 W/kg
  

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
 Reference Value = 15.94 V/m; Power Drift = -0.14 dB

 Peak SAR (extrapolated) = 1.38 W/kg
 SAR(1 g) = 0.442 W/kg; SAR(10 g) = 0.174 W/kg

 Maximum value of SAR (measured) = 0.949 W/kg

0 dB = 0.949 W/kg = -0.23 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15

#34_WLAN5GHz_802.11n-HT40 MCS0_Back_15mm_Ch110

 

Communication System: 802.11n; Frequency: 5550 MHz;Duty Cycle: 1:1.048 
Medium: HSL_5G_190415 Medium parameters used: f = 5550 MHz; σ = 5.009 S/m; εr = 36.408; ρ = 1000 

kg/m3 

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃ 

DASY5 Configuration:
- Probe: EX3DV4 - SN7515; ConvF(4.83, 4.83, 4.83) ; Calibrated: 2018/10/3
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn918; Calibrated: 2018/6/20
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1477
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

 
Area Scan (101x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm

 Maximum value of SAR (interpolated) = 0.511 W/kg
  

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
 Reference Value = 10.48 V/m; Power Drift = -0.03 dB

 Peak SAR (extrapolated) = 0.876 W/kg
 SAR(1 g) = 0.218 W/kg; SAR(10 g) = 0.079 W/kg

 Maximum value of SAR (measured) = 0.527 W/kg

0 dB = 0.527 W/kg = -2.78 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/15

#35_WLAN5GHz_802.11n-HT40 MCS0_Back_15mm_Ch159

 

Communication System: 802.11n; Frequency: 5795 MHz;Duty Cycle: 1:1.048 
Medium: HSL_5G_190415 Medium parameters used: f = 5795 MHz; σ = 5.259 S/m; εr = 36.114; ρ = 1000 

kg/m3 

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.6 ℃ 

DASY5 Configuration:
- Probe: EX3DV4 - SN7515; ConvF(4.95, 4.95, 4.95) ; Calibrated: 2018/10/3
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn918; Calibrated: 2018/6/20
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1477
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

 
Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm

 Maximum value of SAR (interpolated) = 0.912 W/kg
  

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
 Reference Value = 13.50 V/m; Power Drift = -0.12 dB

 Peak SAR (extrapolated) = 1.43 W/kg
 SAR(1 g) = 0.394 W/kg; SAR(10 g) = 0.152 W/kg

 Maximum value of SAR (measured) = 0.901 W/kg

0 dB = 0.901 W/kg = -0.45 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2019/4/18

#36_Bluetooth_1Mbps_Back_15mm_Ch0

 

Communication System: Bluetooth ; Frequency: 2402 MHz;Duty Cycle: 1:1.297 
Medium: HSL_2450_190418 Medium parameters used: f = 2402 MHz; σ = 1.749 S/m; εr = 38.815; ρ = 1000 

kg/m3 

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.3 ℃ 

DASY5 Configuration:
- Probe: ES3DV3 - SN3270; ConvF(4.6, 4.6, 4.6) ; Calibrated: 2018/9/24
- Sensor-Surface: 3mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2018/9/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1477
- Measurement SW: DASY52, Version 52.10 (2);SEMCAD X Version 14.6.12 (7450)

 
Area Scan (81x81x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm

 Maximum value of SAR (interpolated) = 0.0229 W/kg
  

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
 Reference Value = 2.712 V/m; Power Drift = 0.02 dB

 Peak SAR (extrapolated) = 0.0350 W/kg
 SAR(1 g) = 0.017 W/kg; SAR(10 g) = 0.0082 W/kg

 Maximum value of SAR (measured) = 0.0218 W/kg
 

0 dB = 0.0218 W/kg = -16.62 dBW/kg
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