
Plot No. 1 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 5                                        Date/Time: 8/26/2016 1:14:27 PM 

GSM 850 

Frequency: 836.6 MHz; Duty Cycle: 1:1.99986;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.927 S/m; εr = 41.123; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 5/10/2016 
- Probe: EX3DV4 - SN7356; ConvF(10.32, 10.32, 10.32); Calibrated: 4/20/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 ; Type: QD000P40CD; Serial: 1742 
 

LHS/Touch_GPRS 4 Slots_ch 190/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.241 W/kg 
 

LHS/Touch_GPRS 4 Slots_ch 190/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 16.80 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.277 W/kg 
SAR(1 g) = 0.225 W/kg; SAR(10 g) = 0.173 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.253 W/kg 

  

 
0 dB = 0.253 W/kg = -5.97 dBW/kg 

 

  



Plot No. 2 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 5                                        Date/Time: 8/26/2016 3:05:28 PM 

GSM 850 Body 

Frequency: 836.6 MHz; Duty Cycle: 1:1.99986;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 1.017 S/m; εr = 53.901; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 5/10/2016 
- Probe: EX3DV4 - SN7356; ConvF(10.26, 10.26, 10.26); Calibrated: 4/20/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA002AA; Serial: TP:xxxx 
 

Rear/GPRS slots_ch 190 @15mm/Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.254 W/kg 
 

Rear/GPRS slots_ch 190 @15mm/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 15.994 V/m; Power Drift = 0.10 dB 
Peak SAR (extrapolated) = 0.285 W/kg 
SAR(1 g) = 0.230 W/kg; SAR(10 g) = 0.176 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.256 W/kg 

  

 
0 dB = 0.256 W/kg = -5.92 dBW/kg 

 

  



Plot No. 3 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 1                                        Date/Time: 9/2/2016 5:39:28 PM 

GSM 850 Body 

Frequency: 836.6 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 836.6 MHz; σ = 0.968 S/m; εr = 57.38; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 4/15/2016 
- Probe: EX3DV4 - SN3929; ConvF(8.71, 8.71, 8.71); Calibrated: 3/22/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI-A v5.0; Type: QDOVA002AA; Serial: TP 1194 
 

Edge 4/DTM CS + 1 Slot @10mm/Area Scan (6x14x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.299 W/kg 
 

Edge 4/DTM CS + 1 Slot @10mm/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 16.146 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.351 W/kg 
SAR(1 g) = 0.252 W/kg; SAR(10 g) = 0.175 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.298 W/kg 

  

 
0 dB = 0.298 W/kg = -5.26 dBW/kg 

 

  



Plot No. 4 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 8/31/2016 3:41:54 PM 

GSM 1900 

Frequency: 1880 MHz; Duty Cycle: 1:1.99986;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.4 S/m; εr = 40.144; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 4/14/2016 
- Probe: EX3DV4 - SN3773; ConvF(7.38, 7.38, 7.38); Calibrated: 4/19/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: SAM;  
 

RHS/Touch_GPRS 4 Slots/Ch_661/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0870 W/kg 
 

RHS/Touch_GPRS 4 Slots/Ch_661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 7.886 V/m; Power Drift = -0.13 dB 
Peak SAR (extrapolated) = 0.118 W/kg 
SAR(1 g) = 0.074 W/kg; SAR(10 g) = 0.047 W/kg 
Maximum value of SAR (measured) = 0.0916 W/kg 

  

 
0 dB = 0.0916 W/kg = -10.38 dBW/kg 

 

  



Plot No. 5 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 9/6/2016 4:07:32 PM 

GSM 1900 

Frequency: 1880 MHz; Duty Cycle: 1:1.99986;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.567 S/m; εr = 51.124; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 4/14/2016 
- Probe: EX3DV4 - SN3773; ConvF(7.08, 7.08, 7.08); Calibrated: 4/19/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI-B V5.0; Type: QDOVA001BB; Serial: S/n:1216 
 

Rear/GPRS 4 slots_ch 661 @ 15mm/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.278 W/kg 
 

Rear/GPRS 4 slots_ch 661 @ 15mm/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 13.45 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 0.364 W/kg 
SAR(1 g) = 0.212 W/kg; SAR(10 g) = 0.114 W/kg 
Maximum value of SAR (measured) = 0.279 W/kg 

  

 
0 dB = 0.279 W/kg = -5.54 dBW/kg 

 

  



Plot No. 6 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 9/2/2016 1:40:03 PM 

GSM 1900 

Frequency: 1880 MHz; Duty Cycle: 1:4.00037;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.567 S/m; εr = 51.124; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 4/14/2016 
- Probe: EX3DV4 - SN3773; ConvF(7.08, 7.08, 7.08); Calibrated: 4/19/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI-B V5.0; Type: QDOVA001BB; Serial: S/n:1216 
 

Rear/DTM (CS+1 Slots)_ch 661 @ 10mm/Area Scan (8x13x1): Measurement grid: dx=15mm, 

dy=15mm 
Maximum value of SAR (measured) = 0.584 W/kg 
 

Rear/DTM (CS+1 Slots)_ch 661 @ 10mm/Zoom Scan (5x5x7)/Cube 0: Measurement grid: 

dx=8mm, dy=8mm, dz=5mm 
Reference Value = 19.65 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 0.933 W/kg 
SAR(1 g) = 0.502 W/kg; SAR(10 g) = 0.248 W/kg 
Maximum value of SAR (measured) = 0.654 W/kg 

  

 
0 dB = 0.654 W/kg = -1.84 dBW/kg 

 

  



Plot No. 7 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 8/31/2016 2:41:02 PM 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.4 S/m; εr = 40.144; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 4/14/2016 
- Probe: EX3DV4 - SN3773; ConvF(7.38, 7.38, 7.38); Calibrated: 4/19/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: SAM;  
 

RHS/Touch_Rel.99 RMC_Ch 9400/Area Scan (9x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.116 W/kg 
 

RHS/Touch_Rel.99 RMC_Ch 9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 9.110 V/m; Power Drift = -0.13 dB 
Peak SAR (extrapolated) = 0.146 W/kg 
SAR(1 g) = 0.094 W/kg; SAR(10 g) = 0.058 W/kg 

  

 
0 dB = 0.116 W/kg = -9.36 dBW/kg 

 

  



Plot No. 8 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 1                                        Date/Time: 9/1/2016 12:58:05 AM 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.543 S/m; εr = 52.48; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 4/15/2016 
- Probe: EX3DV4 - SN3929; ConvF(7.34, 7.34, 7.34); Calibrated: 3/22/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI-B v5.0; Type: QDOVA002AA; Serial: TP:1195 
 

Rear/Rel.99 RMC_Ch 9400_15mm/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.283 W/kg 
 

Rear/Rel.99 RMC_Ch 9400_15mm/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 13.606 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.369 W/kg 
SAR(1 g) = 0.216 W/kg; SAR(10 g) = 0.117 W/kg 
Maximum value of SAR (measured) = 0.278 W/kg 

  

 
0 dB = 0.278 W/kg = -5.56 dBW/kg 

 

  



Plot No. 9 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 1                                        Date/Time: 9/1/2016 12:37:14 AM 

W-CDMA Band II 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.543 S/m; εr = 52.48; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 4/15/2016 
- Probe: EX3DV4 - SN3929; ConvF(7.34, 7.34, 7.34); Calibrated: 3/22/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI-B v5.0; Type: QDOVA002AA; Serial: TP:1195 
 

Rear/Rel.99 RMC _Ch 9400_10mm/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.687 W/kg 
 

Rear/Rel.99 RMC _Ch 9400_10mm/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 21.261 V/m; Power Drift = 0.01 dB 
Peak SAR (extrapolated) = 0.896 W/kg 
SAR(1 g) = 0.490 W/kg; SAR(10 g) = 0.241 W/kg 
Maximum value of SAR (measured) = 0.682 W/kg 

  

 
0 dB = 0.682 W/kg = -1.66 dBW/kg 

 

  



Plot No. 10 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 8/26/2016 6:56:41 PM 

W-CDMA Band IV 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.392 S/m; εr = 40.15; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 4/14/2016 
- Probe: EX3DV4 - SN3773; ConvF(7.67, 7.67, 7.67); Calibrated: 4/19/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: SAM;  
 

RHS/Touch_Rel.99 RMC Ch.1413/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0854 W/kg 
 

RHS/Touch_Rel.99 RMC Ch.1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 7.553 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.116 W/kg 
SAR(1 g) = 0.079 W/kg; SAR(10 g) = 0.051 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0950 W/kg 

  

 
0 dB = 0.0950 W/kg = -10.22 dBW/kg 

 

  



Plot No. 11 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 8/29/2016 10:11:10 AM 

W-CDMA Band IV 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.448 S/m; εr = 52.496; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 4/14/2016 
- Probe: EX3DV4 - SN3773; ConvF(7.29, 7.29, 7.29); Calibrated: 4/19/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI-B V5.0; Type: QDOVA001BB; Serial: S/n:1216 
 

Rear/Rel.99 RMC ch_1413/15mm/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.280 W/kg 
 

Rear/Rel.99 RMC ch_1413/15mm/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 13.95 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 0.362 W/kg 
SAR(1 g) = 0.217 W/kg; SAR(10 g) = 0.122 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.279 W/kg 

  

 
0 dB = 0.279 W/kg = -5.54 dBW/kg 

 

  



Plot No. 12 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 8/29/2016 10:58:41 AM 

W-CDMA Band IV 

Frequency: 1732.6 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.6 MHz; σ = 1.448 S/m; εr = 52.496; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 4/14/2016 
- Probe: EX3DV4 - SN3773; ConvF(7.29, 7.29, 7.29); Calibrated: 4/19/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI-B V5.0; Type: QDOVA001BB; Serial: S/n:1216 
 

Rear/Rel.99 RMC ch_1413/10mm/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.593 W/kg 
 

Rear/Rel.99 RMC ch_1413/10mm/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 20.37 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 0.871 W/kg 
SAR(1 g) = 0.484 W/kg; SAR(10 g) = 0.245 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.633 W/kg 

  

 
0 dB = 0.633 W/kg = -1.99 dBW/kg 

 

  



Plot No. 13 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 8/31/2016 6:56:37 PM 

LTE Band 2 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.4 S/m; εr = 40.144; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 4/14/2016 
- Probe: EX3DV4 - SN3773; ConvF(7.38, 7.38, 7.38); Calibrated: 4/19/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: SAM;  
 

RHS/Touch_QPSK RB 1,99 _ch_18900/Area Scan (8x12x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0639 W/kg 
 

RHS/Touch_QPSK RB 1,99 _ch_18900/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 6.890 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 0.0840 W/kg 
SAR(1 g) = 0.054 W/kg; SAR(10 g) = 0.034 W/kg 
Maximum value of SAR (measured) = 0.0646 W/kg 

  

 
0 dB = 0.0646 W/kg = -11.90 dBW/kg 

 

  



Plot No. 14 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 1                                        Date/Time: 8/31/2016 11:39:11 AM 

LTE Band 2 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.543 S/m; εr = 52.48; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 4/15/2016 
- Probe: EX3DV4 - SN3929; ConvF(7.34, 7.34, 7.34); Calibrated: 3/22/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI-B v5.0; Type: QDOVA002AA; Serial: TP:1195 
 

Rear/QPSK RB 1/99_Ch 18900_15mm/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.218 W/kg 
 

Rear/QPSK RB 1/99_Ch 18900_15mm/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.056 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.321 W/kg 
SAR(1 g) = 0.192 W/kg; SAR(10 g) = 0.106 W/kg 
Maximum value of SAR (measured) = 0.245 W/kg 

  

 
0 dB = 0.245 W/kg = -6.11 dBW/kg 

 

  



Plot No. 15 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 1                                        Date/Time: 8/31/2016 1:17:59 PM 

LTE Band 2 

Frequency: 1880 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used: f = 1880 MHz; σ = 1.543 S/m; εr = 52.48; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 4/15/2016 
- Probe: EX3DV4 - SN3929; ConvF(7.34, 7.34, 7.34); Calibrated: 3/22/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI-B v5.0; Type: QDOVA002AA; Serial: TP:1195 
 

Rear/QPSK RB 1/99_Ch 18900_10mm/Area Scan (8x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.437 W/kg 
 

Rear/QPSK RB 1/99_Ch 18900_10mm/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 16.952 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 0.786 W/kg 
SAR(1 g) = 0.433 W/kg; SAR(10 g) = 0.218 W/kg 
Maximum value of SAR (measured) = 0.587 W/kg 

  

 
0 dB = 0.587 W/kg = -2.31 dBW/kg 

 

  



Plot No. 16 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 8/27/2016 2:00:35 AM 

LTE Band 4 

Frequency: 1732.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.5 MHz; σ = 1.392 S/m; εr = 40.15; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 4/14/2016 
- Probe: EX3DV4 - SN3773; ConvF(7.67, 7.67, 7.67); Calibrated: 4/19/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM with CRP; Type: SAM;  
 

RHS/Touch_QPSK RB 1/49 ch_20175/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0683 W/kg 
 

RHS/Touch_QPSK RB 1/49 ch_20175/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 6.827 V/m; Power Drift = 0.05 dB 
Peak SAR (extrapolated) = 0.0900 W/kg 
SAR(1 g) = 0.061 W/kg; SAR(10 g) = 0.041 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0737 W/kg 

  

 
0 dB = 0.0737 W/kg = -11.33 dBW/kg 

 

  



Plot No. 17 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 8/29/2016 1:07:27 PM 

LTE Band 4 

Frequency: 1732.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.5 MHz; σ = 1.448 S/m; εr = 52.495; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 4/14/2016 
- Probe: EX3DV4 - SN3773; ConvF(7.29, 7.29, 7.29); Calibrated: 4/19/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI-B V5.0; Type: QDOVA001BB; Serial: S/n:1216 
 

Rear/QPSK RB 1/49CH 20175/15mm/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.274 W/kg 
 

Rear/QPSK RB 1/49CH 20175/15mm/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 15.17 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.428 W/kg 
SAR(1 g) = 0.257 W/kg; SAR(10 g) = 0.144 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.329 W/kg 
 

Rear/QPSK RB 1/49CH 20175/15mm/Zoom Scan 2 (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 15.17 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.316 W/kg 
SAR(1 g) = 0.173 W/kg; SAR(10 g) = 0.108 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.249 W/kg 

  

 
0 dB = 0.249 W/kg = -6.04 dBW/kg 

 

  



Plot No. 18 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 4                                        Date/Time: 8/29/2016 5:29:56 PM 

LTE Band 4 

Frequency: 1732.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 1732.5 MHz; σ = 1.448 S/m; εr = 52.495; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1239; Calibrated: 4/14/2016 
- Probe: EX3DV4 - SN3773; ConvF(7.29, 7.29, 7.29); Calibrated: 4/19/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI-B V5.0; Type: QDOVA001BB; Serial: S/n:1216 
 

Edge 3/QPSK RB 1/49CH 20175/10mm/Area Scan (8x9x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.389 W/kg 
 

Edge 3/QPSK RB 1/49CH 20175/10mm/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 1.819 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.873 W/kg 
SAR(1 g) = 0.484 W/kg; SAR(10 g) = 0.242 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.658 W/kg 

  

 
0 dB = 0.658 W/kg = -1.82 dBW/kg 

 

  



Plot No. 19 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 5                                        Date/Time: 8/27/2016 12:28:50 AM 

LTE Band 12 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.875 S/m; εr = 42.263; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 5/10/2016 
- Probe: EX3DV4 - SN7356; ConvF(11.04, 11.04, 11.04); Calibrated: 4/20/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM v5.0 ; Type: QD000P40CD; Serial: 1742 
 

LHS/Touch_QPSK RB 1/0 ch_23095/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0959 W/kg 
 

LHS/Touch_QPSK RB 1/0 ch_23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 10.063 V/m; Power Drift = 0.13 dB 
Peak SAR (extrapolated) = 0.100 W/kg 
SAR(1 g) = 0.082 W/kg; SAR(10 g) = 0.063 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.0901 W/kg 

  

 
0 dB = 0.0901 W/kg = -10.45 dBW/kg 

 

  



Plot No. 20 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 5                                        Date/Time: 8/29/2016 1:33:48 PM 

LTE band 12 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.918 S/m; εr = 53.295; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 5/10/2016 
- Probe: EX3DV4 - SN7356; ConvF(10.44, 10.44, 10.44); Calibrated: 4/20/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA002AA; Serial: TP:xxxx 
 

Rear/QPSK RB 1/0 Ch.23095/15mm/Area Scan (8x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.146 W/kg 
 

Rear/QPSK RB 1/0 Ch.23095/15mm/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 12.810 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 0.159 W/kg 
SAR(1 g) = 0.130 W/kg; SAR(10 g) = 0.102 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.144 W/kg 

  

 
0 dB = 0.144 W/kg = -8.42 dBW/kg 

 

  



Plot No. 21 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 5                                        Date/Time: 8/29/2016 5:27:54 PM 

LTE band 12 

Frequency: 707.5 MHz; Duty Cycle: 1:1;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 707.5 MHz; σ = 0.918 S/m; εr = 53.295; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1258; Calibrated: 5/10/2016 
- Probe: EX3DV4 - SN7356; ConvF(10.44, 10.44, 10.44); Calibrated: 4/20/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI v5.0 (B); Type: QDOVA002AA; Serial: TP:xxxx 
 

Edge 4/QPSK RB 1/0 Ch.23095/10mm/Area Scan (7x13x1): Measurement grid: dx=15mm, dy=15mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.249 W/kg 
 

Edge 4/QPSK RB 1/0 Ch.23095/10mm/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 16.690 V/m; Power Drift = 0.14 dB 
Peak SAR (extrapolated) = 0.296 W/kg 
SAR(1 g) = 0.217 W/kg; SAR(10 g) = 0.154 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.254 W/kg 

  

 
0 dB = 0.254 W/kg = -5.95 dBW/kg 

 

  



Plot No. 22 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 1                                        Date/Time: 8/26/2016 2:05:02 PM 

LTE Band 41 

Frequency: 2593 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2593 MHz; σ = 1.968 S/m; εr = 37.681; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 4/15/2016 
- Probe: EX3DV4 - SN3929; ConvF(6.78, 6.78, 6.78); Calibrated: 3/22/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: SAM; Type: QD000P40CD; Serial: TP 1751 
 

RHS/Touch_QPSK_RB 1/0_Ch 40620/Area Scan (9x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.295 W/kg 
 

RHS/Touch_QPSK_RB 1/0_Ch 40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 12.863 V/m; Power Drift = 0.10 dB 
Peak SAR (extrapolated) = 0.484 W/kg 
SAR(1 g) = 0.241 W/kg; SAR(10 g) = 0.117 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.322 W/kg 

  

 
0 dB = 0.322 W/kg = -4.92 dBW/kg 

 

  



Plot No. 23 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 1                                        Date/Time: 8/26/2016 8:04:30 PM 

LTE Band 41 

Frequency: 2593 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2593 MHz; σ = 2.214 S/m; εr = 50.906; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 4/15/2016 
- Probe: EX3DV4 - SN3929; ConvF(6.77, 6.77, 6.77); Calibrated: 3/22/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection) 
- Phantom: ELI-B v5.0; Type: QDOVA002AA; Serial: TP:1195 
 

Front/QPSK_RB 1/0_Ch 40620/15mm/Area Scan (10x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.159 W/kg 
 

Front/QPSK_RB 1/0_Ch 40620/15mm/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 8.646 V/m; Power Drift = 0.07 dB 
Peak SAR (extrapolated) = 0.240 W/kg 
SAR(1 g) = 0.122 W/kg; SAR(10 g) = 0.063 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.165 W/kg 

  

 
0 dB = 0.165 W/kg = -7.83 dBW/kg 

 

  



Plot No. 24 

 

Test Laboratory: UL Verification Services Inc., SAR Lab 1                                        Date/Time: 8/26/2016 8:59:14 PM 

LTE Band 41 

Frequency: 2593 MHz; Duty Cycle: 1:1.59956;      Room Ambient Temperature: 24.0C; Liquid Temperature: 23.0C 

Medium parameters used (interpolated): f = 2593 MHz; σ = 2.214 S/m; εr = 50.906; ρ = 1000 kg/m
3
  

DASY5 Configuration: 
- Area Scan Setting: Find Secondary Maximum Within: 2.0 dB and  with a peak SAR value greater than 0.0012W/kg 
- Electronics: DAE4 Sn1434; Calibrated: 4/15/2016 
- Probe: EX3DV4 - SN3929; ConvF(6.77, 6.77, 6.77); Calibrated: 3/22/2016;  
- Sensor-Surface: 2.5mm (Mechanical Surface Detection (Locations From Previous Scan Used)), Sensor-Surface: 2.5mm 
(Mechanical Surface Detection) 
- Phantom: ELI-B v5.0; Type: QDOVA002AA; Serial: TP:1195 
 

Front/QPSK_RB 1/0_Ch 40620/10mm/Area Scan (10x16x1): Measurement grid: dx=12mm, dy=12mm 

Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.391 W/kg 
 

Front/QPSK_RB 1/0_Ch 40620/10mm/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, 

dy=5mm, dz=5mm 
Reference Value = 13.439 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.601 W/kg 
SAR(1 g) = 0.287 W/kg; SAR(10 g) = 0.140 W/kg 
Info: Interpolated medium parameters used for SAR evaluation. 
Maximum value of SAR (measured) = 0.395 W/kg 

  

 
0 dB = 0.395 W/kg = -4.03 dBW/kg 

 


