
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/19

#01_GSM850_GPRS (4 Tx slots)_Left Cheek_Ch128

 

Communication System: GSM850; Frequency: 824.2 MHz;Duty Cycle: 1:2.08
Medium: HSL_850_161019 Medium parameters used: f = 824.2 MHz; σ = 0.879 S/m; εr = 43.172; ρ
= 1000 kg/m3 
A i  T ：23.3 ℃;  Li i  T ：22.3 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(6.03, 6.03, 6.03); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAMRight; Type: SAM; Serial: 1795
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.262 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.374 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 0.292 W/kg
SAR(1 g) = 0.242 W/kg; SAR(10 g) = 0.193 W/kg
Maximum value of SAR (measured) = 0.263 W/kg

0 dB = 0.263 W/kg = 5.80 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/20

#02_GSM1900_GPRS (3 Tx slots)_Right Cheek_Ch661

 

Communication System: PCS ; Frequency: 1880 MHz;Duty Cycle: 1:2.77
Medium: HSL_1900_161020 Medium parameters used: f = 1880 MHz; σ = 1.393 S/m; εr = 38.817; ρ
= 1000 kg/m3 
A i  T ：23.7 ℃;  Li i  T ：22.7 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(5.08, 5.08, 5.08); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAMRight; Type: SAM; Serial: 1795
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.204 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 12.39 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.263 W/kg
SAR(1 g) = 0.179 W/kg; SAR(10 g) = 0.117 W/kg
Maximum value of SAR (measured) = 0.209 W/kg

0 dB = 0.209 W/kg = 6.80 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/20

#03_WCDMA II_RMC 12.2Kbps_Right Cheek_Ch9538

 

Communication System: WCDMA; Frequency: 1907.6 MHz;Duty Cycle: 1:1
Medium: HSL_1900_161020 Medium parameters used: f = 1908 MHz; σ = 1.42 S/m; εr = 38.705; ρ =
1000 kg/m3 
A i  T ：23.7 ℃;  Li i  T ：22.7 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(5.08, 5.08, 5.08); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAMRight; Type: SAM; Serial: 1795
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.269 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 13.31 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.350 W/kg
SAR(1 g) = 0.237 W/kg; SAR(10 g) = 0.153 W/kg
Maximum value of SAR (measured) = 0.275 W/kg

0 dB = 0.275 W/kg = 5.61 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/19

#04_WCDMA V_RMC 12.2Kbps_Left Cheek_Ch4233

 

Communication System: WCDMA ; Frequency: 846.6 MHz;Duty Cycle: 1:1
Medium: HSL_850_161019 Medium parameters used: f = 847 MHz; σ = 0.901 S/m; εr = 42.88; ρ =
1000 kg/m3 
A i  T ：23.3 ℃;  Li i  T ：22.3 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(6.03, 6.03, 6.03); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAMRight; Type: SAM; Serial: 1795
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.345 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.537 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 0.385 W/kg
SAR(1 g) = 0.303 W/kg; SAR(10 g) = 0.239 W/kg
Maximum value of SAR (measured) = 0.331 W/kg

0 dB = 0.331 W/kg = 4.80 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/20

#05_LTE Band 2_20M_QPSK_1_0_Right Cheek_Ch18700

 

Communication System: LTE ; Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: HSL_1900_161020 Medium parameters used: f = 1860 MHz; σ = 1.375 S/m; εr = 38.898; ρ
= 1000 kg/m3 
A i  T ：23.7 ℃;  Li i  T ：22.7 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(5.08, 5.08, 5.08); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAMRight; Type: SAM; Serial: 1795
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.336 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.67 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 0.424 W/kg
SAR(1 g) = 0.294 W/kg; SAR(10 g) = 0.193 W/kg
Maximum value of SAR (measured) = 0.338 W/kg

0 dB = 0.338 W/kg = 4.71 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/12/23

#06_LTE Band 5_10M_QPSK_1_0_Left Cheek_Ch20525

 

Communication System:  LTE ; Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_850_161223 Medium parameters used: f = 836.5 MHz; σ = 0.872 S/m; εr = 41.884; ρ = 1000
kg/m3 
A i  T ：23.5 ℃ ;  Li i  T ：22.5 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(6.03, 6.03, 6.03); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAM_Right; Type: QD000P40CD; Serial: TP:1383
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)
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0 dB = 0.334 W/kg = 4.76 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/20

#07_LTE Band 7_20M_QPSK_1_0_Left Cheek_Ch21100

 

Communication System: LTE; Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600_161020 Medium parameters used: f = 2535 MHz; σ = 1.876 S/m; εr = 39.559; ρ
= 1000 kg/m3 
A i  T ：23.8 ℃;  Li i  T ：22.8 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(4.51, 4.51, 4.51); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1644
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (81x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.685 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 19.66 V/m; Power Drift = 0.13 dB
Peak SAR (extrapolated) = 0.782 W/kg
SAR(1 g) = 0.457 W/kg; SAR(10 g) = 0.262 W/kg
Maximum value of SAR (measured) = 0.552 W/kg

0 dB = 0.552 W/kg = 2.58 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/19

#08_GSM850_GPRS (4 Tx slots)_Back_10mm_Ch128

 

Communication System: GSM850 ; Frequency: 824.2 MHz;Duty Cycle: 1:2.08
Medium: MSL_850_161019 Medium parameters used: f = 824.2 MHz; σ = 0.974 S/m; εr = 57.145; ρ
= 1000 kg/m3 
A i  T ：23.3 ℃;  Li i  T ：22.3 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(6.01, 6.01, 6.01); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1644
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.399 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 18.19 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.444 W/kg
SAR(1 g) = 0.364 W/kg; SAR(10 g) = 0.288 W/kg
Maximum value of SAR (measured) = 0.393 W/kg

0 dB = 0.393 W/kg = 4.06 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/17

#09_GSM1900_GPRS (3 Tx slots)_Bottom Side_10mm_Ch512

 

Communication System: PCS; Frequency: 1850.2 MHz;Duty Cycle: 1:2.77
Medium: MSL_1900_161017 Medium parameters used : f = 1850.2 MHz; σ = 1.473 S/m; εr =
54.752; ρ = 1000 kg/m3 
A i  T ：23.8 ℃;  Li i  T ：22.8 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(4.7, 4.7, 4.7); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1644
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.08 W/kg 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 26.89 V/m; Power Drift = 0.10 dB 
Peak SAR (extrapolated) = 1.52 W/kg 
SAR(1 g) = 0.881 W/kg; SAR(10 g) = 0.488 W/kg 
Maximum value of SAR (measured) = 1.10 W/kg

0 dB = 1.10 W/kg = 0.41 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/17

#10_WCDMA II_RMC 12.2Kbps_Bottom Side_10mm_Ch9262

 

Communication System: WCDMA; Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: MSL_1900_161017 Medium parameters used : f = 1852.4 MHz; σ = 1.475 S/m; εr =
54.749; ρ = 1000 kg/m3 
A i  T ：23.8 ℃;  Li i  T ：22.8 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(4.7, 4.7, 4.7); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1644
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.16 W/kg 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 26.16 V/m; Power Drift = 0.16 dB 
Peak SAR (extrapolated) = 1.57 W/kg 
SAR(1 g) = 0.908 W/kg; SAR(10 g) = 0.495 W/kg 
Maximum value of SAR (measured) = 1.13 W/kg

0 dB = 1.13 W/kg = 0.53 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/19

#11_WCDMA V_RMC 12.2Kbps_Back_10mm_Ch4233

 

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1
Medium: MSL_850_161019 Medium parameters used: f = 847 MHz; σ = 0.995 S/m; εr = 56.928; ρ =
1000 kg/m3 
A i  T ：23.3 ℃;  Li i  T ：22.3 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(6.01, 6.01, 6.01); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1644
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.456 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 21.17 V/m; Power Drift = 0.13 dB
Peak SAR (extrapolated) = 0.585 W/kg
SAR(1 g) = 0.379 W/kg; SAR(10 g) = 0.249 W/kg
Maximum value of SAR (measured) = 0.432 W/kg

0 dB = 0.432 W/kg = 3.65 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/17

#12_LTE Band 2_20M_QPSK_1_0_Bottom Side_10mm_Ch18700

 

Communication System: LTE; Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: MSL_1900_161017 Medium parameters used: f = 1860 MHz; σ = 1.481 S/m; εr = 54.735; ρ
= 1000 kg/m3 
A i  T ：23.8 ℃;  Li i  T ：22.8 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(4.7, 4.7, 4.7); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1644
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 1.33 W/kg 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 27.56 V/m; Power Drift = 0.14 dB 
Peak SAR (extrapolated) = 1.80 W/kg 
SAR(1 g) = 1.05 W/kg; SAR(10 g) = 0.58 W/kg 
Maximum value of SAR (measured) = 1.31 W/kg

0 dB = 1.31 W/kg = 1.17 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/12/23

#13_LTE Band 5_10M_QPSK_1_0_Left Side_10mm_Ch20525

 

Communication System:  LTE; Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: MSL_850_161223 Medium parameters used: f = 836.5 MHz; σ = 0.965 S/m; εr = 55.134; ρ = 1000
kg/m3 
A i  T ：23.5 ℃ ;  Li i  T ：22.5 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(6.01, 6.01, 6.01); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAM_Right; Type: QD000P40CD; Serial: TP:1383
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)
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0 dB = 0.374 W/kg = 4.27 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/18

#14_LTE Band 7_20M_QPSK_1_0_Back_10mm_Ch21100

 

Communication System: LTE; Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: MSL_2600_161018 Medium parameters used: f = 2535 MHz; σ = 2.067 S/m; εr = 52.947; ρ
= 1000 kg/m3 
A i  T ：23.6 ℃;  Li i  T ：22.6 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(4.28, 4.28, 4.28); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAMRight; Type: SAM; Serial: 1795
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.903 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 17.26 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 1.59 W/kg
SAR(1 g) = 0.765 W/kg; SAR(10 g) = 0.350 W/kg
Maximum value of SAR (measured) = 1.04 W/kg

0 dB = 1.04 W/kg = 0.17 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/19

#15_GSM850_GPRS (4 Tx slots)_Back_15mm_Ch128

 

Communication System: GSM850 ; Frequency: 824.2 MHz;Duty Cycle: 1:2.08
Medium: MSL_850_161019 Medium parameters used: f = 824.2 MHz; σ = 0.974 S/m; εr = 57.145; ρ
= 1000 kg/m3 
A i  T ：23.3 ℃;  Li i  T ：22.3 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(6.01, 6.01, 6.01); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1644
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.363 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 19.66 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.405 W/kg
SAR(1 g) = 0.332 W/kg; SAR(10 g) = 0.260 W/kg
Maximum value of SAR (measured) = 0.359 W/kg

0 dB = 0.359 W/kg = 4.45 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/17

#16_GSM1900_GPRS (3 Tx slots)_Back_15mm_Ch661

 

Communication System: PCS; Frequency: 1880 MHz;Duty Cycle: 1:2.77
Medium: MSL_1900_161017 Medium parameters used: f = 1880 MHz; σ = 1.499 S/m; εr = 54.653; ρ
= 1000 kg/m3 
A i  T ：23.8 ℃;  Li i  T ：22.8 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(4.7, 4.7, 4.7); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1644
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.509 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 16.84 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.668 W/kg
SAR(1 g) = 0.436 W/kg; SAR(10 g) = 0.261 W/kg
Maximum value of SAR (measured) = 0.526 W/kg

0 dB = 0.526 W/kg = 2.79 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/17

#17_WCDMA II_RMC 12.2Kbps_Back_15mm_Ch9262

 

Communication System: WCDMA ; Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: MSL_1900_161017 Medium parameters used: f = 1852.4 MHz; σ = 1.475 S/m; εr = 54.749;
ρ = 1000 kg/m3 
A i  T ：23.8 ℃;  Li i  T ：22.8 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(4.7, 4.7, 4.7); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1644
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (61x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.815 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 20.60 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 1.10 W/kg
SAR(1 g) = 0.716 W/kg; SAR(10 g) = 0.430 W/kg
Maximum value of SAR (measured) = 0.864 W/kg

0 dB = 0.864 W/kg = 0.63 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/19

#18_WCDMA V_RMC 12.2Kbps_Front_15mm_Ch4233

 

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1
Medium: MSL_850_161019 Medium parameters used: f = 847 MHz; σ = 0.995 S/m; εr = 56.928; ρ =
1000 kg/m3 
A i  T ：23.3 ℃;  Li i  T ：22.3 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(6.01, 6.01, 6.01); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1644
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.306 W/kg

Zoom Scan (6x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 18.16 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 0.343 W/kg
SAR(1 g) = 0.278 W/kg; SAR(10 g) = 0.218 W/kg
Maximum value of SAR (measured) = 0.303 W/kg

0 dB = 0.303 W/kg = 5.19 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/17

#19_LTE Band 2_20M_QPSK_1_0_Back_15mm_Ch18700

 

Communication System: LTE; Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: MSL_1900_161017 Medium parameters used: f = 1860 MHz; σ = 1.481 S/m; εr = 54.735; ρ
= 1000 kg/m3 
A i  T ：23.8 ℃;  Li i  T ：22.8 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(4.7, 4.7, 4.7); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1644
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (61x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.878 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 24.48 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 1.10 W/kg
SAR(1 g) = 0.722 W/kg; SAR(10 g) = 0.434 W/kg
Maximum value of SAR (measured) = 0.870 W/kg

0 dB = 0.870 W/kg = 0.60 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/12/23

#20_LTE Band 5_10M_QPSK_1_0_Front_15mm_Ch20525

 

Communication System:  LTE; Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: MSL_850_161223 Medium parameters used: f = 836.5 MHz; σ = 0.965 S/m; εr = 55.134; ρ = 1000
kg/m3 
A i  T ：23.5 ℃ ;  Li i  T ：22.5 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(6.01, 6.01, 6.01); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAM_Right; Type: QD000P40CD; Serial: TP:1383
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (61x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.350 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 20.06 V/m; Power Drift = 0.14 dB
Peak SAR (extrapolated) = 0.394 W/kg
SAR(1 g) = 0.322 W/kg; SAR(10 g) = 0.252 W/kg
Maximum value of SAR (measured) = 0.350 W/kg

0 dB = 0.350 W/kg = 4.56 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2016/10/18

#21_LTE Band 7_20M_QPSK_1_0_Back_15mm_Ch21100

 

Communication System: LTE; Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: MSL_2600_161018 Medium parameters used: f = 2535 MHz; σ = 2.067 S/m; εr = 52.947; ρ
= 1000 kg/m3 
A i  T ：23.6 ℃;  Li i  T ：22.6 ℃

DASY5 Configuration:
 Probe: ES3DV3  SN3270; ConvF(4.28, 4.28, 4.28); Calibrated: 2016/8/26; 
 SensorSurface: 3mm (Mechanical Surface Detection)
 Electronics: DAE4 Sn778; Calibrated: 2016/5/12
 Phantom: SAMRight; Type: SAM; Serial: 1795
 Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331)

Area Scan (71x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.774 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 17.86 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 1.19 W/kg
SAR(1 g) = 0.625 W/kg; SAR(10 g) = 0.325 W/kg
Maximum value of SAR (measured) = 0.786 W/kg

0 dB = 0.786 W/kg = 1.05 dBW/kg
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