
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/11

#01_GSM850_GPRS (4 Tx slots)_Right Cheek_Ch251

Communication System: GSM850 ; Frequency: 848.8 MHz;Duty Cycle: 1:2.08
Medium: HSL_850_150211 Medium parameters used: f = 849 MHz; σ = 0.891 S/m; εr = 42.008; ρ = 
1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(10.04, 10.04, 10.04); Calibrated: 2014/11/21; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2014/11/13
- Phantom: SAM-Left; Type: QD 000 P40 C; Serial: TP-1478
- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch251/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.839 W/kg

Configuration/Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 31.64 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.900 W/kg
SAR(1 g) = 0.709 W/kg; SAR(10 g) = 0.548 W/kg
Maximum value of SAR (measured) = 0.832 W/kg

0 dB = 0.832 W/kg = -0.80 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/8

#02_GSM1900_GPRS (4 Tx slots)_Left Cheek_Ch810

Communication System: PCS ; Frequency: 1909.8 MHz;Duty Cycle: 1:2.08
Medium: HSL_1900_150208 Medium parameters used: f = 1910 MHz; σ = 1.442 S/m; εr = 38.984; ρ = 
1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(8.26, 8.26, 8.26); Calibrated: 2014/5/22; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2014/5/19
- Phantom: SAM_Right; Type: QD000P40CC; Serial: TP:1383
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch810/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.41 W/kg

Configuration/Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 32.523 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 1.60 W/kg
SAR(1 g) = 1.01 W/kg; SAR(10 g) = 0.596 W/kg
Maximum value of SAR (measured) = 1.40 W/kg

0 dB = 1.40 W/kg = 1.46 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/13

#03_WCDMA V_RMC 12.2Kbps_Right Cheek_Ch4182

Communication System: WCDMA ; Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: HSL_850_150213 Medium parameters used : f = 836.4 MHz; σ = 0.926 S/m; εr = 43.271; ρ = 
1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3697; ConvF(8.93, 8.93, 8.93); Calibrated: 2014/9/29; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1388; Calibrated: 2014/9/24
- Phantom: SAM-Left; Type: QD 000 P40 C; Serial: TP-1478
- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch4182/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.700 W/kg

Configuration/Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 28.91 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.734 W/kg
SAR(1 g) = 0.600 W/kg; SAR(10 g) = 0.466 W/kg
Maximum value of SAR (measured) = 0.690 W/kg

0 dB = 0.690 W/kg = -1.61 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/8

#04_WCDMA II_RMC 12.2Kbps_Left Cheek_Ch9400

Communication System: WCDMA; Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_150208 Medium parameters used: f = 1880 MHz; σ = 1.411 S/m; εr = 39.145; ρ = 
1000 kg/m3

23.3 22.3

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(8.26, 8.26, 8.26); Calibrated: 2014/5/22; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2014/5/19
- Phantom: SAM_Right; Type: QD000P40CC; Serial: TP:1383
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch9400/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.05 W/kg

Configuration/Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 27.720 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 1.16 W/kg
SAR(1 g) = 0.730 W/kg; SAR(10 g) = 0.443 W/kg
Maximum value of SAR (measured) = 0.999 W/kg

0 dB = 0.999 W/kg = -0.00 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/15

#05_LTE Band 5_10M_QPSK_1RB_0offset_Right Cheek_Ch20525

Communication System: LTE ; Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_850_150215 Medium parameters used : f = 836.5 MHz; σ = 0.93 S/m; εr = 43.097; ρ = 
1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3931; ConvF(10.32, 10.32, 10.32); Calibrated: 2014/9/25; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn577; Calibrated: 2014/10/6
- Phantom: SAM-Right; Type: QD 000 P40 C; Serial: TP-1446
- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch20525/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 
mm
Maximum value of SAR (interpolated) = 0.590 W/kg

Configuration/Ch20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 25.80 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.630 W/kg
SAR(1 g) = 0.498 W/kg; SAR(10 g) = 0.394 W/kg
Maximum value of SAR (measured) = 0.579 W/kg

0 dB = 0.579 W/kg = -2.37 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/25

#06_LTE Band 7_20M_QPSK_1RB_0offset_Left Cheek_Ch21100

Communication System: LTE ; Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600_150225 Medium parameters used: f = 2535 MHz; σ = 1.968 S/m; εr = 37.604; ρ = 
1000 kg/m3

23.5 22.5 

DASY5 Configuration
- Probe: EX3DV4 - SN3954; ConvF(7.05, 7.05, 7.05); Calibrated: 2014/11/21; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/7/23
- Phantom: SAM LEFT; Type: QD000P40CD; Serial: TP:1718
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch21100/Area Scan (81x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 
mm
Maximum value of SAR (interpolated) = 1.92 W/kg

Configuration/Ch21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 31.453 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 2.26 W/kg
SAR(1 g) = 1.18 W/kg; SAR(10 g) = 0.614 W/kg
Maximum value of SAR (measured) = 1.86 W/kg

0 dB = 1.86 W/kg = 2.70 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                  Date: 2014/12/23 

#07_WLAN2.4GHz_802.11b 1Mbps_Right Cheek_Ch6 

  

Communication System: 802.11b ; Frequency: 2437 MHz;Duty Cycle: 1:1.024 
Medium: HSL_2450_141223 Medium parameters used: f = 2437 MHz; σ = 1.83 mho/m; εr = 38.7; ρ 

= 1000 kg/m3  
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃ 

DASY4 Configuration: 
- Probe: ES3DV3 - SN3270; ConvF(4.52, 4.52, 4.52); Calibrated: 2014/9/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn778; Calibrated: 2014/8/21 
- Phantom: SAM_Right; Type: SAM; Serial: TP-1303 
- ;Postprocessing SW: SEMCAD, V1.8 Build 159 

 
Ch6/Area Scan (81x141x1): Measurement grid: dx=12mm, dy=12mm 
Maximum value of SAR (interpolated) = 0.673 mW/g 
 
Ch6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 19.3 V/m; Power Drift = 0.050 dB 
Peak SAR (extrapolated) = 1.08 W/kg 
SAR(1 g) = 0.498 mW/g; SAR(10 g) = 0.226 mW/g 
Maximum value of SAR (measured) = 0.662 mW/g 

0 dB = 0.662mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/16

#08_WLAN5GHz_802.11a 6Mbps_Right Cheek_Ch36

Communication System: 802.11a; Frequency: 5180 MHz;Duty Cycle: 1:1.146
Medium: HSL_5G_150216 Medium parameters used: f = 5180 MHz; σ = 4.79 S/m; εr = 35.489; ρ = 
1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(5.13, 5.13, 5.13); Calibrated: 2014/11/21; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2014/11/13
- Phantom: SAM-Left; Type: QD 000 P40 C; Serial: TP-1478
- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch36/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.496 W/kg

Configuration/Ch36/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 
dz=1.4mm
Reference Value = 10.47 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.928 W/kg
SAR(1 g) = 0.209 W/kg; SAR(10 g) = 0.061 W/kg
Maximum value of SAR (measured) = 0.524 W/kg

0 dB = 0.524 W/kg = -2.81 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/16

#09_WLAN5GHz_802.11a 6Mbps_Right Cheek_Ch60

Communication System: 802.11a; Frequency: 5300 MHz;Duty Cycle: 1:1.146
Medium: HSL_5G_150216 Medium parameters used: f = 5300 MHz; σ = 4.92 S/m; εr = 35.315; ρ = 
1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(4.92, 4.92, 4.92); Calibrated: 2014/11/21; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2014/11/13
- Phantom: SAM-Left; Type: QD 000 P40 C; Serial: TP-1478
- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch60/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.526 W/kg

Configuration/Ch60/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 
dz=1.4mm
Reference Value = 11.10 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 1.01 W/kg
SAR(1 g) = 0.216 W/kg; SAR(10 g) = 0.067 W/kg
Maximum value of SAR (measured) = 0.567 W/kg

0 dB = 0.567 W/kg = -2.46 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/16

#10_WLAN5GHz_802.11a 6Mbps_Right Cheek_Ch140

Communication System: 802.11a; Frequency: 5700 MHz;Duty Cycle: 1:1.146
Medium: HSL_5G_150216 Medium parameters used: f = 5700 MHz; σ = 5.333 S/m; εr = 34.507; ρ = 
1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(4.63, 4.63, 4.63); Calibrated: 2014/11/21; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2014/11/13
- Phantom: SAM-Left; Type: QD 000 P40 C; Serial: TP-1478
- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch140/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.491 W/kg

Configuration/Ch140/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 
dz=1.4mm
Reference Value = 11.11 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.926 W/kg
SAR(1 g) = 0.196 W/kg; SAR(10 g) = 0.055 W/kg
Maximum value of SAR (measured) = 0.528 W/kg

0 dB = 0.528 W/kg = -2.77 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                  Date: 2014/12/25  

#11_WLAN5GHz_802.11a 6Mbps_Right Cheek_Ch149 

  

Communication System: 802.11a; Frequency: 5745 MHz;Duty Cycle: 1:1.146 
Medium: HSL_5G_141225 Medium parameters used: f = 5745 MHz; σ = 5.36 mho/m; εr = 34.5; ρ = 

1000 kg/m3  
Ambient Temperature：23.5 ℃;  Liquid Temperature：22.5 ℃ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3925; ConvF(4.63, 4.63, 4.63); Calibrated: 2014/5/22 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn495; Calibrated: 2014/5/19 
- Phantom: SAM_Right; Type: SAM; Serial: TP-1303 
- ;Postprocessing SW: SEMCAD, V1.8 Build 159 

 
Ch149/Area Scan (101x181x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 1.00 mW/g 
 
Ch149/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 13.7 V/m; Power Drift = 0.092 dB 
Peak SAR (extrapolated) = 1.61 W/kg 
SAR(1 g) = 0.332 mW/g; SAR(10 g) = 0.100 mW/g 
Maximum value of SAR (measured) = 0.895 mW/g 

0 dB = 0.895mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                  Date: 2014/12/31 

#12_Bluetooth_1Mbps_Right Cheek_Ch39 

  

Communication System: Bluetooth; Frequency: 2441 MHz;Duty Cycle: 1:1.2 
Medium: HSL_2450_141231 Medium parameters used: f = 2441 MHz; σ = 1.83 mho/m; εr = 38.7; ρ 

= 1000 kg/m3  
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃ 

DASY4 Configuration: 
- Probe: ES3DV3 - SN3270; ConvF(4.52, 4.52, 4.52); Calibrated: 2014/9/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn778; Calibrated: 2014/8/21 
- Phantom: SAM_Right; Type: SAM; Serial: TP-1303 
- ;Postprocessing SW: SEMCAD, V1.8 Build 159 

 
Ch39/Area Scan (81x141x1): Measurement grid: dx=12mm, dy=12mm 
Maximum value of SAR (interpolated) = 0.028 mW/g 
 
Ch39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 2.80 V/m; Power Drift = -0.055 dB 
Peak SAR (extrapolated) = 0.058 W/kg 
SAR(1 g) = 0.011 mW/g; SAR(10 g) = 0.00298 mW/g 
Maximum value of SAR (measured) = 0.014 mW/g 

0 dB = 0.014mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/13

#13_GSM850_GPRS (4 Tx slots)_Front_1cm_Ch189

Communication System:  GSM850 ; Frequency: 836.4 MHz;Duty Cycle: 1:2.08
Medium: MSL_850_150213 Medium parameters used : f = 836.4 MHz; σ = 0.982 S/m; εr = 54.948; ρ 
= 1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3697; ConvF(8.75, 8.75, 8.75); Calibrated: 2014/9/29; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1388; Calibrated: 2014/9/24
- Phantom: SAM-Right; Type: QD 000 P40 C; Serial: TP-1446
- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch189/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.902 W/kg

Configuration/Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 31.36 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.971 W/kg
SAR(1 g) = 0.762 W/kg; SAR(10 g) = 0.591 W/kg
Maximum value of SAR (measured) = 0.898 W/kg

0 dB = 0.898 W/kg = -0.47 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/9

#14_GSM1900_GPRS (4 Tx slots)_Back_1cm_Ch512

Communication System: PCS; Frequency: 1850.2 MHz;Duty Cycle: 1:2.08
Medium: MSL_1900_150209 Medium parameters used: f = 1850.2 MHz; σ = 1.493 S/m; εr = 52.683; 
ρ = 1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(7.87, 7.87, 7.87); Calibrated: 2014/5/22; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2014/5/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1542
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch512/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.79 W/kg

Configuration/Ch512/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 34.731 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 1.91 W/kg
SAR(1 g) = 1.18 W/kg; SAR(10 g) = 0.703 W/kg
Maximum value of SAR (measured) = 1.61 W/kg

0 dB = 1.61 W/kg = 2.07 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/13

#15_WCDMA V_RMC 12.2Kbps_Back_1cm_Ch4132

Communication System: WCDMA; Frequency: 826.4 MHz;Duty Cycle: 1:1
Medium: MSL_850_150213 Medium parameters used: f = 826.4 MHz; σ = 0.972 S/m; εr = 55.046; ρ = 
1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3697; ConvF(8.75, 8.75, 8.75); Calibrated: 2014/9/29; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1388; Calibrated: 2014/9/24
- Phantom: SAM-Right; Type: QD 000 P40 C; Serial: TP-1446
- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch4132/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.973 W/kg

Configuration/Ch4132/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 32.63 V/m; Power Drift = 0.00 dB
Peak SAR (extrapolated) = 1.02 W/kg
SAR(1 g) = 0.803 W/kg; SAR(10 g) = 0.626 W/kg
Maximum value of SAR (measured) = 0.946 W/kg

0 dB = 0.946 W/kg = -0.24 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/5

#16_WCDMA II_RMC 12.2Kbps_Back_1cm_Ch9262

Communication System: WCDMA; Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: MSL_1900_150205 Medium parameters used: f = 1852.4 MHz; σ = 1.493 S/m; εr = 52.719; 
ρ = 1000 kg/m3

23.6 22.6

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(7.87, 7.87, 7.87); Calibrated: 2014/5/22; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2014/5/19
- Phantom: SAM_Right; Type: QD000P40CC; Serial: TP:1383
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch9262/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.69 W/kg

Configuration/Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 33.335 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 1.89 W/kg
SAR(1 g) = 1.11 W/kg; SAR(10 g) = 0.652 W/kg
Maximum value of SAR (measured) = 1.54 W/kg

0 dB = 1.54 W/kg = 1.88 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/14

#17_LTE Band 5_10M_QPSK_1RB_0offset_Front_1cm_Ch20525

Communication System:  LTE ; Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: MSL_850_150214 Medium parameters used : f = 836.5 MHz; σ = 0.973 S/m; εr = 54.201; ρ 
= 1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(10.01, 10.01, 10.01); Calibrated: 2014/11/21; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/7/23
- Phantom: SAM-Left; Type: QD 000 P40 C; Serial: TP-1478
- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch20525/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 
mm
Maximum value of SAR (interpolated) = 0.772 W/kg

Configuration/Ch20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 29.23 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.857 W/kg
SAR(1 g) = 0.655 W/kg; SAR(10 g) = 0.509 W/kg
Maximum value of SAR (measured) = 0.793 W/kg

0 dB = 0.793 W/kg = -1.01 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/24

#18_LTE Band 7_20M_QPSK_1RB_0offset_Back_1cm_Ch21350

Communication System: LTE; Frequency: 2560 MHz;Duty Cycle: 1:1
Medium: MSL_2600_150224 Medium parameters used: f = 2560 MHz; σ = 2.172 S/m; εr = 52.312; ρ 
= 1000 kg/m3

23.2 22.2 

DASY5 Configuration
- Probe: EX3DV4 - SN3954; ConvF(7.07, 7.07, 7.07); Calibrated: 2014/11/21; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/7/23
- Phantom: SAM_RIGHT; Type: QD000P40CD; Serial: 1719
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch21350/Area Scan (81x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 
mm
Maximum value of SAR (interpolated) = 1.49 W/kg

Configuration/Ch21350/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 27.265 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 1.99 W/kg
SAR(1 g) = 0.957 W/kg; SAR(10 g) = 0.506 W/kg
Maximum value of SAR (measured) = 1.54 W/kg

0 dB = 1.54 W/kg = 1.88 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/16

#19_WLAN2.4GHz_802.11b 1Mbps_Back_1cm_Ch6

Communication System: 802.11b ; Frequency: 2437 MHz;Duty Cycle: 1:1.024
Medium: MSL_2450_150216 Medium parameters used: f = 2437 MHz; σ = 1.961 S/m; εr = 51.347; ρ 
= 1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(7.32, 7.32, 7.32); Calibrated: 2014/11/21; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2014/11/13
- Phantom: SAM-Left; Type: QD 000 P40 C; Serial: TP-1478
- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch6/Area Scan (91x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.44 W/kg

Configuration/Ch6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 27.89 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 1.76 W/kg
SAR(1 g) = 0.841 W/kg; SAR(10 g) = 0.373 W/kg
Maximum value of SAR (measured) = 1.37 W/kg

0 dB = 1.37 W/kg = 1.37 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2015/3/5

#20_WLAN5GHz_802.11a 6Mbps_Front_1cm_Ch36

Communication System: 802.11a; Frequency: 5180 MHz;Duty Cycle: 1:1.146
Medium: MSL_5G_150305 Medium parameters used: f = 5180 MHz; σ = 5.402 S/m; εr = 47.988; ρ = 
1000 kg/m3

23.4 22.4 

DASY5 Configuration
- Probe: EX3DV4 - SN3925; ConvF(4.53, 4.53, 4.53); Calibrated: 2014/5/22; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2014/5/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: S/N:1796
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch36/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.0753 W/kg

Configuration/Ch36/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 
dz=1.4mm
Reference Value = 3.451 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.196 W/kg
SAR(1 g) = 0.14 W/kg; SAR(10 g) = 0.041 W/kg
Maximum value of SAR (measured) = 0.0722 W/kg

0 dB = 0.0722 W/kg = -11.41 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2015/3/5

#21_WLAN5GHz_802.11a 6Mbps_Back_1cm_Ch149

Communication System: 802.11a; Frequency: 5745 MHz;Duty Cycle: 1:1.146
Medium: MSL_5G_150305 Medium parameters used: f = 5745 MHz; σ = 6.164 S/m; εr = 47.04; ρ = 
1000 kg/m3

23.4 22.4 

DASY5 Configuration
- Probe: EX3DV4 - SN3925; ConvF(4.09, 4.09, 4.09); Calibrated: 2014/5/22; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2014/5/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: S/N:1796
- Measurement SW: DASY52, Version 52.8 (8); SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch149/Area Scan (101x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.0719 W/kg

Configuration/Ch149/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, 
dz=1.4mm
Reference Value = 3.758 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.229 W/kg
SAR(1 g) = 0.072 W/kg; SAR(10 g) = 0.021 W/kg
Maximum value of SAR (measured) = 0.0731 W/kg

0 dB = 0.0731 W/kg = -11.36 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/13

#22_GSM850_GPRS (4 Tx slots)_Front_1.5cm_Ch251

Communication System:  GSM850 ; Frequency: 848.8 MHz;Duty Cycle: 1:2.08
Medium: MSL_850_150213 Medium parameters used: f = 849 MHz; σ = 0.994 S/m; εr = 54.833; ρ = 
1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3697; ConvF(8.75, 8.75, 8.75); Calibrated: 2014/9/29; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1388; Calibrated: 2014/9/24
- Phantom: SAM-Right; Type: QD 000 P40 C; Serial: TP-1446
- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch251/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.886 W/kg

Configuration/Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 31.19 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.958 W/kg
SAR(1 g) = 0.741 W/kg; SAR(10 g) = 0.568 W/kg
Maximum value of SAR (measured) = 0.884 W/kg

0 dB = 0.884 W/kg = -0.54 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/9

#23_GSM1900_GPRS (4 Tx slots)_Back_1.5cm_Ch810

Communication System: PCS ; Frequency: 1909.8 MHz;Duty Cycle: 1:2.08
Medium: MSL_1900_150209 Medium parameters used: f = 1910 MHz; σ = 1.545 S/m; εr = 52.433; ρ 
= 1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(7.87, 7.87, 7.87); Calibrated: 2014/5/22; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2014/5/19
- Phantom: SAM_Left; Type: QD000P40CD; Serial: TP:1542
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch810/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.894 W/kg

Configuration/Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 24.984 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 1.05 W/kg
SAR(1 g) = 0.642 W/kg; SAR(10 g) = 0.402 W/kg
Maximum value of SAR (measured) = 0.900 W/kg

0 dB = 0.900 W/kg = -0.46 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/13

#24_WCDMA V_RMC 12.2Kbps_Front_1.5cm_Ch4132

Communication System: WCDMA; Frequency: 826.4 MHz;Duty Cycle: 1:1
Medium: MSL_850_150213 Medium parameters used: f = 826.4 MHz; σ = 0.972 S/m; εr = 55.046; ρ = 
1000 kg/m3

23.5 22.5

DASY5 Configuration:
- Probe: EX3DV4 - SN3697; ConvF(8.75, 8.75, 8.75); Calibrated: 2014/9/29; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1388; Calibrated: 2014/9/24
- Phantom: SAM-Right; Type: QD 000 P40 C; Serial: TP-1446
- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch4132/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.901 W/kg

Configuration/Ch4132/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 31.68 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.975 W/kg
SAR(1 g) = 0.762 W/kg; SAR(10 g) = 0.582 W/kg
Maximum value of SAR (measured) = 0.903 W/kg

0 dB = 0.903 W/kg = -0.44 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/5

#25_WCDMA II_RMC 12.2Kbps_Back_1.5cm_Ch9400

Communication System: WCDMA; Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: MSL_1900_150205 Medium parameters used: f = 1880 MHz; σ = 1.515 S/m; εr = 52.615; ρ 
= 1000 kg/m3

23.6 22.6

DASY5 Configuration:
- Probe: EX3DV4 - SN3925; ConvF(7.87, 7.87, 7.87); Calibrated: 2014/5/22; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE3 Sn495; Calibrated: 2014/5/19
- Phantom: SAM_Right; Type: QD000P40CC; Serial: TP:1383
- Measurement SW: DASY52, Version 52.8 (7);SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch9400/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.863 W/kg

Configuration/Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 24.747 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 1.01 W/kg
SAR(1 g) = 0.621 W/kg; SAR(10 g) = 0.389 W/kg
Maximum value of SAR (measured) = 0.868 W/kg

0 dB = 0.868 W/kg = -0.61 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/14

#26_LTE Band 5_10M_QPSK_1RB_0offset_Front_1.5cm_Ch20525

Communication System:  LTE ; Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: MSL_850_150214 Medium parameters used : f = 836.5 MHz; σ = 0.973 S/m; εr = 54.201; ρ 
= 1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3954; ConvF(10.01, 10.01, 10.01); Calibrated: 2014/11/21; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/7/23
- Phantom: SAM-Left; Type: QD 000 P40 C; Serial: TP-1478
- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch20525/Area Scan (61x111x1): Interpolated grid: dx=1.500 mm, dy=1.500 
mm
Maximum value of SAR (interpolated) = 0.761 W/kg

Configuration/Ch20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 
dz=5mm
Reference Value = 29.41 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.832 W/kg
SAR(1 g) = 0.634 W/kg; SAR(10 g) = 0.485 W/kg
Maximum value of SAR (measured) = 0.765 W/kg

0 dB = 0.765 W/kg = -1.16 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/24

#27_LTE Band 7_20M_QPSK_1RB_0offset_Front_1.5cm_Ch20850

Communication System: LTE; Frequency: 2510 MHz;Duty Cycle: 1:1
Medium: MSL_2600_150224 Medium parameters used: f = 2510 MHz; σ = 2.095 S/m; εr = 52.5; ρ = 
1000 kg/m3

23.2 22.2 

DASY5 Configuration
- Probe: EX3DV4 - SN3954; ConvF(7.07, 7.07, 7.07); Calibrated: 2014/11/21; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1279; Calibrated: 2014/7/23
- Phantom: SAM_RIGHT; Type: QD000P40CD; Serial: 1719
- Measurement SW: DASY52, Version 52.8 (7); SEMCAD X Version 14.6.10 (7164) 

Configuration/Ch20850/Area Scan (81x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 
mm
Maximum value of SAR (interpolated) = 0.815 W/kg

Configuration/Ch20850/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 18.827 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.925 W/kg
SAR(1 g) = 0.472 W/kg; SAR(10 g) = 0.262 W/kg
Maximum value of SAR (measured) = 0.731 W/kg

0 dB = 0.731 W/kg = -1.36 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                   Date: 2015/2/16

#28_WLAN2.4GHz_802.11b 1Mbps_Back_1.5cm_Ch6

Communication System: 802.11b; Frequency: 2437 MHz;Duty Cycle: 1:1.024
Medium: MSL_2450_150216 Medium parameters used: f = 2437 MHz; σ = 1.961 S/m; εr = 51.347; ρ 
= 1000 kg/m3

23.4 22.4

DASY5 Configuration:
- Probe: EX3DV4 - SN3955; ConvF(7.32, 7.32, 7.32); Calibrated: 2014/11/21; 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1399; Calibrated: 2014/11/13
- Phantom: SAM-Left; Type: QD 000 P40 C; Serial: TP-1478
- Measurement SW: DASY52, Version 52.8 (8);SEMCAD X Version 14.6.10 (7331) 

Configuration/Ch6/Area Scan (91x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.553 W/kg

Configuration/Ch6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, 
dz=5mm
Reference Value = 17.16 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.642 W/kg
SAR(1 g) = 0.333 W/kg; SAR(10 g) = 0.162 W/kg
Maximum value of SAR (measured) = 0.529 W/kg

0 dB = 0.529 W/kg = -2.77 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                  Date: 2014/12/26 

#29_WLAN5GHz_802.11a 6Mbps_Front_1.5cm_Ch36 

  

Communication System: 802.11a; Frequency: 5180 MHz;Duty Cycle: 1:1.146 
Medium: MSL_5G_141226 Medium parameters used: f = 5180 MHz; σ = 5.21 mho/m; εr = 47.5; ρ = 

1000 kg/m3  
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3925; ConvF(4.53, 4.53, 4.53); Calibrated: 2014/5/22 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn495; Calibrated: 2014/5/19 
- Phantom: SAM_Right; Type: SAM; Serial: TP-1303 
- ;Postprocessing SW: SEMCAD, V1.8 Build 159 

 
Ch36/Area Scan (101x181x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.186 mW/g 
 
Ch36/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 6.32 V/m; Power Drift = 0.047 dB 
Peak SAR (extrapolated) = 0.245 W/kg 
SAR(1 g) = 0.071 mW/g; SAR(10 g) = 0.025 mW/g 
Maximum value of SAR (measured) = 0.175 mW/g 

0 dB = 0.175mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                  Date: 2014/12/26 

#30_WLAN5GHz_802.11a 6Mbps_Front_1.5cm_Ch60 

  

Communication System: 802.11a; Frequency: 5300 MHz;Duty Cycle: 1:1.146 
Medium: MSL_5G_141226 Medium parameters used: f = 5300 MHz; σ = 5.38 mho/m; εr = 47.2; ρ = 

1000 kg/m3  
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3925; ConvF(4.36, 4.36, 4.36); Calibrated: 2014/5/22 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn495; Calibrated: 2014/5/19 
- Phantom: SAM_Right; Type: SAM; Serial: TP-1303 
- ;Postprocessing SW: SEMCAD, V1.8 Build 159 

 
Ch60/Area Scan (101x181x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.165 mW/g 
 
Ch60/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 6.06 V/m; Power Drift = 0.040 dB 
Peak SAR (extrapolated) = 0.257 W/kg 
SAR(1 g) = 0.060 mW/g; SAR(10 g) = 0.022 mW/g 
Maximum value of SAR (measured) = 0.177 mW/g 

0 dB = 0.177mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                  Date: 2014/12/26 

#31_WLAN5GHz_802.11a 6Mbps_Back_1.5cm_Ch140 

  

Communication System: 802.11a; Frequency: 5700 MHz;Duty Cycle: 1:1.146 
Medium: MSL_5G_141226 Medium parameters used: f = 5700 MHz; σ = 5.94 mho/m; εr = 46.6; ρ = 

1000 kg/m3  
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3925; ConvF(4.12, 4.12, 4.12); Calibrated: 2014/5/22 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn495; Calibrated: 2014/5/19 
- Phantom: SAM_Right; Type: SAM; Serial: TP-1303 
- ;Postprocessing SW: SEMCAD, V1.8 Build 159 

 
Ch140/Area Scan (101x181x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.092 mW/g 
 
Ch140/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 4.70 V/m; Power Drift = 0.028 dB 
Peak SAR (extrapolated) = 0.313 W/kg 
SAR(1 g) = 0.035 mW/g; SAR(10 g) = 0.014 mW/g 
Maximum value of SAR (measured) = 0.112 mW/g 

0 dB = 0.112mW/g



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                  Date: 2014/12/26 

#32_WLAN5GHz_802.11a 6Mbps_Back_1.5cm_Ch149 

  

Communication System: 802.11a; Frequency: 5745 MHz;Duty Cycle: 1:1.146 
Medium: MSL_5G_141226 Medium parameters used : f = 5745 MHz; σ = 6.07 mho/m; εr = 46.7; ρ = 

1000 kg/m3  
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3925; ConvF(4.09, 4.09, 4.09); Calibrated: 2014/5/22 
- Sensor-Surface: 1.4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn495; Calibrated: 2014/5/19 
- Phantom: SAM_Right; Type: SAM; Serial: TP-1303 
- ;Postprocessing SW: SEMCAD, V1.8 Build 159 

 
Ch149/Area Scan (101x181x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.146 mW/g 
 
Ch149/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 4.76 V/m; Power Drift = -0.098 dB 
Peak SAR (extrapolated) = 0.214 W/kg 
SAR(1 g) = 0.041 mW/g; SAR(10 g) = 0.014 mW/g 
Maximum value of SAR (measured) = 0.112 mW/g 

0 dB = 0.112mW/g
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