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FCC Part 15 Subpart B

The radiated measurements are performed in vertical and horizontal plane in the
frequency range from 9 kHz to 20 GHz in semi-anechoic chambers. The EUT is
positioned on a non-conductive support with a height of 0.80 m above a conductive
ground plane that covers the whole chamber.

The receiving antennas are conform with specifications ANSI C63.2-1996 clause 15 and
ANSI C63.4-2001 clause 4.1.5. These antennas can be moved over the height range
between 1.0 m and 4.0 m in order to search for maximum field strength emitted from
EUT. The measurement distances between EUT and receiving antennas are indicated in
the test set-ups for the various frequency ranges. For each measurement, the EUT is
rotated in all three axes until the maximum field strength is received.

The wanted and unwanted emissions are received by spectrum analysers where the
detector modes and resolution bandwidths over various frequency ranges are set
according to requirement ANSI C63.4-2001 clause 4.2.

Antennas are conform with ANSI C63.2-1996 item 15.

150 kHz - 30 MHz: Quasi Peak measurement, 9kHz Bandwidth, passive loop antenna.

30 MHz - 200 MHz: Quasi Peak measurement, 120KHz Bandwidth, biconical antenna
200MHz - 1GHz: Quasi Peak measurement, 120KHz Bandwidth, log periodic antenna
>1GHz: Average, RBW 1MHz, VBW 10 Hz, wave guide horn

All measurement settings are according to FCC 15.109 and 15.107

The product fulfils also the requirements for CANADA RSS-210

No deviations from the technical specification(s) were ascertained in the course of the
tests performed.

FINAL VERDICT : PASS
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ANNEX A: PART 15 B TESTS
Conducted Limits
Reference
FCC: CFR Part 15.207, 15.107
IC: RSS 210, Issue 4, Section 6.6, 7.4
Limits: § 15.107 / 15.207
Frequency of Emission (MHz) Conducted Limit (dBuV)
Quasi-peak Average
0.15-0.5 66 to 56 * 561046 *
05-5 56 46
5-30 60 50

* Decreases with the logarithm of the frequency

EMI-TEST 9 Jun 2004 08:06:52
hp EMISSION LEVEL[ dBuv] PEAK

110
CISPR PUB. 22 CLASS B CONDUCTED
Sony Ericsson mobile phone
PCS 1900
traffic and idle mode
N and L1-system, max hold

90

70

QP LIMIT
AVERAGE LIMIT
50
a V/”\ /ﬂ\/ Nl
¥ A i
.15 1 10 30
FREQUENCY [MHz]
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4 TEST EQUIPMENT AND ANCILLARIES USED FOR TESTS
No Instrument/Ancillary Type Manufacturer Serial No.
01 Spectrum Analyzer 8566 A Hewlett-Packard 1925A00257
02 Analyzer Display 8566 A Hewlett-Packard 1925A00860
03 Oscilloscope 7633 Tektronix 230054
04 Radio Communication CMTA 54 Rohde & Schwarz 894 043/010

Analyzer

05 System Power Supply 6038 A Hewlett-Packard 2848A07027
06 Signal Generator 8111 A Hewlett-Packard 2215G00867
07 Signal Generator 8662 A Hewlett-Packard 2224A01012
08 Function Generator AFGU Rohde & Schwarz 862 480/032
09 Regulating Transformer MPL Erfi 91350
10 LISN NNLA 8120 Schwarzbeck 8120331
11 Relay-Matrix PSU Rohde & Schwarz 893 285/020
12 Power-Meter 436 A Hewlett-Packard 2101A12378
13 Power-Sensor 8484 A Hewlett-Packard 2237A10156
14 Power-Sensor 8482 A Hewlett-Packard 2237A00616
15 Modulation Meter 9008 Racal-Dana 2647
16 Frequency Counter 5340 A Hewlett-Packard 1532A03899
17 Anechoic Chamber MWB 87400/002
18 Spectrum Analyzer 85660 B Hewlett-Packard 2747A05306
19 Analyzer Display 85662 A Hewlett-Packard 2816A16541
20 Quasi Peak Adapter 85650 A Hewlett-Packard 2811A01131
21 RF-Preselector 85685 A Hewlett-Packard 2833A00768
22 Biconical Antenna 3104 Emco 3758
23 Log. Per. Antenna 3146 Emco 2130
24 Double Ridged Horn 3115 Emco 3088
25 EMI-Testreceiver ESAI Rohde & Schwarz 863 180/013
26 EMI-Analyzer-Display ESAI-D Rohde & Schwarz 862 771/008
27 Biconical Antenna HK 116 Rohde & Schwarz 888 945/013
28 Log. Per. Antenna HL 223 Rohde & Schwarz 825 584/002
29 Relay-Switch-Unit RSU Rohde & Schwarz 375 339/002
30 Highpass HM985955 FSY Microwave 001
31 Amplifier P42-GA29 Tron-Tech B 23602
32 Anechoic Chamber Frankonia
33 Control Computer PSM 7 Rohde & Schwarz 834 621/004
34 EMI Test Receiver ESMI Rohde & Schwarz 827 063/010
35 EMI Test Receiver Display Rohde & Schwarz 829 808/010
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No Instrument/Ancillary Type Manufacturer Serial No.
36 Control Computer HD 100 Deisel 100/322/93
37 Relay Matrix PSN Rohde & Schwarz 829 065/003
38 Control Unit GB 016 A2 Rohde & Schwarz 344 122/008
39 Relay Switch Unit RSU Rohde & Schwarz 316 790/001
40 Power Supply 6032A Hewlett Packard 2846A04063
41 Spectrum Monitor EZM Rohde & Schwarz 883 720/006
42 Measuring Receiver ESH 3 Rohde & Schwarz 890 174/002
43 Measuring Receiver ESVP Rohde & Schwarz 891 752/005
44 Bicon Ant. 20-300MHz HK 116 Rohde & Schwarz 833 162/011
45 Logper Ant. 0.3-1 GHz HL 223 Rohde & Schwarz 832 914/010
46 Amplifier 0.1-4 GHz AFS4 Miteq Inc. 206461
47 Logper Ant. 1-18 GHz HL 024 A2 Rohde & Schwarz 342 662/002
48 Polarisation Network HL 024 71 Rohde & Schwarz 341 570/002
49 Double Ridged Horn Antenna | 3115 EMCO 9107-3696
1-26.5 GHz
50 Microw. Sys. Amplifier 0.5- 8317A Hewlett Packard 3123A00105
26.5 GHz
51 Audio Analyzer UPD Rohde & Schwarz 1030.7500.04
52 Controler PSM 7 Rohde & Schwarz 883 086/026
53 DC V-Network ESH3-26 Rohde & Schwarz 861 406/005
54 DC V-Network ESH3-Z6 Rohde & Schwarz 893 689/012
55 AC 2 Phase V-Network ESH3-Z5 Rohde & Schwarz 861 189/014
56 AC 2 Phase V-Network ESH3-75 Rohde & Schwarz 894 981/019
57 AC-3 Phase V-Network ESH2-Z5 Rohde & Schwarz 882 394/007
58 Power Supply 6032A Rohde & Schwarz 2933A05441
59 RF-Test Receiver ESVP.52 Rohde & Schwarz 881 487/021
60 Spectrum Monitor EZM Rohde & Schwarz 883 086/026
61 RF-Test Receiver ESH3 Rohde & Schwarz 881 515/002
62 Relay Matrix PSU Rohde & Schwarz 882 943/029
63 Relay Matrix PSU Rohde & Schwarz 828 628/007
64 Spectrum Analyzer FSIQ 26 Rohde & Schwarz 119.6001.27
65 Spectrum Analyzer HP 8565E Hewlett Packard 3473A00773
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Annex B

Test site
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Test site
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Test site
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ANNEX C: EXTERNAL PHOTOS

PHOTOGRAPHS OF THE EQUIPMENT

Photograph no.: 1

AAB-1021051-BV

——
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PHOTOGRAPHS OF THE EQUIPMENT

Photograph no.: 2
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PHOTOGRAPHS OF THE EQUIPMENT

Photograph no.: 3
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PHOTOGRAPHS OF THE EQUIPMENT
Charger
Photograph no.: 4

Sony Ericsson

- | Standard charger CST-13
BML 162 159/1 R1A TYPE4020073-BV

INPUT:100-240VAC ~150mA 50-60Hz |
OUTPUT:5.1V = 450mA |

ce @2

B Use Only
Model: GSAC-MN/1C 02W35

MadeinMoroccoby &Y/




CETECOM ICT Services GmbH

CETECOM

Annex to test report No.:  2_3636-01-02/04

Page 14 (19)

ANNEX D: INTERNAL PHOTOS

PHOTOGRAPHS OF THE EQUIPMENT

Photograph no.: 5




CETECOM ICT Services GmbH CETEC &l ;

Annex to test report No.:  2_3636-01-02/04 Page 15 (19)

PHOTOGRAPHS OF THE EQUIPMENT

Photograph no.: 6
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PHOTOGRAPHS OF THE EQUIPMENT

Photograph no.: 7
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PHOTOGRAPHS OF THE EQUIPMENT

Photograph no.: 8
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PHOTOGRAPHS OF THE EQUIPMENT

Photograph no.: 9
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PHOTOGRAPHS OF THE EQUIPMENT

Photograph no.: 10
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